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24AWG solid bare copper conductors, twisted pairs, non-plenum, Polypropylene insulation, see color code chart(below), Gray PVC jacket

Part No.  Product No. BENERT A Lengths / Reel No. of Pairs  Trade No. AWG Nom. Imp.  Nom. Cap.
2971 Belden 1227A-1 Belden Belden 1227A-1 Cat. 3 EIF#BEELR 1000Ft(305M)/R 2P4C 1227A-1 NEC CMR, CEC CMR 24 100Q 62.3pF/m

24AWG solid bare copper conductors, non-plenum, Polyolefin insulation, twisted pairs, rip cord, see color code
chart(below), PVC jacket(white, black, gray, blue, red, orange, yellow, green or pink)

Part No.  Product No. BhEME  wEA Lengths / Reel No. of Pairs  Trade No. AWG Nom. Imp. Nom. Cap.
2970 Belden 1583A Belden Belden 1583A Cat. 5e BT #R 1000Ft(305M)/R  4P8C 1583A NEC CM, CEC CM 24 100Q 49.2pF/m
Part No.  Product No. S G ] Lengths / Reel No. of Pairs Trade No. AWG Nom. Imp. Nom. Cap.
29029 Belden 1584A Belden @R 1717 Belden_1584A Cat. 5 100MHz 1000Ft(305M)/R 4P8C 1584A NEC CM 24 100Q 49.2pF/m
Part No. Product No. SR B ] Lengths / Reel No. of Pairs Trade No. AWG Nom. Cap.
44249 Belden 7927A Belden Belden 7927A Cat. 6 EIF#BIE 1R 1000Ft(305M)/R 4P8C NEC CM, CEC CM 23 15.5pF/Ft

24 AWG bonded-pairs solid bare copper conductors, non-plenum, Polyolefin insulation, rip cord, see color code chart (below),
PVC jacket (red, orange, white, black, yellow, green, blue, purple, light gray or gray).

Part No. Product No. BlERE EA Lengths / Reel No. of Pairs = Trade No. AWG Nom. Imp. Nom. Cap.
2973 Belden SM1700A | Belden Data Twist 350MHz Superior Performance Twisted Pair Data Cable = 1000Ft(305M)/R 4 NEC CM, CECCM 24 100+12%Q  14pF/it.
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Part No.  Product No. BhEKE  RREA Trade No. AWG Temp. Lengths/Reel Color Voltage
42536 BELDEN 8919-0021000 Belden Tinned copper conductor, PVC insulation. Rated 105° C, 600V. uL1015 20 105°C  1000Ft/R Red 600V
42529 BELDEN 8920-0021000 Belden Tinned copper conductor, PVC insulation. Rated 105° C, 600V. UL1015 22 105°C  1000Ft/R Red 600V
42537 BELDEN 9912-0022000 Belden Tinned copper conductor, PVC insulation. Rated 105° C, 600V. uL1015 12AWG  105°C  2000Ft/R Red 600V
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Tinned copper, PVC insulation, medium wall. The extruded PVC insulation is flame and ozone resistant. Inert to most
chemicals, oils, and solvents. Covers single cond., PVC insulated hook-up wire for internal wiring of electrical and
electronic equipment.

Part No. Product No. FE R B Trade No. Lengths/Reel AWG Temp.
47310 BELDEN 8522 Belden Belden_[E)#f & 15 8522 1000FT/R 18 80°C

20AWG Stranded (7x28) tinned, 500HMS, Triaxial cable

Part No. Product No. EOSETE) Eii] Trade No. Lengths/Reel AWG Temp.
44816 BELDEN 9222 Belden EE 9222 152 20 75°C
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