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RS-232 / RS-485����


22 AWG stranded(7x30) tinned copper conductors, Datalene® insulation, twisted pairs, overall Beldfoil® shield(100% coverage)

plus a tinned copper braid(65% coverage), drain wire, UV resistant PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

54487 Belden 3105A Belden Belden_RS-485(HART)����� 152m 1

25 AWG stranded(7x33) tinned copper conductors, polythylene insulation, Beldfoil® shield (100% coverage), stranded tinned

copper drain wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

54489 Belden 9271 Belden Belden_��	 RS-485 
������ 30m 1

20 AWG stranded(7x28) .038” tinned copper conductors, polyethylene insulation, Beldfoil®(100% coverage)plus a tinned copper

braid shield(55% coverage), sunlight-resistant PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

54490 Belden 9463 Belden Belden_����� 152m 1

24 AWG stranded (7x32) TC conductors, semi-rigid PVC insulation, twisted pairs, overall Beldfoil shield(100% coverage),

24 AWG stranded TC drain wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

36762 Belden 9502 Belden Belden_RS-232 �����
� 1000ft(305M)/R 2

24 AWG stranded(7x32) TC conductors, semi-rigid PVC insulation, twisted pairs, overall Beldfoil shield(100% coverage),

24 AWG stranded TC drain Wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

36767 Belden 9503 Belden Belden_RS-232 �����
� 1000ft(305M)/R 3

24 AWG stranded(7x32) TC conductors, semi-rigid PVC insulation, twisted pairs, overall Beoldfoil shield (100% coverage), 24 AWG stranded

TC drain Wire(continued) , PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

59108 Belden 9519 Belden Belden_RS-232 ���
� 1000Ft(305M)/R 19P38C

24 AWG stranded (7x32) tinned copper conductors, conductors cabled, semi-rigid PVC insulation, overall Beldfoil® shield(100%

coverage), 24AWG stranded tinned copper drain wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

36742 Belden 9533 Belden Belden_RS-232 �����
� 1000ft(305M)/R 3

24 AWG stranded (7x32) tinned copper conductors, conductors cable, semi-rigid PVC insulation, overall Beldfoil® shield(100%

coverage),24 AWG stranded tinned copper drain wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

36747 Belden 9534 Belden Belden_RS-232 �����
� 1000ft(305M)/R 4

24 AWG stranded(7x32) tinned copper conductors, conductors cabled, semi-rigid PVC insulation, overall Beldfoil® shield

(100% coverage), 24 AWG stranded tinned copper drain wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

36751 Belden 9535 Belden Belden_RS-232 �����
� 1000ft(305M)/R 5

24 AWG stranded (7x32) tinned copper conductors, conductors cabled, semi-rigid PVC insulation, overall Beldfoil® shield (100%

coverage), 24 AWG stranded tinned copper drain wire, PVC jacket

Part No. Product No. ���� �� Lengths/Reel No. of Pairs

36755 Belden 9536 Belden Belden_RS-232 �����
� 1000ft(305M)/R 6
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