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Vishay Roederstein_���

FEATURES

Polarized aluminum electrolytic capacitors

High ripple current capability

Very long lifetime

Charge/discharge proof

Temperature range 105 C

Compliant to RoHS directive 2002/95/EC

o

APPLICATIONS

Industrial and automotive electronics, audio/video, telecommunication

systems, power supply units

Coupling, smoothing, filtering, buffering and timing

Part No. Product No. ���� �� Type Capacitance(uF) Tolerance(±) Voltage (Vdc) Temp. range°C Size Dia.*L.(mm)

63232 EBC-47uF/100V ROE Vishay ROE_47uF/100V����������
 EBC 47uF -10+50% 100V 105°C 10*25mm

FEATURES

Polarized aluminum electrolytic capacitors

High CU product

Miniature size

Charge/discharge proof

High ripple current capability

Compliant to RoHS directive 2002/95/EC

APPLICATIONS

General purpose, industrial electronics, audio/video systems

Coupling, smoothing, filtering, buffering and timing

Portable and mobile units

Vibration and shock resistant

Part No. Product No. ���� �� Type Capacitance(uF) Tolerance(±) Voltage (Vdc) Temp. range°C Size Dia.*L.(mm)

63143 EBM-220uF/40V ROE Vishay ROE_220uF 40V Axial Aluminum Capacitor EBM 220uF +50-10% 40V 85°C 10*18mm
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Part

No.
Product No.
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�
�� Type Capacitance(uF) Tolerance(±)

Voltage

(Vdc)

Temp. range

°C

Size

Dia.*L.(mm)

62332 EYM/A-4700uF/100V ROE
ROE_!"#�$�� 	��



EYM/A 4700uF -10/+50% 100V 85°C 50*80mm

EPCOS_�%�

EPCOS_���


Construction

Charge-discharge proof, polar

Aluminum case with insulating sleeve

Negative pole connected to case

Axial leads, welded to ensure perfect electrical contact

Features

Extremely high reliability and long useful life

Very wide temperature range

Can be operated at temperature of up to 145 C

Outstanding parametric stability

High ripple current capability

Shelf life up to 10 years

o

Part No. Product No. ���� �� Type Capacitance(uF) Tolerance(±) Voltage (Vdc) Temp. range °C Size Dia.*L.(mm)

63559 B41590-10uF/100V EPCOS AG
&'	�� SIKOREL125 10uF/100V()#�$�

����%�

Sikorel-125 LL 10uF -10/+50% 100V 125°C 8.5*15.5mm

63560 B41590-220uF/16V EPCOS AG
&'	�� SIKOREL125 220uF/16V()#�$�

����%�

Sikorel-125 LL 220uF -10/+50% 16V 125°C 10*25mm

Features

Extremely long useful life

Very high ripple current capability

Very high voltage capability

550V DC/85 C/5000h

500V DC/105 C/10000h

Outstanding performance

o

o

Applications

Electronic ballasts

Construction

Charge/discharge-proof, polar

Aluminum case with insulating sleeve

Negative pole connected to case

Axial leads, welded to ensure perfect electrical contact

Part No. Product No. ���� �� Type Capacitance(uF) Tolerance(±) Voltage (Vdc) Temp. range °C Size Dia.*L.(mm)

61850 B43698-22uF/450V EPCOS AG
EPCOS_High Performance Axial-Lead

Capacitor(22UF/450V)
B43698 22uF -10/+30% 450V 105°C 16*39mm
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