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13mm

DC12~24V

Part No. Product No. RSTU VW Output Type Sensing Distance Input/ If Input/ Vr

38139 EE-SPX303 OMRON "OMRON"XY*
��� NPN output 13mm 15mA 12-24DC

38136 EE-SPX403 OMRON "OMRON"XY*
��� NPN output 13mm 15mA 12-24DC
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Part No. Product No. RSTU VW Output Type Sensing Distance

16136 EE-SPX311 OMRON "OMRON"XY*
���[im*] (^o pq ON) rsXYt 2~6mm
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DC5~24V,

Part No. Product No. RSTU VW Output Type Sensing Distance Input/ If Input/ Vr

59328 EE-SPX405-W2A-1M OMRON "OMRON" im*
���(8
q ON) NPN output 5mm 15mA DC5-24V
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Φ6~13mm, 1mm

DC12~24V

Part No. Product No. RSTU VW Output Type

12669 EE-SPX613 OMRON Z]�/^_`a
�b	 NPN

All models have a 3.4mm wide slot

Part No. Product No. RSTU VW Output/ Vceo Output/ Ic(mA) Sensing Distance Input/ If Input/ Vr

17725 EE-SV3 OMRON Transmissive Photomicrosensors 30V 20mA N/A 50mA 4V

EE-SX1042

14.5-mm-tall model with a deep slot

PCB mounting type

High resolution with a 0.5-mm-wide aperture

EE-SX1070

Phototransistor output

Stable sensing at temperatures as high as 95 C

Wide model with a 8-mm slot, allows sensing of wide objects

PCB mounting type

High resolution with a 0.5-mm-wide aperture

o

Part No. Product No. RSTU VW Output/ Vceo Output/ Ic(mA) Sensing Distance Input/ If Input/ Vr

51361 EE-SX1042 OMRON Photomicrosensor (Transmissive) 30V 20mA 0.5mm 50mA 4V

17583 EE-SX1070 OMRON Photomicrosensor (Transmissive) 30V 20mA 0.5mm 50mA 4V

Features

Incorporates an IC chip with a built-in detector element and amplifier

Incorporates a detector element with a built-in temperature compensation circuit

A wide supply voltage range: 4.5 to 16VDC

Directly connects with C-MOS and TTL

High resolution with a 0.5-mm-wide sensing aperture

Dark ON model (EE-SX398)

Light ON model (EE-SX498)

Part No. Product No. RSTU VW Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr ��

54624 EE-SX398 OMRON �� _XY*
�b	(�
q ON) 28V 16mA 50mA 4V 0.4g

54622 EE-SX498 OMRON �� _XY*
�b	(8
q ON) 28V 16mA 50mA 4V 0.5g
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