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Part No. Product No. � !" #$ Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr

67891 EE-SX1108 OMRON 
��% 20V 20mA 25mA 5V

Features

Ultra-compact with a sensor width of 5mm and a slot width of 2mm

PCB mounting type

High resolution with a 0.4-mm-wide aperture

RoHS Compliant

Part No. Product No. � !" #$ Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr

67861 EE-SX1103 OMRON 
��% 30V 30mA 50mA 5V

Features

Ultra-compact with a slot width of 3mm

PCB mounting type

High resolution with a 0.4-mm-wide aperture

Part No. Product No. � !" #$ Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr

67895 EE-SX1106 OMRON 
��% 30V 30mA 50mA 5V

Part No. Product No. � !" #$ Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr

67863 EE-SX1107 OMRON 
��% 20V 20mA 25mA 5V

Features

Ultra-compact with a 3.4-mm-wide sensor and a 1-mm-wide slot

PCB surface mounting type

High resolution with a 0.15-mm-wide aperture

RoHS Compliant

Features

Ultra-compact with a 5-mm-wide sensor and a 1-mm-wide slot

PCB surface mounting type

High resolution with a 0.3-mm-wide aperture

RoHS Compliant

Part No. Product No. � !" #$ Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr

67911 EE-SX1109 OMRON 
��% 20V 20mA 25mA 5V

Features

Ultra-compact with a 6-mm-wide sensor and a 3-mm-wide slot

PCB surface mounting type

High resolution with a 0.5-mm-wide aperture

RoHS Compliant

Part No. Product No. � !" #$ Output/ Vceo Output/ Ic(mA) Input/ If Input/ Vr

67909 EE-SX1131 OMRON 
��% 20V 20mA 25mA 5V

Features

Ultra-compact with a 5-mm-wide sensor and a 2-mm-wide slot

PCB surface mounting type

High resolution with a 0.3-mm-wide aperture

Dual-channel output

RoHS Compliant

Standard sensing object: Opaque: 2x0.8mm min

Differential travel: 0.025mm

Light source(Peak wave length): GaAs infrared LED (940nm)

Receiver: Si phototransistor with a sensing wavelength of 850nm max

Power supply voltage: 5 to 24VDC 10%, ripple (p-p): 10% max±

Part No. Product No. � !" #$ Output Type Sensing Distance

67910 EE-SX670P OMRON 
��% PNP 5mm

Features

Compact reflective Photomicrosensor (EE-SY110)with a molded housing and a dust-tight cover

RoHS Compliant

Part No. Product No. � !" #$ Output/ Vceo Sensing Distance Output/ Ic(mA) Input/ If Input/ Vr

67872 EE-SY113 OMRON 
��% 30V 4.4mm 20mA 50mA 4V
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