Cat.5e SFTP Soild Lan Cable [

JeE 4 ) ML (i) 86-21-34970699
4 ) HL (0 86-755-83298787

R g 3N

Conductor - 8

24AWG,Solid Bare Copper BER24AWG #kiFE
Insulation 8 %

Polyolefin Polyolefin

Color Code RHREE

Pair 1:Blue,White/Blue N E.,.EQg
Pair 2:Orange, White/Orange EH .88, B8
Pair 3:Green,White/Green F—H 8, g
Pair 4:Brown,White/Brown B8, 58
Ripcord:Under Jacket Pl bE

Jacket %H

PVC PVC

Standards "

UL 444/Csa-C22.2No0.214, TypeCm. UL444/Csa-C22.2N0.214,Type Cm.
Applications K H

10 Base T (Ieee 802.3)
Fast Ethernet(leee802.3u)
100Vg-Anylan(leee802.12)
Token Ring(Ieee802.5)
Tp-Pmd(AnsiX3t9.5)

100 Mbps Cddi
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Atm 155 Atm 155
Construction:
AR IS
PVC k88
CONDUCTOR INSULATION BRAID SHIELD JACKET
LAN CABLE L8 e) B m p:sp ) G-
CAT.SE _
UTP MTRL| NO/mm |MTRL|Thickness| Diameter | MTRL NO/mm |MTRL|Thickness| Diameter
4P
’{'."Ii:":g é‘m HE | e #HE |BEom| A%mm| #HE |@eeE H8 |EE/mn| 5&/mn
4% | 1/0.515mm | HDPE 0.2 [0.915+0.05 | FESBAAALR | 16/8/0.12 | PVC 0.5 6.0
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