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2¢ 0.3 1.3 42 | EA03-02C
3C 03 1.3 44 | EA03-03C
ac 03 1.3 48 | EA03-04C |
sC 03 13 52 | EA03-05C
6C 03 1.3 60 | EA03.06C
7C 03 1.3 60 | EA03-07C
8C 03 1.3 63 | EA03-08C
10C 0.3 13 68 | EA03-10C
120018 | 12C 0.3 1.3 78 | EA03-12C
14C 03 1.3 84 | EA03-14C
16C 03 1.3 88 | EA03-16C
20C 0.3 1.3 96 | EA03-20C
24C 0.3 13 106 | EA03-24C
30C 0.3 1.3 1L5 | EA03-30C
0.3 13 EA03-
50C
60C
sC . EA0S-05C
6C 043 18 EA0S-06C
7C 043 1.8 EA05-07C
8C 043 1.8 82 | EA05-08C
10C 043 1.8 9.5 | EA05-10C
200018 | 12 0.43 1.8 100 | EA05-12C
14C 043 1.8 110 | EA05-14C
16C 043 1.8 113 | EA0S-16C
20C 043 1.8 125 | EA05-20C
24C 0.43 1.8 140 | EA05-24C
30C 0.43 18 145 | EA0S-30C
36C 0.43 1.8 160 | EA0S-36C
40C 0.43 1.8 170 | EA05-40C
50C 0.43 1.8 185 | EA05-50C
60C 043 1.8 200 | EA05-60C
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Description:
@ Bare stranded copper conductor.

@ PVC or PE insulation
@ Color coded or unmber coded.
@ PVC or PE jacket.

@ Rated temperature: 60°C, 80°C or 105°C
available or UL type.

@ Rated voltage: 300V or 600V

@ Anti-ant and mouse destroy PVC jacket-
available.
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