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WIRE/CABLE SPECIFICATION (£844 #ﬁiﬁ %j
Standard RSGE 0.35QMM 100°C 300V
Unit Specification Tolerance
by () G D) ()
General Specification (E3iEHED SOMM 0.3
Material { '8 ) e R Tinned Copper
i Structure (45H ) No_~mm 12,018
i Standed Diameter ({Z1S1 ) mm 072 0.0
i p Material { #4'8 ) DN Silicone Bubber
i Iﬂ;g;;m Average Thickness ( SEHIBIE ) i 035 £0.05
& Color (Bll{0) NN White
B5 Braid Material { $#4'8 ) e nINN Fiberglass
g Wall Thickness (B2/5) mm 0.16 +0.02
Color (B{{2) : White - Red - Black - Blue « Brown * Yellow - Green * Yellow/Green
Overall Outer Diameter (52 /% 5272/ ) mm 1.74 =0.1
Rated Temperature { FHEIERE ) b 4 200
Rated Voltage (FHEER) V-AC 300
Electric Characters Resistance of Insulation
MQ/km 50
R (e R ARSI L)
Withstand Voltage Spark .
OKIERRED) KV/Sec 2
Certification N/A
Product Application (FE S5 FE ) Structural Configuration (&57E]):
The wire can be used in various thermal
- - Tinned Copper Wire
Place:s. ranging ﬁ'c_:rm hﬂugehnld applmﬂcea, ()
lighting devices, industrial machines, to
high-temperature furance.
Silicone Rubber
Insulation
BHAMNSEF A ES, HAER, T i
Zn, BEMELSL, [RRUEES - SRS i
&
Braided Fiberglass
(E R o )
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