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WIRE/CABLE SPECIFICATION (434135 #53)

Standard RSGE 5.550MM 200°C 300V
Unit Specification Tolerance
It
A ol (S8 fi) () )
General Specification (S H ) SQMM 5.5
Material { {8 ) PN, Tinned Copper
E:Hﬂdﬁ"“m Structure ( 55H5) No.=mm 347045
Stranded Diameter %EEFFE] mm 31 =0.05
ia e Material { £4'8 ) A MR Silicone Bubber
i Insg%l;nﬂ Average Thickness (FHEE ) mm Q.70 +0.1
£h Color (Bl {21) aNTL White
5 Braid Material { £#4'8 ) SNARA Fiberglass
=t | Wall Thickness {5 §) mm 016 +0.02
Color (Ef0) : White - Red - Black - Blue * Brown - Yellow * Green  Yellow/Green
Overall Quier Diameter (B {& 5 IME) mm 4.82 =0.15
Rated Temperature ( ZHERM ) C 200
Rated Voltage (ZAEEE ) V-AC 300
Electric Characters Resistance of Insulation
; MQ/km 50
ERFHE (bt SR SR PE i)
Withstand Voltage Spark
EV/S 2
CKTERRER ) =
Certification N/A
Product Application (5 5nFEF) Structural Configuration (%55 )

The wire can be used 1 various thermal
places ranging from household appliances,
lighting devices, industrial machines, to
high-temperature furance.
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