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WIRE/CABLE SPECIFICATION (5844 #ﬁiﬁ %j
Standard BSGE 8SOMM 200°C 300V
Umnit Specification Tolerance
I
e O AR (&) (A ()
General Specification (E3EHED) SOMM 8.0
Material { $#{'8 ) R &, Tinned Copper
GrRaie Structure (45H ) No_~mm 507045
i Standed Diameter (X151 mm 37 0.0
pon oy Material { £#4'8 ) AN Silicone Bubber
i lmggg;m Average Thickness ( SEHI9E ) A 0.80 20.15
& Color (Bll{0) NN White
B5 Braid Material { £#1'8 ) SONY T Fiberglass
g Wall Thickness (B2/5) mm 02 +0.02
Color (B{{2) : White - Red - Black * Blue « Brown * Yellow - Green * Yellow/Green
Overall Outer Diameter (1% 522/ %) mm 570 =035
Rated Temperature ( FHEEE ) b 4 200
Rated Voltaze (3 EHE) V-AC 300
Electric Characters Eesistance of Insulation
MQ/km 50
EREE (7fchbt i s SR PR T )
Withstand Voltage Spark KV/S 2
(KGR ~
Certification N/A
Product Application (5 S5 FE ) Structural Configuration (&57E]):
The wire can be used in various thermal _ _
places ranging from household appliances, Tm?%dﬁggﬁf;ﬁ“
lighting devices, industrial machines, to
high-temperature furance.
Silicone Rubber
Insulation
& MR P8, TG, T3t /
25, WAL, FREAESE - SRS ZEd
i
Braided Fiberglass
(B EE Al TR )



user
新建印章


