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WIRE/CABLE SPECIFICATION (4f4 k%)

Standard | UL 1332 14AWG 200°C 300V
Unit Specification Tolerance
Item (7 b e
RE () ks ) ()
General Specification (43f#H %) AWG 14
Material (f/'8) | - Tinned Copper
n r
e Cozg;;to Structure ( &5%% ) No.xmm 19/0.37
4 N Stranded Diameter (%:4R5ME) mm 181 10.05
ok Insulation Material (#4&8) | - Teflon
i 4H%% Average Thickness (FH5ERE) mm 0.33 +0.05
Color (Bfift1) : White ~ Red ~ Black ~ Blue ~ Brown -~ Yellow - Green - Yellow/Green
Overall Outer Diameter (%12 527 ME) mm 2.47 +0.15
Rated Temperature (ZHEGE ) °C 200
Rated Voltage (ZHEEEFR) V-AC 300
Electric Characters Resistance of Insulation
A 2NN N, MQ/km 1000
BRI K REE&IHTT)
Withstand Voltage Spark
s, KV/Sec 2
OKAERER)
Flame Retardant (jisf%8) | - VW-1 PASS
Markin E215834 citus AWM STYLE 1332 FEP 200°C 300V 14AWG
g VW-1 NIZING ELECTRIC CSA AWM IA 200°C 300V FT1 14AWG LF
Certification AWM UL1332 E215834

Product Application (2 & FEFH)

Structural Configuration (45F[E]):

RS RS, HIEE, TR
s, AL, FRDSIE S S S ﬁﬁZ@E“\%

The wire can be used in various thermal

places ranging from household appliances,

lighting devices, industrial machines, to

high-temperature furance.

Tinned Copper Wire
(FE 5550 2543)

Teflon Insulation
(FEFELSR)
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