157093 | SMA-11-11G E AR R 28 SMA A% A 116
157100 | SMA-JK-18G A R 28 SMA A% 186
157101 | SMA-KK-18G AR R 28 SMA REEFRE 18G

*Dimensions are in mm

SMA-|
SMA(Z)¥ESMA(%), DC-11GHz

1/4-36 UNS-2A

*Dimensions are in mm

15

SMA(8)#SMA(2), DC-18GHz

18.2

*Dimensions are in mm

SMA(4)JESMA(&), DC-18GHz



157093 | SMA-13-11G EEHIERE LS SMA ABA 116

SMA(MALE)-SMA(MALE) SMA-]]

21

*Dimensions are in mm

Configuration

Connector 1 Type SMA Male
Connector 1 Impedance 50 Ohms
Connector 1 Polarity Standard
Connector 2 Type SMA Male
Connector 2 Impedance 50 Ohms
Connector 2 Polarity Standard
Connector Mount Method Mone
Adapter Body Style Straight

Electrical Specifications

Frequency DC to 11 GHz
Insertion Loss (dB) = 0.1 xSqt.(f_GHz)
VSWR /Return Loss 1.20 to 11 GHz

Materials Information

Center Contact Brass Gold Plated
Outer Contact Brass Gold Plated
Body Brass Gold Plated
Dielectric PTFE

Environmental Data

Temperature Range -55°C to +165°C
2002/95/EC(RoHS) Compliant



157100 | SMA-JK-18G | FAEHIFNEEEE SMA A %8 186

SMA(MALE)- SMA(FEMALE) SMA-JK

18.2

*Dimensions are in mm

Configuration
Connector 1 Type SMA Male
Connector 1 Impedance 50 Ohms
Connector 1 Polarity Standard
Connector 2 Type SMA Female
Connector 2 Impedance 50 Ohms
Connector 2 Polarity Standard
Connector Mount Method None
Adapter Body Style Straight

Electrical Specifications

Frequency DC to 18 GHz
Insertion Loss (dB) < 0.1 xSqt.(f_GHz)
VSWR /Return Loss 1.25 to 18 GHz

Materials Information

Center Contact CuBe Gold Plated
Outer Contact Brass Gold Plated
Body Brass Gold Plated
Dielectric PTFE

Environmental Data

Temperature Range -55°C to +165°C
2002/95/EC(RoHS) Compliant



157101

SMA-KK-18G

FEIRREE RS SMA B15HRE 186

SMA(FEMALE)-SMA (FEMALE)

*Dimensions are in mm

Configuration

Connector 1 Type
Connector 1 Impedance
Connector 1 Polarity
Connector 2 Type

Connector 2 Impedance
Connector 2 Polarity
Connector Mount Method
Adapter Body Style

Frequency
Insertion Loss (dB)
VSWR /Return Loss

Center Contact
Outer Contact
Body

Dielectric

Temperature Range
2002/95/EC(RoHS)

-

1/4-36 UNS-2A

SMA-KK

15

SMA Female
50 Ohms
Standard
SMA Female
50 Ohms
Standard
Mone
Straight

DC to 18 GHz
< 0.1 xSqt.(f_GHz)
1.25 to 18 GHz

Materials Information

CuBe Gold Plated
Brass Gold Plated
Brass Gold Plated
PTFE

Environmental Data

-55°C to +165°C

Compliant



