PART NO. Current Raling Dimension | Dimension
° A oB
= 39.14£0.38 1196-072-715-002 40 AMPS ©3.75 ©4.20
S “HHM.M ] 1196-072-515-002] 30 AMPS 03.20 93.70
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2 b~ m S 4 MATERIALS AND FINISH
_CCCEC_ -] wom |8 SHELL : STEEL MATERIAL, TIN FINISHED
TS -1 DIMPLES ON PLUG ONLY
2 I 6 B~ b CONNECTOR INSULATOR : PBT THERMOPLASTIC,
8 Y - i 30% GLASS FILLED, UL 94V-0 RATED, BLACK COLOR
o @ — S E=2 = SIGNAL CONTACT MATERIAL: BRASS, FULL GOLD FLASH
# Q * 3= § HIGH POWER CONTACT MATERIAL: BRASS, 5u” GOLD PLATED
3 - H K w ELECTRICAL CHARACTERISTICS
o~ MM HIGH POWER CONTACT CURRENT RATING :10,20,0R 40 AMPS
RPP 3 HIGH POWER CONTACT RESISTANCE : 2.7 MILLIOHMS MAX.
& DIELECTRIC WITHSTANDING VOLTAGE :
wRRE 1000 V AC FOR 1 MINUTE
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Dewwn by Libuaong 2002.05.10
Designed by Calla 2002.05.10
PCB LAYOUT Asproved by Yanginguo | 2002.08.10
K .m Sheet 1of1 | Code 000 HCQWMN!ZMMW-%RJ
Dimensions in mm{inches) Scale 121
Tolerances onXX+0,13 Anglesnl-2" | VerAD [PartNo.  1196072-X15002
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