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MVSTBR 2,5/ 6-STF-5,08

Order No.: 1835135

The figure shows a 10-position version of the product

Plug component, Nominal current: 12 A, Rated voltage (I11/2): 320 V,
Number of positions: 6, Pitch: 5.08 mm, Connection method: Screw
connection, Color: green

Product notes

WEEE/RoHS-compliant since:
Commercial data 01/01/2003

GTIN (EAN) (R0

017918 103392

sales group E111

Pack 50 pcs.

Customs tariff 85366990

Catalog page information Page 241 (CC-2011)

Technical data

Dimensions / positions

Pitch 5.08 mm
Dimension a 25.4 mm
Number of positions 6

Screw thread M3
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Tightening torque, min

Tightening torque max

Technical data

Range of articles

Insulating material group

Rated surge voltage (111/3)
Rated surge voltage (I11/2)
Rated surge voltage (11/2)

Rated voltage (111/2)

Rated voltage (11/2)

Connection in acc. with standard
Nominal current Iy

Nominal voltage Uy

Nominal cross section

Maximum load current
Insulating material
Inflammability class acc. to UL 94
Internal cylindrical gage

Stripping length

Nominal voltage, UL/CUL Use Group B
Nominal current, UL/CUL Use Group B
Nominal voltage, UL/CUL Use Group D
Nominal current, UL/CUL Use Group D

Connection data

Conductor cross section solid min.
Conductor cross section solid max.
Conductor cross section stranded min.
Conductor cross section stranded max.

Conductor cross section stranded, with ferrule

without plastic sleeve min.

Conductor cross section stranded, with ferrule

without plastic sleeve max.

Conductor cross section stranded, with ferrule

with plastic sleeve min.

Conductor cross section stranded, with ferrule

with plastic sleeve max.

0.5 Nm
0.6 Nm

MVSTBR 2,5/..-STF
I

4 kV

4 kV

4 kV
320V
630 V
EN-VDE
12A
250V
2.5 mm?
12A
PA

VO

A3

7 mm
250V
10 A
300V
10 A

0.2 mm?
2.5 mm?
0.2 mm?
2.5 mm?

0.25 mm?

2.5 mm?2

0.25 mm?

2.5 mm?2



Conductor cross section AWG/kcmil min.

Conductor cross section AWG/kcmil max

2 conductors with same cross section, solid min.
2 conductors with same cross section, solid max.

2 conductors with same cross section, stranded

min.

2 conductors with same cross section, stranded

max.

2 conductors with same cross section, stranded,

ferrules without plastic sleeve, min.

2 conductors with same cross section, stranded,

ferrules without plastic sleeve, max.

2 conductors with same cross section, stranded,

TWIN ferrules with plastic sleeve, min.

2 conductors with same cross section, stranded,

TWIN ferrules with plastic sleeve, max.
Minimum AWG according to UL/CUL
Maximum AWG according to UL/CUL

Certificates / Approvals

GN us @ @E‘;]?

Certification

Accessories

Item

Marking
1051993

0805085

0805412

Designation

B-STIFT

SK 5,08/3,8:SO

SK 5,08/3,8:UNBEDRUCKT

24

12

0.2 mm?
1 mm?

0.2 mm?2

1.5 mm?

0.25 mm?

1 mm?

0.5 mm?2

1.5 mm?

30
12

CB, CSA, CUL, GOST, UL, VDE-PZI

Description

Marker pen, for manual labeling of unprinted Zack strips, smear-
proof and waterproof, line thickness 0.5 mm

Marker card, special printing, self-adhesive, labeled acc. to
customer requirements, 12 identical marker strips per card, max.
25-position labeling per strip, color: white

Marker cards, unprinted, with pitch divisions, self-adhesive, 10-
section marker strips, 12 strips per card, can be labeled with the
M-PEN



Tools

1205053

SZS 0,6X3,5

Additional products

Item

General
1842403

1776540

1788994

1788389

3002076

3002102

3002063

3002131

3002144

Designation

MDSTB 2,5/ 6-GF-5,08

MSTB 2,5/ 6-GF-5,08

MSTBVK 2,5/ 6-GF-5,08

MVSTBU 2,5/ 6-GFB-5,08

UK 3-MVSTB-5,08

UK 3-MVSTB-5,08-LA 24RD

UK 3-MVSTB-5,08/EK

UK 3D-MSTBV-5,08

UK 3D-MSTBV-5,08-LA 24RD

Actuation tool, for ST terminal blocks, insulated, also suitable
for use as a bladed screwdriver, size: 0.6 x 3.5 x 100 mm, 2-
component grip, with non-slip grip

Description

Header, Nominal current: 10 A, Rated voltage (I11/2): 320 V,
Number of positions: 6, Pitch: 5.08 mm, Color: green, Assembly:
Soldering, The article can be aligned to create different nos. of
positions! In combination with MVSTB or FKCV plug components,
both an MVSTBW (or FKCVW) and an MVSTBR plug (or FKCVR)
must be used. Combination with TMSTBP plug components is not
possible!

Header, Nominal current: 12 A, Rated voltage (I11/2): 320 V,
Number of positions: 6, Pitch: 5.08 mm, Color: green, Assembly:
Soldering

Plug component, Nominal current: 12 A, Rated voltage (111/2): 320
V, Number of positions: 6, Pitch: 5.08 mm, Connection method:
Screw connection, Color: green, Assembly: DIN rail

Plug component, Nominal current: 12 A, Rated voltage (111/2): 320
V, Number of positions: 6, Pitch: 5.08 mm, Connection method:
Screw connection, Color: green, Assembly: Direct mounting

Feed-through modular terminal block, Nominal current: 12
A, Nominal voltage: 250 V, Cross-section: 0.2 mm? - 4 mm?,
AWG: 24 - 12, Mounting type: NS 32, NS 35/15, NS 35/7.5,
Pitch: 5.08 mm, Width: 5.1, Color: gray

Feed-through modular terminal block, Nominal current: 12
A, Nominal voltage: 250 V, Cross-section: 0.2 mm? - 4 mm?,
AWG: 24 - 12, Mounting type: NS 32, NS 35/15, NS 35/7.5,
Pitch: 5.08 mm, Width: 5.08, Color: gray

Feed-through modular terminal block, Nominal current: 12
A, Nominal voltage: 250 V, Cross-section: 0.2 mm? - 4 mm?,
AWG: 24 - 12, Mounting type: NS 35/7.5, NS 35/15, NS 32,
Pitch: 5.08 mm, Width: 5.1, Color: blue

Feed-through modular terminal block, Connection method: Special
and hybrid connection, Screw connection, Cross section: 0.2

mm?2 - 4 mm?, AWG 24 - 12, Width: 5.08 mm, Color: gray,
Mounting type: NS 32, NS 35/15, NS 35/7.5

Feed-through modular terminal block, Connection method: Screw
connection, Screw connection, Number of positions: 1, Cross
section: 0.2 mm? - 4 mm?, AWG 24 - 12, Width: 5.1 mm,

Color: gray, Mounting type: NS 32, NS 35/15, NS 35/7.5



3002173 UK 3D-MSTBV-5,08/EK

1787966 UMSTBVK 2,5/ 6-GF-5,08

1873016 ZFKK 1,5-MSTBV-5,08

Diagrams/Drawings

Dimensioned drawing

Feed-through modular terminal block, Connection method: Screw
connection, Screw connection, Cross section: 0.2 mm? - 4 mm?,
AWG 24 - 12, Width: 5.1 mm, Color: blue, Mounting type: NS

32, NS 35/15, NS 35/7.5

Plug component, Nominal current: 12 A, Rated voltage (l11/2): 320
V, Number of positions: 6, Pitch: 5.08 mm, Connection method:
Screw connection, Color: green, Assembly: DIN rail

Feed-through modular terminal block, Connection method: Special
and hybrid connection, MSTB plug entry, Cross section: 0.2
mm? - 2.5 mm?, Width: 5.1 mm, Color: gray
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5,08 mm
25,4 mm

M3
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MVSTBU 2,5/ 6-GFB-5,08
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HE SUERRM: 10 A, {3 6, [HEE: 5.08 mm, BlfB: &€&, Z = m
AR TR IR ERESS | SMVSTBEHFKCVIELATHESER
B, AR ERHERMVSTBW ( IFKCVW ) FIMVSTBREEL ( =
FKCVR) . R STMSTBP#EL—EEH !

HE SESR: 12 A, (L3 6, [HEE: 5.08 mm, Eite: &6
L, FEER: 12 A, 13K 6, [HIIE: 5.08 mm, Hifs: & &
L, FEET: 12 A, 13K 6, [EIE: 5.08 mm, Hifs: & &

BERNEBERF, FEEF: 12A, FEHBE: 250 V, #EHE: 0.2
mm? - 4 mm2, AWG: 24 - 12, R38R NS 32, NS 35/15, NS
35/7.5, EIEE: 5.08 mm, BE: 5.1, BE: k&

BERXNEERT, FEHER: 12A, FEBE: 250V, HMEBME: 0.2
mm? - 4 mm?, AWG: 24 - 12, 2338 NS 32, NS 35/15, NS
35/7.5, B1#E: 5.08 mm, EE: 5.08, BE: k&

HERNEBER T, FUEBRR: 12 A, FELE: 250 V, BEBME: 0.2
mm? - 4 mm?2, AWG: 24 - 12, R%E3EH: NS 35/7.5, NS 35/15, NS
32, EEE: 5.08 mm, EE: 5.1, BEE: K

AENEBER T, EERH: BRIESIERE, 184155,

AWG 24 - 12, TEE: 5.08 mm, Blfa: Ji, Z3&EH: NS 32, NS
35/15, NS 35/7.5

AAENE BT, R 1R4T R, 1R4TERE, B 1,
AWG 24 -12, TBE: 5.1 mm, Bife: [, ZHFKA: NS 32, NS
35/15, NS 35/7.5

HAENEER T, EREERE: 1241, 1R4TEE, AWG24-12, &
E:51mm, Bifa: B, R NS 32, NS 35/15, NS 35/7.5

X, FEER: 12 A, Uk 6, HIE: 5.08 mm, Hife: & &

BEXNEBERF, BEAFN: $HRRESIERE, MSTBEXHO, B
E:51mm, BEE: [X&&
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