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B =28 SPECIFICATIONS
& EHEH AWGHEID-#22
Applicable Wire: AWGYH 30~ ¥22
& FHEAE: 125V DCAC(rms)
Rated voltage: 126V DC.AC(rms)
& BEEA: 2A [(AWG #22)
Rated Curremt: 24 (AWG #22)
& BB 1000V AC/minute
Withstand weoltage: 1000V ﬁClg"mi.n.
& TiERE: —25°C ~ 485'C
Working Temp : —25°C ~ +B5°C
& SEIABRE: =1000 MO

Insulation resistance: =1000 MO
i + EMEH: =20m0
B Contact resistance: =20m0
= W HE MATRRIAL
] & 7 G768, UL84-V0
Lsall| Housing: Nylen&6, UL94-V)
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B.C.B. Layout
ZF ar 4P ar &1 TP ar gF | 10P | 11P | 12P | L3P | 14F | 15P | 16F
DIMA| 20 | 4.0 | 80 | 80 | 100 | 120|140 | 160 |18.0 | 20,0 | 22.0 | 24.0 | 26.0 | 26.0 | 30.0
DIMEB| 8.0 8.0 (100 (120 | 140 | LBO | 180 | 200 | 220 [ 24.0 | 268.0 | 28,0 | 30.0 | 32.0 | 34.0




