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Derating Curve
1-conductor female connector (734-102) with
THT male header (734-132)
Pin spacing: 3.5 mm / Conductor cross-section: 1.5 mm?"f-st"
Based on: EN 60512-5-2/ Reduction factor: 0.8
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REFR 1

The MULTI CONNECTION SYSTEM (MCS) is designed without breaking capacity for compliance with DIN EN 61984. When used as intended, MCS
Connectors shall not be connected/disconnected when live or under load. The circuit design should ensure header pins, which can be touched, are
not live when unmated.

BiE
BRSM

Ratings per IEC/EN 60664-1

FEBEN/ 3) 160V
EERK R EBRE(I/ 3) 2.5kV
FEBEN/2) 160V
FEMOPERE(N/ 2) 2.5kV

HEBKE(/2) 320V
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FEROFERE(/ 2)
HUE B
Bf (FERSSH )

Approvals per UL 1059

£ 7E B E UL(Use Group B)
EE B3 UL(Use Group B)
EiE B E UL(Use Group D)
i E B35 UL(Use Group D)
NIE

Approvals per CSA

EiE B.E CSA (Use Group B)
FE 37 CSA (Use Group B)
FEEBE CSA (Use Group D)
FEBF CSA (Use Group D)

BRI
AR
MATHRE
BRSL
CEL S

BERSL (MEFLEFENSEEX)
BERSL (METHFLEFENSERX)

HEKE

R

EE/LHKE

By EHE
EERHE

ERBE

e ( SLBER)
RERENSEHETE

Geometrical Data

BER
RE

2.5kV
10A
(/2) 2 FEFEHIN/ FSREFER2

300V
10A
300V
10A
UL 1059

300V
10A
300V
10A

CAGE CLAMP®

R4 7]

0,08 ... 1,5mm?/28 ... 14 AWG
0,08 ... 1,5mm?/28 ... 14 AWG
0,25 ... 1,5 mm?

0,25 ... 1,5 mm?
6..7mm/0.24 ... 028
10

10

10

1

1

N A FEES KN EERATIE1.5mm?,
0°

3,5 mm/0.138 inch
46,8 mm / 1.843 inch
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K

13,4 mm / 0.528 inch

WAGOo

T
Kt

18,6 mm / 0.732 inch

Plug connection

fih R B (A TESERR) LB AR AR
EERELSR EFS%
By d 58 AR 1 Yes
EEXEEYERE BEF
HESH
HeE IR
48 55 M RHE B I
R JEX66 ( PA66)
UL94ME R E R VO
RFFEE R SRR T F M (CrNi)
it RAF R HEE
RER #S
BRI 0.133MJ
BE 8.1g
Environmental Requirements
BESEE -60 ... +100 °C
L iR
Product Group 3 (Multi Conn. System)
il BOX
Country of origin DE
GTIN 4044918495257
Customs Tariff No. 85366990990
A / iE$
HAIALE
FRIR TAIE HAIAEEE TAEE R
CCA EN 61984 2169534.02

K EMA| DEKRA Certification B.V.
EUR
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CCA
DEKRA Certification B.V.

CSA
DEKRA Certification B.V.

TNIE
ABS
American Bureau of Shipping

DNV GL
Det Norske Veritas, Germanischer Lloyd

TNIE
UL
UL International Germany GmbH

UR
Underwriters Laboratories Inc.

HF734-310

EN 61984

C22.2

HMIAEER

HAINEFE
uL 1977

UL 1059

14T B 3288, 100% BATEEE R 1.5 mm? $B4TEEE 3.5 mm; 104%; 1,50 mm?; R &

#5734-140

THT £ BUHEE; 1.0 x 1.0 mm solder pin; E&; 100% Fhif4E R B4HEEE 3.5 mm; 104%; Rk E

5734170

THT £ B & EE; 1.0 x 1.0 mm solder pin; Z8; 100% BhiEsE R, B4HEEE 3.5 mm; 104%; RIKE

nl-54190

1465035

NER 5

19-
HG1869876-
PDA

TAE000016Z

NER

20150318-
E45171

20190122-
E45172

www.wago.com/734-310

www.wago.com/734-140

www.wago.com/734-170
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ERA™ R

Insulation stop

BB 734-671
L5 H4IR; 0.08 - 0.2 mm2"s" (0.14 mm? "f-st"); 8 #F/%; ;R

Marking accessories

ferrule

#H§: 210-332/350-202
FRIBSR; A44E K/D; #R18; 1-16 (240x); FRIEERSE : 3mm; RILKE : 182mm; kF4Rid; FFK; A&

# & 210-332/350-204
FRIESR; ALK/ #R18; 17-32 (240x); FRIEREE 1 3mm; RILKE | 182mm; KFHR1E; FFEK; A&

#H: 210-332/350-206
FRIESR; AL K/ #R18; 33-48 (240x); FRIEREE : 3mm; RILKE : 182mm; KFEHrid; AT, A&

;e 216-101
BEEL EE , ET0.5mm?/ AWG 22; 4%, B

£ 216-102
AEEX EE , ET0.75 mm2/ AWG 20; T4t 4%, BH4ES

#5:216-103
AEREL BT, ET1 mm?2/ AWG 18; T4, gL

#;E-: 216-104
AEEK; EE , ET1.5mm?/ AWG 16; T4 4; B4

;e 216-121
BEEL EE , ET0.5mm?/ AWG 22; T 4%, Bk

nE:216-122
WEELX, BE , ET0.75 mm?/ AWG 20; T 4%, B4

#E:216-123
BEEL; EE , ET1 mm2/ AWG 18; T4 4%, 4545

&5 216-124
WEREL; ¥, EF1.5 mm?/ AWG 16; THL; BHE4

www.wago.com/734-671

www.wago.com/210-332/350-
202

www.wago.com/210-332/350-
204

www.wago.com/210-332/350-
206

www.wago.com/216-101

www.wago.com/216-102

www.wago.com/216-103

www.wago.com/216-104

www.wago.com/216-121

www.wago.com/216-122

www.wago.com/216-123

www.wago.com/216-124



http://www.wago.com/734-110/037-000
http://www.wago.com/734-671
http://www.wago.com/210-332/350-202
http://www.wago.com/210-332/350-202
http://www.wago.com/210-332/350-204
http://www.wago.com/210-332/350-204
http://www.wago.com/210-332/350-206
http://www.wago.com/210-332/350-206
http://www.wago.com/216-101
http://www.wago.com/216-102
http://www.wago.com/216-103
http://www.wago.com/216-104
http://www.wago.com/216-121
http://www.wago.com/216-122
http://www.wago.com/216-123
http://www.wago.com/216-124

AP | BB 734-110/037-000
www.wago.com/734-110/037-000

;e 216-131
BEEL EE , ET0.25mm?/ AWG 24; T4 B

e 216-132
BEREL EE , ET0.34 mm?/ AWG 24; T4 4%; B

#85:216-141

Ferrule; Sleeve for 0.5 mm? /20 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight

crimped; acc. to DIN 46228, Part 1/08.92
& 216-142

Ferrule; Sleeve for 0.75 mm?/ 18 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight

crimped; acc. to DIN 46228, Part 1/08.92
85T 216-143

BEEL; EE , ET1 mm?2/ AWG 18; T4 4%, 4545, B4, SBEE, FFSDIN 46288-1/08.9245 4

&S 216-144

BEEL;, BT , BET1.5mm?/ AWG 16; 744, B4R, BEE, SBEE, FFSDIN 46288-1/08.92F5 4

# 8 216-151
WEEL EE , ETF0.25 mm?/ AWG 24; 144, B

#;E: 216-152
AEEL; EE |, ET0.34 mm?/ AWG 24; 44 5

;& 216-201
Ferrule; Sleeve for 0.5 mm? / 20 AWG,; insulated; electro-tin plated; white

# 5 216-202
Ferrule; Sleeve for 0.75 mm?/ 18 AWG,; insulated; electro-tin plated; gray

#5:216-203
BEEL EE , ET1 mm2/ AWG 18; #4%; B4ES; 4 &

#E: 216-204
AEE; EE , ET1.5mm?/ AWG 16; 4%, 8545, 26

& 216-221
Ferrule; Sleeve for 0.5 mm? / 20 AWG,; insulated; electro-tin plated; white

;B 216-222
Ferrule; Sleeve for 0.75 mm?/ 18 AWG; insulated; electro-tin plated; gray

HE-: 216-223
BEENL EE , ET1 mm2/ AWG 18; 4% B4ES,; 46

e 216-224
BEEL EE , ET1.5mm?/ AWG 16; 4% B8, 26

#5:216-241

Ferrule; Sleeve for 0.5 mm?/ 20 AWG; insulated; electro-tin plated; electrolytic copper; gastight crimped;

acc. to DIN 46228, Part 4/09.90; white
7 216-242

Ferrule; Sleeve for 0.75 mm?/ 18 AWG; insulated; electro-tin plated; electrolytic copper; gastight crimped;

www.wago.com/216-131

www.wago.com/216-132

www.wago.com/216-141

www.wago.com/216-142

www.wago.com/216-143

www.wago.com/216-144

www.wago.com/216-151

www.wago.com/216-152

www.wago.com/216-201

www.wago.com/216-202

www.wago.com/216-203

www.wago.com/216-204

www.wago.com/216-221

www.wago.com/216-222

www.wago.com/216-223

www.wago.com/216-224

www.wago.com/216-241

www.wago.com/216-242
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check

/

acc. to DIN 46228, Part 4/09.90; gray

S 216-243
WEEL, EE , EF1 mm?/ AWG 18; 44, 4545, BRE, SBEE, BFADIN 46288-4/09.09%r; LA &

B 216-244

WEEL, BE , ET1.5mm?/ AWG 16; 44, 4545, B, SBEE; FFEDIN 46288-4/09.09%7#; B www.wago.com/216-244
&

# & 216-262

Ferrule; Sleeve for 0.75 mm?/ 18 AWG,; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-262
acc. to DIN 46228, Part 4/09.90; gray

www.wago.com/216-243

#5:216-263
WEREL, BE , ET1 mm?/ AWG 18; 424, B4, BN, SEERE; FEDIN 46288-4/09.09%5; A&

#5: 216-264

WEEL, BT, ET1.5mm?/ AWG 16; 4145, 04545, B4, SBEE, FADIN 46288-4/09.09%5#; B www.wago.com/216-264
=)

# 7 216-284

WEEL, EE , ET1.5mm?/ AWG 16; £4; 445, BRM, SEERE,; FEDIN 46288-4/09.0945#; 2 www.wago.com/216-284
&

;e 216-301
BEEL EE , ET0.25mm?/ AWG 24; 4% 4845 BE

www.wago.com/216-263

www.wago.com/216-301

&5 216-302

Ferrule; Sleeve for 0.34 mm?/ 22 AWG,; insulated; electro-tin plated; green V. Wagogom/216-302

# 5 216-321

AEEL BE , BT0.25mm?/ AWG 24; 645 i K MY Bivego.cony216-521

5 216-322

Ferrule; Sleeve for 0.34 mm?/ 22 AWG,; insulated; electro-tin plated; green wwwosagpcom/216-322

&8 735-500
MWiEBRE; 1 mm &; HHEREN RS L

www.wago.com/735-500

Strain relief plate

tools

i

N\

8§ 734-129

PR RIE www.wago.com/734-129
AR 5

A7 734-610
PEE RE

www.wago.com/734-610

&5 210-250

BETE; ETEEEXBEEE % T (CAGE CLAMP)HIMCS MINIGMIDIR5l; L& www idapicom’210-282

;F: 210-251

TS ETFEEEABEEL % 7T (CAGE CLAMP)#MCS MICROSMINIZRFI: & www.wage REH0-25|

8§ 210-647
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/ BETE; JORY : 25x0.4 mm; S HEAEFRE
V4 B3 210-719
) BETE; JORY 1 25x0.4 mm; HE4EFR
B 734-190
RETEHE, BARE
(‘ 8- 734-191
BEIR; W& 26
B 734-230
HEER
/ WA 734-231
BEIR BE
TR
Documentation

Additional Information
Technical explanations

CAD/CAE-Data
CAD data

2D/3D Models 734-110/037-000

CAE data

EPLAN Data Portal 734-110/037-000

Installation Notes

Inserting a conductor

2019/4/3

www.wago.com/210-647

www.wago.com/210-719

www.wago.com/734-190

www.wago.com/734-191

www.wago.com/734-230

www.wago.com/734-231

pdf T&

3.6 MB

URL T&
T&



http://www.wago.com/734-110/037-000
http://www.wago.com/210-647
http://www.wago.com/210-719
http://www.wago.com/734-190
http://www.wago.com/734-191
http://www.wago.com/734-230
http://www.wago.com/734-231
https://www.wago.com/cn/d/1435602
https://www.wago.com/cn/d/3D_URLS_734-110_037-000
https://www.wago.com/cn/d/EPLAN_URLS_734-110%252F037-000

S | BB 734-110/037-000
www.wago.com/734-110/037-000

wacn

Inserting a conductor via (2.5 x 0.4) mm
Inserting a conductor via (2.5 x 0.4) mm screwdriver - CAGE CLAMP® actuation

screwdriver —- CAGE CLAMP® actuation parallel to conductor entry.
perpendicular to conductor entry.

Inserting a conductor into CAGE CLAMP®
unit via operating tool (210-251 or 210-250).

Coding

Coding a female connector — removing coding
finger(s).

Testing

Inserting a conductor into CAGE CLAMP®
unit via operating lever (734-191).
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Testing via 1 mm @ test pin (735-500) —
CAGE CLAMP® connection — touch contact.

Marking

Labeling via direct marking or self-adhesive
strips.

Assembly

Strain relief housing for 734 Series Male and
Female Connectors with CAGE CLAMP®
connection.

FRR3

B 4% 5 # #} 88635753170
JHE 45 ) WL (1) 86-21-384970699

WAGD

45 ) L (354 86-755-83298787
Http://www. 100y. com. tw
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