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P LTR DESCRIPTION DATE DWN APVD
SERRATIONS A1 | REVISED PER ECO—11-005027 11MARTT | RK HMR
BRAZED SEAM A2 | REVISED PER EC0O—20-012823 16SEP2020| SG | DR
P3.581
[.141 ]
MAX
¢ AMP £13288
WIRE RANGE Listed
22—16 AWG 22—-16 AWG
SOLID OR STRANDED SOLID OR STRANDED
/I\ STAMP AMP 22—18% APPROX AS SHOWN
22—16 TERMINALS ARE STAMPED 22-18 IN
ACCORDANCE WITH MILITARY SPEC SAE AS7928
51 549 COMMERCIAL WIRE RANGE IS 22—16
[.061] |
TN I 2 MATERIAL THICKNESS: 0.787+0.051[.0314+.002]
& /KA /N MATERIAL: COPPER PER ASTM B152
\ | [\ FINISH: TIN PLATE 0.00254[.000100] MIN EXT THK
~N PER ASTM B545
4 243 iR /S\ FINISH: NICKEL PLATE 0.00762[.000300] MIN EXT
i P 27 53 63340 076 THK PER SAE AMS QQ—-N-290
MIN (2145 £.003] /&\ NOT UL APPROVED
FOR M3.5[#6] STUD
a1 EH AT -AL.LJE 886-3
90" 19, BrdF ) EHBT-HHME 886-3
o -—a-
BHHheF(LEH) 86-21-34970699
BEFHEFCEI) 86-755-83298787
-~ 71440903 — - http:/ /www.100y.com.tw
[.281+.008]
PRELIMINARY :
6 545°Cl649 F 53212621
AMP INCORPORATED MAX RECOMMENDED OPERATING 1000 | LOOSE PIECE [ Il /5
TEMPERATURE: 170°C[221 F]| /, 321262
FOR ADDITIONAL VOLTAGE RATING: THIS DRAWING IS A CONTROLLED DOCUMENT. ™8 copioiy, oavmYos p— .
PRODUCT INFORMATION OR PRODUCT INFORMATION CENTER sy =TE ==
COPIES OF DRAWINGS 1-800-522—-6/57 NOT APPLICABLE PIVERSIONS: OTHERVISE SPECIFIED: | APVD 05AUGS4 | NAWE
AND TECHNICAL DOCUMENTS e e . S — TERMINAL, RING TONGUE, SOLISTRAND
WIRE CROSS SECTIONAL AREA RANGE: Y B AND STARTO—THERM, HR, 90" BEND, WIRE
FOR APPLICATION TOOLING ASSISTANCE CENTER 0.26-1.65mm?[509—3,260] CIR MILS @gﬁg + o1270005] |APPLCATION SPEC SIZE: 22 — 16 AWG
TOOL‘NG ‘NFORMA—HON /‘780077227/‘ /‘ /‘/‘ SOL‘D OR STRANDED 4Ngt(é + —i B o SIZE CAGE CODE | DRAWING NO RESTRICTED TO
THIS DRAWING IS A CONTROLLED DOCUMENT FOR MATERIAL FINISH WEIGHT — AZ 00779 @EBZW 262 o
I U R s AN HE LSONTROLUNG ENCINEERNG ORGANIZATION A o CUSTOMER DRAWING EA 1 T e Ao
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