BEE | EREM: 2006-1301 W E n
3-conductor through terminal block; 6 mm?; suitable for Ex e Il applications; A
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Ratings per IEC/EN 60664-1
HEE
BEEER (1/3)
BEEREER (11/3)
HEER
BEEER (2)
BBl (BEEE)

Approvals per UL 1059

HEEER UL (R4 B)
HEEER UL (Fi%4 B)
FEEER UL (FFRMEC)
FEEER UL (%4 C)

Approvals per CSA

(Fi%#4 B)
B CSA( 48 B)
SA (f£F# C)
TR CSA (& C)

Approvals Ex

FEEEEEN (Exell)
] i (Exell)
% (FE#ERR) (Exell)

tbi

=12
IE )
=12
FE )

trf

1L

EEEE
R
BB

RS
HEEEE

ERER

EDER, EEmANER
MESER

IEC/EN 60947-7-1

800V

8kV

41A

57A

(/3) 2 BERER N/ 5RFRK3

600V
50A
600V
50A

UL 1059

600V
50A
600V
50A

550V
36A
33A

Push in CAGE CLAMP®
BERAR

BIEIR

Ei]

6 mm?

0,5... 10 mm?/20 ... 8 AWG
2,5...10mm?/ 14 ... 8 AWG
0,5... 10 mm?/20 ... 8 AWG
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BRI T RENENHSTER
FRARFHNMASTER  BEREAREE, #
HARRE

BENVE

EDNCE
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2 (ERBEE)

BESRRILBE

ST

BE
BB DIN-35 8B LIEH B E
RE

MaEe
®E
REQH
BRI

AR

He
KKBR
EE

[GE 3 ¢S

Product Group
DIEER
Country of origin
GTIN

Customs Tariff No.

R/ B
Ex-Approvals

25...6mm?/16 ... 10 AWG
25...6mm?/16 ... 10 AWG
13 ...15mm/0.51 ... 0.59 &~
3

1

1

IEEER

Depending on the conductor characteristic, a conductor with a smaller
cross section can also be inserted via push-in termination.

2

7,5 mm/0.295 inch
32,9 mm/ 1.295 inch
73,5 mm/2.894 inch

KF
DIN-35 #ii&
O/ BIE RS

&

R HiERER 66 ( PA 66 )
0.196 MJ

1199

22 (TOPJOB S)
BOX

DE
4017332999687
85369010000
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IECEx

U%

[

ATEXx

Physikalisch Technische Bundesanstalt (PTB)

IECEx

Physikalisch Technische Bundesanstalt (PTB)

Country specific Approvals
CCA

(CA
P

Ship Approvals

~ABE ™
/BB8

[BUREAU ]
[VERITAD ]

r;,-ovru.%%\

| OMYGL )
L :

RN

DEKRA Certification B.V.

CSA
DEKRA Certification B.V.

American Bureau of Shipping

BV
Bureau Veritas S.A.

DNV GL
Det Norske Veritas, Germanischer Lloyd

LR

EN 60079

IEC 60079

IEC 60947

C22.2 No. 158

EN 60947

EN 60947

EN 60947
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03.0014
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Lloyds Register (E9)
UL-Approvals
HEE
UL UL 1059 E45172

UL International Germany GmbH
3\ T

Counterpart

HEER

Marking accessories

EmiNak: 2009-110

\ . /2009-110
Marking strips; on reel; not stretchable; plain; snap-on type; white R{ywage-com

o ERIRLE: 2009-115

WMB %2 i Smart Printer; B%3%: TH# 5-52 mm; ZH: FAR: A6 Wwwgqocomi2003c419

o3 E AR 2009-115/000-002 www.wago.com/2009-115
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; yellow  /000-002

o ERARER: 2009-115/000-006 www.wago.com/2009-115
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white /000-006

o3 2 S 4% 2009-115/000-007 www.wago.com/2009-115
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; gray /000-007
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http://www.wago.com/2009-115/000-002
http://www.wago.com/2009-115/000-002
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&

EmMk: 2009-115/000-012
WMB %2£; F 5 Smart Printer; B#E; AJ## 5-52mm; ZH; FAR; K&

2 miRaR: 2009-115/000-017
WMB #%4E; F Smart Printer; BE X, AJHI 5-52mm; ZAH; FAR,; Bike

ERARER: 2009-115/000-023
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; green

Emimik: 2009-115/000-024
WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white

E R 2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
white

Em#Rik: 2009-145/000-002
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
white

= S 4Ra%: 2009-145/000-005

www.wago.com/2009-115
/000-012

www.wago.com/2009-115
/000-017

www.wago.com/2009-115
/000-023

www.wago.com/2009-115
/000-024

www.wago.com/2009-145

www.wago.com/2009-145
/000-002

www.wago.com/2009-145

Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; red /000-005

EmwiR: 2009-145/000-006

www.wago.com/2009-145

Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; blue /000-006

EmWSR: 2009-145/000-007
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
white

ERm: 2009-145/000-012
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
orange

Emimik: 2009-145/000-023
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
green

EmmR: 2009-145/000-024
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type;
violet

P R 2009-191
i

EmwR: 2009-192
EERE

www.wago.com/2009-145
/000-007

www.wago.com/2009-145
/000-012

www.wago.com/2009-145
/000-023

www.wago.com/2009-145
/000-024

www.wago.com/2009-191

www.wago.com/2009-192



http://www.wago.com/2006-1301
http://www.wago.com/2009-115/000-012
http://www.wago.com/2009-115/000-012
http://www.wago.com/2009-115/000-017
http://www.wago.com/2009-115/000-017
http://www.wago.com/2009-115/000-023
http://www.wago.com/2009-115/000-023
http://www.wago.com/2009-115/000-024
http://www.wago.com/2009-115/000-024
http://www.wago.com/2009-145
http://www.wago.com/2009-145/000-002
http://www.wago.com/2009-145/000-002
http://www.wago.com/2009-145/000-005
http://www.wago.com/2009-145/000-005
http://www.wago.com/2009-145/000-006
http://www.wago.com/2009-145/000-006
http://www.wago.com/2009-145/000-007
http://www.wago.com/2009-145/000-007
http://www.wago.com/2009-145/000-012
http://www.wago.com/2009-145/000-012
http://www.wago.com/2009-145/000-023
http://www.wago.com/2009-145/000-023
http://www.wago.com/2009-145/000-024
http://www.wago.com/2009-145/000-024
http://www.wago.com/2009-191
http://www.wago.com/2009-192

BeE | EmREE: 2006-1301

www.wago.com/2006-1301

‘ff' E S 2009-193
l' ZRXR

= EmARSR: 2009-198
s _ AEF

EmAR: 248-501
MBI WSB BRI, = H; MEEE 5 mm; 105, 10 MFIE/AE

iRk 248-501/000-002
Mini-WSB i F; F=; TURE; =H; FAX; #E&

2 m#RER: 248-501/000-005
Mini-WSB &2 +; F3; TARE; Z8; FAR; &

= SR ak: 248-501/000-006
Mini-WSB #Z52F; F3; TUHE, &8, FAR,, E6

ZE miwaR: 248-501/000-007
Mini-WSB i F; F; TARE; ZH; FAX; kK&

E S lSE: 248-501/000-012
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; orange

= miRaR: 248-501/000-017
Mini-WSB i +; Fx; TUHE; Z8; FAR,; B&e

2 Wi ER: 248-501/000-023
Mini-WSB e +; =, FAKE; 28, FAR; &e

= SARaR: 248-501/000-024
Mini-WSB i F; £, THHE; Z=H,; FAR,; £¥BH

& ma R 793-501
WMB i F; v, TAHE,; 2A; FARX; A&

F‘* P R 4RER: 793-501/000-002
-, WMB i+, FX; TR, 28; FAR; BE

F‘* B R ARER: 793-501/000-005
B

. WMB marking card; as card; not stretchable; plain; snap-on type; red

www.wago.com/2009-193

www.wago.com/2009-198

www.wago.com/248-501

www.wago.com/248-501
/000-002

www.wago.com/248-501
/000-005

www.wago.com/248-501
/000-006

www.wago.com/248-501
/000-007

www.wago.com/248-501
/000-012

www.wago.com/248-501
/000-017

www.wago.com/248-501
/000-023

www.wago.com/248-501
/000-024

www.wago.com/793-501

www.wago.com/793-501
/000-002

www.wago.com/793-501
/000-005



http://www.wago.com/2006-1301
http://www.wago.com/2009-193
http://www.wago.com/2009-198
http://www.wago.com/248-501
http://www.wago.com/248-501/000-002
http://www.wago.com/248-501/000-002
http://www.wago.com/248-501/000-005
http://www.wago.com/248-501/000-005
http://www.wago.com/248-501/000-006
http://www.wago.com/248-501/000-006
http://www.wago.com/248-501/000-007
http://www.wago.com/248-501/000-007
http://www.wago.com/248-501/000-012
http://www.wago.com/248-501/000-012
http://www.wago.com/248-501/000-017
http://www.wago.com/248-501/000-017
http://www.wago.com/248-501/000-023
http://www.wago.com/248-501/000-023
http://www.wago.com/248-501/000-024
http://www.wago.com/248-501/000-024
http://www.wago.com/793-501
http://www.wago.com/793-501/000-002
http://www.wago.com/793-501/000-002
http://www.wago.com/793-501/000-005
http://www.wago.com/793-501/000-005

BeE | EmREE: 2006-1301

www.wago.com/2006-1301

F“* ER4NSE: 793-501/000-006
- R, WMB ik, £, FAHE 26; FAX, e

F E m#%R: 793-501/000-007
R, WMB 282 F; FX; TaHE; Z28; FARX,; k&

F“ B AR5 793-501/000-012
SRR, WMB i F; £, TR, Z=A; FAR,; B&

E R#m: 793-501/000-017
WMB FEEF; F=; FAHE; ZH; FAR; Bigke

2= S 4lak: 793-501/000-023
WMB Zz&F; 3, TAHE, ZZ8; FAR,; &K

E MRS 793-501/000-024
WMB ZiEF; FX; Ta#E; Z8; FAR,; £BHW

ERAR: 793-5501
WMB BEE+; 3, AREESR 5-17.5 mm WERFEF &, THMH 5-52mm; ZH; FAX; BE

EmiRiR: 793-5501/000-002
WMB g2 F; FxX; AREER 5-17.5 mm BERIFFA; THM5-52mm; ZH; FAR; E&

Em#mR: 793-5501/000-005
WMB marking card; as card; stretchable 5 - 5.2 mm; plain; snap-on type; red

ARk 793-5501/000-006
WMB marking card; as card; stretchable 5 - 5.2 mm; plain; snap-on type; blue

Emmi: 793-5501/000-007
WMB ZieF; FxX; AR 5-52mm; ZH; FAR; K&

E m#R: 793-5501/000-012
WMB 22 +; *X; JHf 5-52mm; EAH; FAR; &

ERMWER: 793-5501/000-017
WMB &iEF; F=X; AR 5-5.2mm; ZH; FAR,; BiEe

www.wago.com/793-501
/000-006

www.wago.com/793-501
/000-007

www.wago.com/793-501
/000-012

www.wago.com/793-501
/000-017
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/000-024
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/000-002

www.wago.com/793-5501
/000-005

www.wago.com/793-5501
/000-006

www.wago.com/793-5501
/000-007

www.wago.com/793-5501
/000-012

www.wago.com/793-5501
/000-017
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tools

4

/

Carrier rail

E R#%: 793-5501/000-023
WMB Z:2+F; +=X; TH#H 5-52mm; ZH; FAR, #E

E MWk 793-5501/000-024
WMB i+, F=; ATHM 5-5.2mm; ZH; FAR,; £EW

B S ieE: 216-208

B F; 6 mm? / AWG 10 WESE, &%, i, SHE, RERE, /4 DIN 46228 , % 4/09.90 £ 4%,
EE

E R 216-262

Ferrule; Sleeve for 0.75 mm?/ 18 AWG,; insulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 4/09.90; gray

E R 216-263

Ferrule; Sleeve for 1 mm?/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped;
acc. to DIN 46228, Part 4/09.90; red

EmiR: 216-264

B F; 1.5 mm?/ AWG 16 WEE, B%; BiG, SHIE;, REBEBE; A5 DIN 46228 , 5 4/09.90 IF
a9, BE

EmNeR: 216-266

Ferrule; Sleeve for 2.5 mm? / AWG 14; insulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 4/09.90; blue

ERiReE: 216-267

BN F; 4 mm? / AWG 12 WEE,; 8%, i, S, KRERE, B4 DIN 46228 , % 4/09.90 4%,
e,

Emmi: 210-721
BETE; (5.5x0.8) mm; BEEEFR

EmimiE: 210-112

Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; slotted; according to EN 60715; "Hole width 25 mm

EmimeE: 210-113
HREH: 35 x 7.5 mm; BE1 mm; KE 2 m; T&4; &4 EN 60715

Emimi: 210-114

Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; unslotted; similar to EN 60715

E&WmEE: 210-115
HEEH,: 35 x 7.5 mm; EE1 mm; KE 2m; % 4,; 4 EN 60715; "L 18 mm

ERiE: 210-118
SHELESH,: 35 x 15 mm; BE2.3 mm; KE 2 m; T4 7L; 4 EN 60715

EmmE: 210-196
EREH,; 35x8.2mm; EE : 1.6 mm; RE: 2 m; T&EIL; LM EN 60715; R

www.wago.com/793-5501
/000-023

www.wago.com/793-5501
/000-024

www.wago.com/216-208

www.wago.com/216-262

www.wago.com/216-263

www.wago.com/216-264

www.wago.com/216-266

www.wago.com/216-267

www.wago.com/210-721

www.wago.com/210-112

www.wago.com/210-113

www.wago.com/210-114

www.wago.com/210-115

www.wago.com/210-118

www.wago.com/210-196
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EmmEE: 210197
HEEH,: 35 x 15 mm; BE : 1.5 mm; RE: 2 m; #7; B EN 60715

EmRE: 210-198
Copper carrier rail; 35 x 15 mm; 2.3 mm thick; 2 m long; unslotted; according to EN 60715; copper-
colored

EEiRE: 210-504
HEEH,: 35 x 7.5 mm; EE1 mm; KE 2m; T4, #E; F4 EN60715

Emiwi: 210-505

Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; unslotted; galvanized; according to EN 60715

B S SE: 210-506
Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; unslotted; galvanized; similar to EN 60715

Emiwi: 210-508

Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; slotted; galvanized; similar to EN 60715

Protective Warning Marker

EmiRR: 2006-115
RERBSER, FTERCSBER AR5 BRRERTS, BE

B R AR8E: 2006-402
Push-in type jumper bar; insulated; 2-way; Nominal current 41 A, light gray

Emimik: 2006-403

Push-in type jumper bar; insulated; 3-way; Nominal current 41 A; light gray

B A8k 2006-404
Push-in type jumper bar; insulated; 4-way; Nominal current 41 A, light gray

EmiRiR: 2006-405

Push-in type jumper bar; insulated; 5-way; Nominal current 41 A; light gray

Em#miR: 2006-405/011-000
Star point jumper; insulated; 3-way (1-3-5); IN = IN terminal block; light gray

EmiRR: 2006-433

Push-in type jumper bar; insulated; from 1 to 3; Nominal current 41 A, light gray

E RANGE: 2006-434
Push-in type jumper bar; insulated; from 1 to 4; Nominal current 41 A; light gray

EmRR: 2006-435

Push-in type jumper bar; insulated; from 1 to 5; Nominal current 41 A, light gray

E RANE: 2006-499
Step-down jumper; insulated; from 6/4 mm? to 4/2.5/1.5 mm?; Nominal current 32 A; light gray

E R 2016-499
Step-down jumper; insulated; from 16/10 mm?2 to 10/6/4/2.5 mm?; Nominal current 57 A; light gray

www.wago.com/210-197

www.wago.com/210-198

www.wago.com/210-504

www.wago.com/210-505

www.wago.com/210-506

www.wago.com/210-508

www.wago.com/2006-115

www.wago.com/2006-402

www.wago.com/2006-403

www.wago.com/2006-404

www.wago.com/2006-405

www.wago.com/2006-405
/011-000

www.wago.com/2006-433

www.wago.com/2006-434

www.wago.com/2006-435

www.wago.com/2006-499

www.wago.com/2016-499
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m E R AWER: 210-103
| Wire commoning chain; insulated; 50 connections; black

VN ERMRER: 210-123
N Wi 85, 50 RS

check
s ERm: 2006-511
| Modular TOPJOB®S connector; modular; for jumper contact slot; 1-pole; 6,00 mm?; gray
= =1 .
D ERR: 2006-549

Spacer module; modular; e.g., for bridging commoned terminal blocks; gray

EmRY: 2009-174
Test plug adapter; for 4 mm @ test plugs; for testing TOPJOB®S rail-mounted terminal blocks; gray

P Wik 2009-182
RIS EE, AR&AK 2.5 mm? BEERIEE 0.08-25 mm WET EER, e

EmMmei: 210-136
B, 2 mm @; #H 500 mm E1E; L&

0r

General accessories

EmiRR: 2006-191

. » Lockout cap; for wire insertion and actuating opening; gray
End plate
EmWER: 2006-1391
imiR AR BE © 1 mm; [RE
e EmREE: 2006-1392

— IR FRR, BE : 1 mm; B

B R iR8E: 2006-1393
Separator plate; 2 mm thick; oversized; gray

W E RS 2006-1394
Separator plate; 2 mm thick; oversized; orange

F\;‘ P miR SR 209-191

Ty PrIRPER Ex e/Exi D FRiR; BEE : 3mm; EE 120 mm; B &
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CAD/CAE-Data

CAD data

2D/3D Models 2006-1301 URL T8
CAE data

EPLAN Data Portal 2006-1301 T8
WSCAD Universe 2006-1301 T8

Installation Notes

Inserting a conductor

r

All conductor types at a glance Terminating solid and ferruled conductors via  Inserting conductors via push-in termination.
push-in connection.

Solid conductors with cross-sections from
either one size above, or up to two sizes
below, the rated cross-section can be simply
pushed in — no tools needed.
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Inserting a conductor via operating tool.

Connecting fine-stranded conductors without
ferrules, or small cross-sectional conductors
that cannot be pushed in, is performed
similarly to the original CAGE CLAMP® - just
use an operating tool.

The smart feature:

To open the clamp, the operating tool is
inserted vertically. The conductor entry is less
than 15 degrees for easier wiring.

Commoning

WAGOo
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The push-in type jumper bar system is based
on the common plug and socket principle.
Each terminal block is spring-loaded with a
double socket and a resilient CrNi steel
spring. The jumper contact material is pure
electrolytic copper, which allows for an
extremely small design capable of carrying
the full-rated current of the terminal block.
Ground terminal blocks can also be
commoned using the same jumper system.
Custom jumpers are created by breaking and
removing jumper contacts (2000, 2001, 2002,
2004 Series).

Commoning

This star point jumper has been specially
developed to create a “star point” and is used
on motor terminal boards equipped with
TOPJOB® S rail-mount terminal blocks.

Commoning

Removing a push-in type jumper bar.

Insert the operating tool between the jumper
and and partition wall of the dual jumper slots,

then lift up the jumper.

Place the operating tool in the center of

jumpers up to five contacts (see above), or
alternately on both sides for jumpers with

more than five contacts.

WAGo



http://www.wago.com/2006-1301

REE | EmEHK: 2006-1301

www.wago.com/2006-1301

Step-down jumpers may common terminal
blocks of different sizes, without losing a
conductor clamping point. This can be
beneficial on long conductor runs where
voltage drops may be problematic. A large
conductor can be easily connected to smaller
conductors at the distribution point.

Using step-down jumpers, an end plate must
be inserted between the terminal blocks to be
commoned.

Commoning may be made in either direction
using the special thin end plate to cover the
open side. Additional through terminal blocks
having a smaller cross-section may be
commoned using push-in type jumper bars.

Step-down jumper (2006-499) commons 6
/4 mm? (10/12 AWG) terminal blocks (2006
/2004 Series) with 4/2.5/1.5 mm? (12/14/16
AWG) terminal blocks (2004/2002/2001
Series).
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Step-down jumper (2016-499) commons 16
/10 mm? (16/8 AWG) terminal blocks (2016
/2010 Series) with 10/6/4/2.5 mm? (8/10/12/14
AWG) terminal blocks (2010/2006/2004/2002
Series).

Note:

The total current of the outgoing circuits shall
not exceed the nominal current of the step-
down jumper/push-in type jumper bar.

Testing

Stepping down via push-in type jumper bar.

Commoning via open terminal side with end
plate allows jumpering over two cross-section
sizes for 16 mm? (6 AWG) and 10 mm? (8
AWG) and one cross-section size for 6/4/2.

5 mm2 (10/12/14 AWG). An example: from

16 mm? (6 AWG) to 6 mm? (10 AWG) (see
illustration above) or from 10 mm? (8 AWG) to
4 mm? (12 AWG).

Stepping down via push-in type jumper bar.

Commoning via closed terminal side with end
plate allows jumpering over two cross-section
sizes, e.g., from 16 mm? (6 AWG) to 6 mm?
(10 AWG) or from 6 mm? (10 AWG) to

2.5 mm? (14 AWG) (see illustration above).
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The modular TOPJOB® S connectors also TOPJOB® S Connectors witha2 mm @ test  Rail-mount terminal block assembly for
connect conductors of the same size as the socket for testing voltage via 2-pole voltage electric motor wiring
terminal blocks being used. tester

Test plug adapter (2009-174, CAT I) for4 mm  Testing tap (2009-182) for tool-free
@ plugs — compatible with 2000 to 2016 Series connection of test cables up to 2.5 mm? (12
AWG) — compatible with 2000 to 2016 Series

Marking

Snapping WMB Inline markers into marker
slots.
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TOPJOB® S 2009-193 Group Marker Carrier
(equipped with a marking strip) for all 2001 to
2016 Series TOPJOB® S Rail-Mount
Terminal Blocks

Do not use on an end plate!

Through terminal blocks with a blue insulated  All through and ground conductor terminal
housing are suitable for Ex i applications. blocks are suitable for Ex e Il applications.
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Separator for Ex e/Ex applications Ex e Il/Ex i terminal strip

An end plate must be applied to the terminal Notice:
block located directly behind an Ex e/Ex i

Separator located between Ex e Il and Ex i
separator plate.

terminal strip

The movable feet of terminal blocks and
separator plates must face the same direction.

® End plate

@ Ex e Il terminal blocks

B 4% /1 M # 886-3-5753170
JPE 4 ) WL F-( 1) 86-21-34970699
¥ T WL (i 41) 86-755-83298787 ® Separator for Ex e/Ex i applications

Http://www. 100y. com. tw

@ End plate

® Ex i terminal blocks

According to EN 50020, a minimum distance
of 50 mm must be kept between live parts of
Ex e and Ex i circuits. The use of Ex e/Ex i
separators is a space-saving solution when
Ex e and Ex i terminal blocks are mounted on
a common carrier rail.

EmR5

TOPJOB® S
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