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RoHS

59,6 mm/2.34in

- gImm/2.4in ————=

S BOMcheckset Bl
Compliant
BiE
Geometrical Data
E 18 mm / 0.709 inch
LADIN 35BS P Lk haEERE 26 mm / 1.024 inch
=E 61 mm / 2.402 inch
#HESH
HeE Be
RR T 0.255 MJ
B8 8.5¢g
Al BdE
Product Group 7 (Push Wire Conn.)
kil BOX
Country of origin DE
GTIN 4044918526524
Customs Tariff No. 39269097900

B 4% 51 # # 886-3-5753170
Jik 4% ) HL (i) 86-21-34970699

Jik 4% 1 HL (R0 86-755-83298787
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Counterpart

ERAT&®

Marking accessories

#5:210-834
W%, B8 BESmm; H; AT, A&
General accessories
B]E: 773-102
BLERAS%EES BRATERMNZIRE L, max. 2.5 mm?, 24 BRAAR, BREXE, RATERERE
60 °C; 2,50 mm?
#F: 773-104
BERERAS%EERS BRATERMNZIRELE, max. 2.5 mm?, 44, BREAS, BREREX, RATHEREERE
60 °C; 2,50 mm?
#8H: 773-106
BEERSKIEES EATERNZKRSLE, max. 2.5 mm?, 64; FANT, K6EX, EATERERE
60 °C; 2,50 mm?
e #;H:773-108
ﬁ BRERASEKEES, BEATERMNSIS LK, max. 2.5 mm?; 8%%; BRANT; RINEBEE; R ATIEKREER
Z 60 °C; 2,50 mm?
BE:773-112
BLRERAS%EES BERTERMZERI L, max. 2.5 mm?, 24%; BAAR, ZREE, RATEREER
60 °C; 2,50 mm?
E:773-114
BYLERS%EES, ERATERMNSIS L, max. 2.5 mm?, 4%; BRANE, FREBE, FEATHEHRERE
60 °C; 2,50 mm?
S #8H:773-116
ﬁ' BERERAS%EERS, BRATERMNZIRS L, max. 2.5 mm?, 64%; BIRNS, ZFREX, HRATHEREEE
60 °C; 2,50 mm?
;T 773-118
tﬁ BRERSEIEES ERTERNZIRSLE, max. 2.5 mm? 84%; BN, ZREER, BATHERERE
60 °C; 2,50 mm?
o RS 773-124
Ll BREASKEES, BATERMSIS L, max. 2.5 mm?; 44%; BN, RINEBEE; R AITEFREER
E 60 °C; 2,50 mm?
= BB 773-162
'1": BLERAS%EES BRATERMNZIRE L, max. 2.5 mm?, 24; BRANR, BEREE, RATERERE
60 °C; 2,50 mm?
& 773-164
t# BLRERS%EERS BRTERMNZIRTLE; max. 2.5 mm?, 44, BRNS, BREREX, RATHEREEE
60 °C; 2,50 mm?
8]H:773-173
BLERSSEES, EATERNSRS L, &K 6 mm? 3%, BT, LBEE; FAIEFRERE 60

www.wago.com/210-834
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www.wago.com/773-118
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www.wago.com/773-162

www.wago.com/773-164

www.wago.com/773-173
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{ﬁ °C; 6,00 mm?

RE:773-514
‘ PUSH WIRE® connector for junction boxes; for solid and stranded conductors; max. 2.5 mm?; 4- www.wago.com/773-514
conductor; Black housing; black cover; Max. surrounding air temperature: 105 °C; 2,50 mm?
B B 5 773-602
' BEERSEEER, EATERSL; max. 4 mm? 24&; REEHNE, ABES; HFATHERREE 60° www.wago.com/773-602
C; 2,50 mm?
_ A 7. 773-604
s BEafSLEES EATERSS, max. 4 mm? 4%, REERHNR, A6EE, FATHEIRERE 60 ° www.wago.com/773-604
C; 2,50 mm?
_ & & 773-606
" ' BEERSLEES BEATERSE, max. 4 mm?, 6%; REBEBANE, SEXFBY  RE; FAIHEKF  www.wago.com/773-606

HIBE 60 °C; 2,50 mm?

T8

Documentation

Additional Information

Technical explanations 2019/4/3 pdf T
2.1 MB

CAD/CAE-Data

CAD data
2D/3D Models 773-332 URL T
CAE data
EPLAN Data Portal 773-332 T&
WSCAD Universe 773-332 T&

Installation Notes
Assembly
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Snap the mounting carrier onto the DIN-rail.

Application

A mounting carrier (see accessories) suits
applications where the connectors must be
marked and secured in position. The DIN-35
rail-mount carrier fits up to two connectors
and can also be mounted on on a flat surface
using two screws.

Using this PUSH WIRE® connector, a large
range of wiring applications can be achieved
in distribution or junction boxes. To mention
just a few: potential multiplication and
changing from or to 6 mm? conductor size.

B 4% 1 # # 886-3-5753170

JUk 4% ) WL F (i) 86-21-34970699

Ji: 4 1) HL - (8 86-755-83298787
Http://www. 100y. com. tw

Use the cover as an end plate. Remove the mounting carrier from the DIN-
rail.
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