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Features:

Multilayer monolithic structure with glass ceramic body and silvar
fusing elemant
Silver termination wilh nickel and pure-tin solder

plating, providing
excellent solderability

i

»  Compatible with both wave and reflow soldering processes

Operating temperature range: -55°C to +125°C (with de-rating)
Clear Time Characteristics (Fast Acting):
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Agency Approval; Recognized Under the Components Program = |
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6,228,230. 6,602,766 and other pending patents £ == RES S S SRR At
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Interrupting Ratings: 0 25A-3A 50A at rated valtages = — ¢oA
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Ordering Information: 1000
B T T Current | Voitagie | Nominsl Coid |
b
Part Nuarber. | ey 14) Rating (vOC)| DCR(N) | ik
|_F1206FA0250V 1257 | oe2s | 1000 | 0
|1 0.375 0.600 | .
! 500V063T | 05 . oson | 5
. orsivosat | 075 | o3di $
. F1208FA1000v063T | 1.0 0.220 s
| F1208FA1502V063T 15 0.120 01
| F1206FA1750V063T 1.75 0.100
| F1206FA2000V083T |20 0,051 0.01
| F1206FA2500v032T | 2.5 003 |
| F1206FA3000v032T | 0.001
1 F1206FA400V032T | \
| F1206FAS000V032T | 8. 0.0001
| F1206FAGDOOVO24T | 6.
| F1206FA7000V0R24T | 0.00001
F1206FA000V024T | 0.00001 0.001 0.1 10
1. Nominal helaht 01 0.023" 1z avallable : Time (s)

2 Medsurad M°10% aied current and 26°0 amblent.
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