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Available Range : For 5x20mm fuse holder . JWE 4% 77 WL () 86-21-34970699
JHE 4% 17 HL - (5 91) 86-755-83298787
2. ﬁﬂk&}{"j’*"—f‘-m 2 _‘?,ﬁ[ mm Http://www. 100y. com. tw
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s> # Tolerance : 0.2
a Mounting Hole

3. ## Material :
FHEHRX_F8H T —8& PBT : Polybutylene terephthalate.
4R 4 445 4% 245 Nickel or tin plated copper alloy.

4. M4 Electrical Characteristics :
4.1 ZaxE T - 10A 250V -
Rated Current : 10A 250V.
4.2 ®% i ¢ s 100MQ(at 500V DC) -
Insulation Resistance : 100M Min (at 500V DC).
4.3 FE:AMAIT - SmQ (IADC) -
Contact Resistance : 5SmQ (at 1A DC).
4.4 NE®RAE * &R EEI000V(60F) -
Dielectric Strength For 60 Seconds : AC 1000V Min.
4.5 @448 - UL 94 VOB M4 -
Insulating Body : Flame retarding UL 94 V(0 thermoplastic material.

5. Bk A X A MM Storage Methods And Expiration Date :
0. 1 FEAFARMF ¢ BB FRAE2SCHSTC, -100) ~ & E40%RH(+20%RH, -20%RH) ©
Storage conditions : The recommended storage temperature 25°C(+5C, -10TC) -
relative humidity 40%RH(+20%RH, -20%RH).
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