Stnd Design | Rated | Initial | Fila-
Design i Design
Volts Lumens

Burning
Position

54000
54000
54000

500
650 T-8

EGN-0500T8 32 N ): 12|G22 20 | 3200 50 | 13000 64 71-1"71 BOTH 2
FKH ) 16900 [C-13 | 64 | 140 (BDTH 20
FKH 62  |FKH|CP39 G22 240 | 3200 | 100(16900|C-13 | 64 | 140 |BDTH |20
750| T-7 | EGR-Q750T7/4CL | 1,62 |EGR|— G22 120 | 3200 | 200]21000(C-13D] 64 | 127 |BDTH 20
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Footnotes/
Safety
Notices

Design | Rated | Initial Fila-
Base Design| Color | Life | Design
Type Volts |Temp (K}| (hrs) | Lumens

MOL | Burning Bulb | Fig.

Position Finish

1000 T TCT (HO()O‘HM([ y. 0|28500 § 27 |BDTH y

T-8 | FKJ 62  FKJ |CP40 |39655| 12|G22 230 | 3200 | 200{26000|C-13 | 64 | 140 |BDTH 20
FKJ 62  |FKJ |CP40 |20286| 12|G22 240 | 3200 | 200|26000(C-13 | 64 | 140 |BDTH 20 |
1200| T-8 | 0C1200 62 91580| 12|G22 80 | 3300 | 300 (37500 |C-13D| 64 | 140 [BDTH 20 |
G-11| CPa3 62 CP93 [30384] 12|G22 240 | 3200 | 200|33000(C-13D| 64 | 140 |BDTH 210}
2000 G-13 CP92 62 CP92 [30391| 12/G22 120 | 3200 | 40055000 |C-13D| 90 | 175 |BDTH 2 |
CP92 62 CP92 (30394 12|G22 230 | 3200 | 400|52000|C-13D| 90 | 175 |BDTH 20

CP92 62 CP92 |30397| 12|G22 240 | 3200 | 400|52000|C-13D| 90 | 175 |BDTH 22

2500 | G-13| CP91 62 CP91 (30415 12622 230 | 3200 | 400{67500(C-13D| 90 | 175 [BDTH 22

cP91 62 CP91 |30423 12|G22 240 | 3200 | 400|67500|C-13D| 90 | 175 |BDTH 2

Table oguI Bi- post

F\'\’Ll(]\)ﬂl/ 120 | 3200 | 20028500 (C-13D|127 | 203 |BDTH

4CL/BP

42697

1500 T-10| CXZ-Q1500T10/4CL 37564| 6|G38 120 | 3200 | 127 | 216 BDTH
2000 T-10[ CYX-02000T10/4C! 36636] 6|G3t 120 | 3200 59000{C-13 [127 | 216 [BDTH
3-101 FKK 31844| 12|G3¢ 30 | 3200 | 40054000 |C-1: 127 16 |BDTH . |

Lamp stocking color code: EUROPE ONLY, EUROP MORTH AMERICA NORTH AMERICA ONLY 35
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