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ELECTRO-OPTICAL CHARACTERISTIC TA=25℃

ABSOLUTE MAXIMUM RATINGS TA=25℃

*t<10us
** 2.0mm FROM BODY.

POLARITY

CATHODE ANODE

MOISTURE SENSITIVE DEVICE
ER EDEC EVE   ST ND RDS

RECOMMENDED SOLDER PAD LAYOUT

NOTE:
1. RoHS COMPLIANT.
2. COMPLIANCE WITH EU REACH.
3. COMPLIANCE Halogen FREE.
    (Br<900 ppm, Cl<900ppm, Br+Cl<1500ppm)

PARAMETER MAX UNITS

PEAK FORWARD CURRENT*

FORWARD CURRENT

POWER DISIPATION

ELECTROSTATIC DISCHARGE V

STORAGE TEMPERATURE  TO ℃

OPERATING  TEMPERATURE  TO ℃

OLDERING TEMPERATURE  SEC  M  ℃

PARAMETER MIN TYP MAX UNITS TEST COND

PEAK WAVELENGTH I

FORWARD VOLTAGE V I

REVERSE VOLTAGE V I

LUMINOUS INTENSITY I

VIEWING ANGLE  

EMITTED COLOR  REEN

EPOXY LENS FINISH  TER C E R
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 PRE-HEATING 
150~200 C

60~120 SEC. MAX.

  
ABOVE 217 C

60~150 SEC. MAX.

10S MAX.

6 C/S MAX.

260 C MAX.

3 C/S MAX.

TE
M

PE
RA

TU
RE

TIME

ABOVE 255 C
30S MAX.

 1.50 ±0.1 

 1
2.

0 
±0

.3
 

 2 ±0.1  4 ±0.1 

 4.0 ±0.1 
 5

.5
 ±

0.
1 

 1
.7

5 
±0

.1
0 

A

A

BB

PUSH PIN
THROUGH
HOLE

 3.15 ±0.1 

 0.36 ±0.1 

SECTION 

SECTION B-B

CARRIER TAPE DIMENSIONPROFILE

CATHODE

ANODE

NOTE:
 1,000 PCS PER REEL.
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