LNCONTROLLED DOCLMENT W 4% A M $ 886-3-5753170 PART NUMBER REV.
JU: 45 17 VLT (1) 86-21-34970699
420 [0165] Jik 4 1) ML () 86-755-83298787 S S |_— |_><A228SYC —TR ,I 1 E
Http://www. 100y. com. tw
: REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A ADDED LEAD WIDTHS, UPDATED 0O.A.L. 11.7.95
L [eor0:0201 B [ ECN. #10550. &#10BRDR 10.21.99
2.00 [0.0797 [ T] + :lj_ & C | ECN. #10895 1.1.01
0,40 [0He) Jm ] D | E.CN. #11148. 7.8.04
' ' E | E.C.N. #11148 11.15.06
?1.90 [20.075] g 110 [0.0431
[
—l 250 [0.098] — ELECTRO—OPTICAL CHARACTERISTICS TA=25C If=20mA
PARAMETER MIN P MAX UNITS  TEST COND
ANODE o—{M—o CATHODE
R PROALE FORMARD YOLTE 2w 15
R0.85 [R0.0331] 8 SEL. MAX :
,\%E)[() _______ REVERSE VOLTAGE 50 Vr Ir=100uA
% AXIAL INTENSITY Joo med [$=20mA
£ 15 g, VIEWING ANGLE 25 2 theta
5 8040.20 150 EMITTED COLOR:  YELLOW
1 [0.110£0,0081 E 125 /s EPOXY LENS FINISH: WATER CLEAR
100
1.40 [0.055] S s 5
L ~\ s
I 235
013 [00051_}_ C
MAX, 0 90 180 LIMTS OF SAFE OPERATION AT 25°C
TIME (SECONDS) PARAMETER MAX LINITS
PEAK FORWARD CURRENT* 160 A
4.00 [0457] STEADY CURRENT 3 A
POWER DISSIPATKON 100 mw
@155 [80.061] —\ r 1.75 [0.069] DERATE FROM 25°C -12 mW/"C
\ RECOMMENDED SOLDER PAD LAYOUT OPERATING TEMP. -10T0 +B5 C
o @ STORAGE TEMP. —-40T0 +B5 C
550 [0.216] 310 [0.122] Em *<IQS
12.00 [0.472] ﬁ?'gn [@] [@j] r 0.70 [0.02831 NOTES: g
vt o) (e [] L] 1. 1,000 PIEGES PER REEL.
| |__ 2. THE CATHODE IS ORIENTED
T0P TAPE / — 4.90 [0193] TOWARDS THE TAPE SPROCKET HOLE.
TP TEED DIREETERN UNCONTROLLED DOCUMENT
*UNLESS OTHERWISE SPEGIFIED TOLERANGES PER DECMAL PREGISION ARE: X=1 (0.039), XX=10.5 (£0920), XXX=10.25 (0010), XX0X=£0.127 (0.005). LEAD SZE=2Q.5 (U402), LEAD LENGTH=£075 (+0.030), UN= HOTMNA- PRECEIDN - +008 enEcisioN
REV. PART NUMBER CONFIENTIAL INFORNATION F Foa & 290 E. HELEN ROAD
THE INFORMATKON CONTANED IN THIS DOGUNENT IS THE PROPERTY OF _
LUNEX INC.  EXCEFT AS SPECIFALLY AUTHGRIZED IN WRTNG BY LUNEX | A ey . Eﬁ'@A,IIENE’ 1"‘54? %%%72765078
F SSL—=LXAZ2285YC—TR11 ING, THE HOLDER OF THIS DOCUMENT SHALL KEEP ALL INFORWATION | ks ate e s s . 11.847.559.
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHALE OR UsS WEB: www.lumex.com

IN PART FRAOM DBCLAOSURE AND DISSENINATIDN TO AL THRD PARTIES.

TW WEB: www.lumex.com.tw

AXIAL LED, GULL WINGS LEADS, AR Veam oF Emﬁ%%uummm INICATEATE DRAWN BY: CHECKED BY: JAPPROVED BY:|DATE: 11.15.06
SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILURE. PAGE: 1 OF 1
S90nm SUPER YELLOW, WATER CLEAR LENS, TAPE AND REEL. PLEASE PAY KTTENTION T0 YOUR SCLDERING PROCESS. i SCALE:  N/A



user
新建印章


