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| RoHS #E8&3#i RoHS compliant

W} K FEATURES

@ ROHSHES XIS

@ 10 Q ~ 5 MQDOIEL VKL E

@ EEEEEZERT 1 /XA

® ROHS compliant

@ Wide resistance range from 10 Q to 5 MQ
@ Precious metal alloy wiper

WEIHRT PART NUMBER DESIGNATION

21)—X%  Series name

AEREIER

INTERNAL STRUCTURE

Rubber cushion

2 7 R IE
Part name Material Flammability

O0—% PBT (RUTFLFLTEL—B) ||y .
@ Rotor Polybutyleneterephthalate UL-94HB
@ HIN— AT L X

Cover Stainless steel
©) BRI Ag-Pd #— Xk

Electrode Ag-Pd cermet
@ L TR RuO2 #—Xvh

Resistive element RuOz2 cermet .
@ N—XIL Xk €73y

Base element Ceramic
@ im Zoib, &@BHoX

Terminal pin Nickel, Gold-plated
@ EEH IR*¥D

Adhesive Epoxy

o>y 20 b N ~
“0” ring Silicone rubber UL-94HB
@ T1/X (FBETF) ZrxéEsE

Wiper Multi metal alloy AN
O LR 20 B

Silicone rubber

RJ-13P20kQ (203)

BUSLAZIR Product shape

P: EmEsA% Top adjustment
B : /¥xJL3EE Panel mount

iK#1fEE2S  Resistance code

$K#11E Resistance value

PR : DF&ft& EmEsA%E Top adjustment with knob

SR : DExAfFEAIEEAZ  Side adjustment with knob

S : fAlEsA%e Side adjustment

KTENICEELTIE, BIN—BRZCHESE<IEE 0.

Please refer to the LIST OF PART NUMBERS when placing orders.

s EREHEO-OEESNEHENHYET .

Specifications are subject to change without notice.
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WEIX—ER LIST OF PART NUMBERS {FREHIfE Nominal resistance values)

5 I FRAR TERRE 8 I
Aﬁﬁ(ﬁﬂt CEzEh | Form of packaging Sz 210Q| @20Q| 50Q | 100Q | 2000 | 500Q | 1kQ | 2ko | 5k | 10ke
e Shape of terminal RULE Pieces in package 5 N
position (Top view) Plastic bag 20kQ |25k 50k | 100kQ | 200k |$250kQ| 500k | 1MQ | 2MQ | @5MQ)
R N i
Top adiustment|  °C0)e RJ-13P 50 pes./pack Fig. 1
@ ¥ ZIEXCERLTE (AFREHE) (Fig. DICDWTERTRTOMAEE ~
10% oo RJ-138 EREL ST, y
P - W TETICHELTI, FRRIRE SRS, X
@@ RJ-13PR * The above part numbers are all available with the respective combination of T
25 pos./pack <quina| resistance values> (Fig. 1). . ;j
I R3S - % Verify the above part numbers when placing orders. 3
Side adjustment| vl do DENDOAHIAIEIS RIFEEEANET, X
(1 EA%EmE) ? The products indicated by & mark are manufactured upon receipt of |
(1 Adjustment RJ-13SR order basis. 4
direction)
S =l
WESKHFE R4S IE
ELECTRICAL CHARACTERISTICS MECHANICAL CHARACTERISTICS
AT 11 i B REARE %2 A 270° (1 turn
Nominal resistance range 1002 ~5MQ l\élegpimc,a;l angle ( )
L
IEHERTERE +10% Opepatigitorque 3 ~ 35 mN-m {30.6~357 gf-cm}
Resistance tolerance B =
Ol#x L 58 100 mN-m {1.02 kgf-cm}
EIRESH o A Stop strength
! 0.75 W (70 °C) 0 W (120 °C)
rower rallngs l#xzs 100-2000 [ AR S S (05Q+3%
AR ~ = + (0. )
Rt EARIE (B) FERL Rl 5006 —5 MO ARIR = + (05 60 2 U]
Resistance law Linear law B RE 20N 2,04 kgf} minimum
mAANEBE DC300 VXIZEIRE A DN /NSWNE Terminal to strength (5158 V)58 & Tensile strength)
Maximum input voltage | DC300 V or power rating, whichever is smaller fﬁﬁiﬁ?ﬁ;?ﬁé 10 N {1.02 kgf} minimum
AT AINET 100 MAXIFERE L DN D /NSNS YR
Maximum wiper current | 100 mA or power rating, whichever is smaller SoldeFal;iIity 245+3°C,2~3s
BB EER A 230 ° (1 turn) { }: &% Reference only
Effective electrical angle m= i”ﬁ'ﬁ
REIRIE 1 %32 QDN H AEVH LT RSB
End resistance 1% or 2 Q, whichever is greater ENVIRONMENTAL CHARACTERISTICS
EARMZE 1 %XIE3 QDI A KENFLUT = =
; ; SHERIRE SHBRSRAF T &
CRV. 1% or 3 Q, whichever is greater Test item Test conditions Specifications
13 R BE i _55~120°C B iES —65~125°C [ARR =1%]
Operating temp. range Thermal shock (0.5 ), 5 cycles [SS. =1%]
IR RS 10 Q, 20 ©, 5 MQ : £ 250 10%/°C maximum MR 1% 10~ 65 °C (1HiBAE80 ~ 98 %), [ AR/R =< 1 %]
Temp. coefficient 50 Q ~ 2 MQ : + 100 10%/°C maximum ATy 10 cycles, 240 h
%’éﬁ}.&# @E}fi%l{t 981 m/s?, 6 ms
HEAFAEH . oc 6 directions for 3 times each 0
Insulation resistance 1000 4. minimum (RE00°) 308 (Amplitude) 1.52 mm or [ARR = 10 Vo]
[REEAES <= (AMpILuCe) 1. , [S.S. =1 %]
HEARIME Nibraton AR (Acceleration) 196 m/s?
Dielectric strength AC900V, 60 s 10 ~ 2000 Hz, 3 directions, 12 times each
B, o [ARR =2 %]
Aoprox. 1909 EE‘H%E% Load fife. §q°G/8:75 W, 10qah [S.S. = 1%
- pprox. 4.50 g (RJ- 1B ENE _Ero [ARR =1 %]
et wetght Approx. 2.15 g (RJ-13PR) Low o ogeato 55°C, 2 55, <2 %]
Approx. 2.50 g (RJ-139) SRS 120°C. 250 h [ARR = 2 %]
Approx. 2.78 g (RJ-13SR) High temp. exposure ' [S.S. =2 %]
7K A 85 °C. 60 HIEL (ST amL)
Immersion seal ’ No leaks (No continuous bubbles)
78— Flow soldering :
I3 A TSR | 2604 3°C, 5~ 65, two times maximum o
Soldering heat T L BRA LR [ARR = 1%]
Manual soldering : 380 +£10°C,3 ~4s

SASB/R F SEHEZE Change in total resistance

A-289 CREREE  Setting stability

Specifications are subject to change without notice.
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HEEAXAIER MAXIMUM INPUT RATINGS
RI¥MEHE KHiEEL S BAATIERE BRAXTAINER
Nominal resistance valus (Q) Resistance code Maximum input voltage (V) Maximum wiper current (mA)
) 10 100 1.00 100
) 20 200 2.00 100
50 500 5.00 100
100 101 8.66 86.6
200 201 12.2 61.0
500 501 19.4 38.8
1k 102 27.4 27.4
2k 202 38.7 19.3
5k 502 61.2 12.2
10k 103 86.6 8.66
20 k 203 122 6.10
) 25k 253 137 5.48
50 k 503 194 3.88
100 k 104 274 2.74 DD AT B
200 k 204 300 1.50 SEEEEL)ET,
©) gggt ggj 288 8-%8 The products indi-
. mark ar
M 105 300 0.30 (:;flﬂtg‘{:t%edaupo?l °
2M 205 300 0.15 .
o 5M 505 300 006 receipt of order
basis.

W5 AZ~AE  OUTLINE DIMENSIONS

Unless otherwise specified, tolerance: + 0.3 (Unit: mm)

® RJ-13P
EEE2 HAfEES
JZEIJ:"'T'E Res"\.s;nc,:code 3-¢0.7£0.05 ® , @
Top adjustment 270" Nom. 2 _ AEY
CW rotation
> @
= N
S 3 >0k
< o
Nan® !
WEFALS
0.7 Wt XP;orSJcﬁon date code 6.3 7.5+2 25 25
® RJ-13B
\ =St M5 (P =0.8 L =6min.) RS RUNEFRAES
} \7‘} D%R Nut M5, t=3.2 Resistance code &LProducliun date code
Panel mount ¢14 max. Washer t=1 3-4 0.7:0.05
\ F 5
T it N FNA b
| o / Y/ \ Red paint
RYRSS it e B | ﬁ) o \
= o~ | 0.6
T Jl- 24 7 MBFAER
Shaft details
Z by s E
a0 1 7 ‘ 75105 |, 752 | 25| | |25
. RJ - 13 P R Mechanical stops
DEHIE _LEREE
H BHERS
Top adJUStment Reslils:lnc,e;code FHA-Ly b 3-¢ 0.7£0.05
with knob 270° Nom. Straight knurl 5
3% NV
o b+ - -
= o)
o~
NanP 1
HEFALS
Production date code 7+0.5 6.3 1742 25 25

07Wx38Lx11D

A-290
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RJ-13
CERMET TRIMMERS

WA AR OUTLINE DIMENSIONS

® RJ-13S
{RIEDERIEE
Side adjustment

07Wx5Lx1D
270° Nom.

BHELS
Resistance code

® RJ-13SR
DI EAIERAEE
Side adjustment with knob

07Wx38Lx11D EMEES

Straight knurl

BEELEE

GRURD ML

@ RUKTHEEF, RI-13PIF50ME/LEE. Zh U D EIK T
25fE/SR & VET,

@ RJ-13PDRVLDFEEEDIE. 100E* R BFEICBEELET,
F/-. ZTh S ORI K IG50E % 2 AFEICBEBRLET,

s EREHEO-OEESNEHENHYET .

FEO-Ly b

A-291

Unless otherwise specified, tolerance: + 0.3 (Unit: mm)

@® ©)
AHE )
o CW rotation
@
AEE
Adjustment \ }@
L
o)
YR
N
3-¢0.740.05
¢4.9+0.2
©
3 F
=
1 0
VI
©
(=]

1.2

3-¢0.7+0.05

BPACKAGING SPECIFICATIONS

<Bulk pack specifications>

@ Unit of bulk pack in a plastic bag is 25 pcs. per pack,
only that RJ-13P is 50 pcs. per pack.

@ Boxing of bulk in a plastic bag is performed with 50 pcs.
per box, only that RJ-13P is 100 pcs. per box.

Specifications are subject to change without notice.
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SINGLE TURN CERMET TRIMMERS

COPAL ELECTRONICS

RJ-13

/",

Part name Material Flammability

" LFE;A\TU:?ES @ Rotor (Ponbutyler?e%grephthalate) UL-94HB
: V\(/ai?je_rreesei’sfgncz”rnagnge from 10 Q to 5 MQ @ | Cover Stainless steel
e Precious metal alloy wiper @ e Ag-Pd cermet

@ Resistive element RuO2 cermet

@ Base element Ceramic

@ Terminal pin Nickel, Gold-plated

@ Adhesive Epoxy

“0” ring Silicone rubber UL-94HB

9 |wiper Multi metal alloy

Rubber cushion Silicone rubber

CFCs,

Halon, Carbon tetrachloride and designated bromic flame

retardant PBBOs and PBBs are not used in our products.

® PART NUMBER DESIGNATION
RJ-13P20kQ (203)

Series name ‘ ‘

Resistance code

Product shape

Resistance value

PR : Top adjustment with knob
SR : Side adjustment with knob

P : Top adjustment
B : Panel mount
S : Side adjustment

O Please refer to the LIST OF PART NUMBERS when placing orders.

m Specifications are subject to change without notice. Specifications in this catalog are for reference. The formal specification sheets will be submitted upon request. [ gy
2004
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m LIST OF PART NUMBERS

<Nominal resistance values>

\ . Form of packagin @10Q| $20Q| 50Q | 100Q | 200Q | 500Q | 1kQ | 2kQ | 5kQ | 10kQ
Adjustment | Shape of terminal s Pieces in package
poghioh (| Vinyl bag 20kQ |@25kQ| 50kQ | 100kQ | 200kQ [9250kQ 500kQ | 1MQ | 2MQ | 95MQ
Top adjustment @@ RJ-13P 50 pcs./pack Fig. 1
2 The products indicated by & mark are manufactured upon receipt of
m ;o@ RJ-13B order basis.
py & ! 0 : The above part numbers are all available with the respective combination
@‘“’ RJ-13PR of <Nominal resistance values> (Fig. 1).
25 pcs./pack O : Verify the above part numbers when placing orders.
Side adjustment RJ-138
(1 Adjustment
direction) @@ RJ-13SR

m ELECTRICAL CHARACTERISTICS m MECHANICAL CHARACTERISTICS

Nominal resistance range 10Q ~5MQ Mechanical angle 270 ° (1 turn)
Operating torque 3 ~ 35 mN-m {30.6~357 gf-cm}

Resistance tolerance +10 % P gtora 9
Stop strength 100 mN-m {1.02 kgf-cm}

Power ratings 0.75 W (70 °C) 0 W (120 °C) 200 cycles

Rotational life 10Q~200Q[AR/R = £(0.5Q +3 %)

]
500Q ~5MQ[AR/R = £ (0.5 Q +2 %)]
20 N {2.04 kgf} minimum

Resistance law Linear law (B)

Terminal to strength (Tensile strength)

Maximum input voltage | DC300 V or power rating, whichever is smaller

Thrust to rotor 10 N {1.02 kgf} minimum

Maximum wiper current | 100 mA or power rating, whichever is smaller Solderability 245+3°C,2~3s

Effective electrical angle 230 ° (1 turn) { }: Reference only

End resistance 1% or 2 Q, whichever is greater

m ENVIRONMENTAL CHARACTERISTICS

CRV. 1% or 3 Q, whichever is greater Test item Test conditions Specifications
- - ) =< t)0
Operating temp. range -55~120°C Thermal shock ) 565h) ézcsycl(e)as [[ASI.:‘S/B§_11°/!]]

=10~ 65 °C (Relative humidity 80 ~ 98 %),

. -6 /0 H s < 40
Temp. coefficient 1%52 o ?’MSQM-%H%gS?oL?%/: ?ng(mwrl:\m rumg 10 cycles, 240 h QAT %]
— Shock 981 m/s?, 6 ms
Insulation resistance 1000 MQ minimum (DC500 V) 6 directions for 3 times each [ARR = 1%]
Amplitude 1.52 mm or [S.S. =1%]
Vibration Acceleration 196 m/s?, v
Dielectric strength AC900V, 60 s 10 ~ 2000 Hz, 3 directions, 12 times each
. ° ARR=2%
Approx. 1.90 g (RI-13P) Load life 70°C, 0.75 W, 1000 h [[s.s. = %]]
Approx. 4.50 g (RJ-13B) \ . ARR=1%
Net weight Approx. 2.15 ¢ (RJ-13§R) Low temp. operation —55°C, 2h [[s.s. =) %]]
Approx. 2.50 g (RJ-139) . . ARR=2%
Approx. 2.78 g (RJ-13SR) High temp. exposure 120°C, 250 [[s.s. =2 %]]
Immersion seal 85°C,60s No leaks (No continuous bubbles)

Soldering heat

Flow soldering :
260 +3°C, 5~ 65, two times maximum

Manual soldering : 380 +10°C, 3 ~4s

[ARR =1 %]

ARJ/R : Change in total resistance
S.S. : Setting stability

m Specifications are subject to change without notice. Specifications in this catalog are for reference. The formal specification sheets will be submitted upon request. ("gcy
2004
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RJ-13

CERMET TRIMMERS

m MAXIMUM INPUT RATINGS

Nominal resistance valus (Q)

Resistance code

Maximum input voltage (V)

Maximum wiper current (mA)

&) 10 100 1.00 100
® 20 200 2.00 100
50 500 5.00 100

100 101 8.66 86.6

200 201 12.2 61.0

500 501 19.4 38.8

1k 102 27.4 27.4

2k 202 38.7 19.3

5k 502 61.2 12.2

10k 103 86.6 8.66

20k 203 122 6.10

® 25k 253 137 5.48
50 k 503 194 3.88

100 k 104 274 2.74

200 k 204 300 1.50

® 250k 254 300 1.20
500 k 504 300 0.60

1M 105 300 0.30

2M 205 300 0.15

® 5M 505 300 0.06

m OUTLINE DIMENSIONS

e RJ-13P
Top adjustment

e RJ-13B
Panel mount

e RJ-13PR
Top adjustment
with knob

0.7Wx5Lx1D

270° Nom.

@14 max.

Mechanical stops

Resistance code

P12.4%;

Straight knurl

Production date code

07Wx38Lx11D

7+0.5 | 6.3

3-¢0.7+0.05

Resistance code
3 -¢0.7+0.05 5 ®
= <7
3 N SRR\
Y o
NanT N
Production date code
6.3 7.5+2 2.5 25
M5 (P=0.8 L=6min.) Resi code & Production date code
Washer t=1 3 -9 0.7+0.05
. } ]
=S i
s %[ =3
1 7 7.5+05 | 742

25

2.5 2.5

The products indi-
cated by & mark are
manufactured upon
receipt of order
basis.

Unless otherwise specified, tolerance: £ 0.3 (Unit: mm)

®

— CW rotation

@

Red paint

;

Shaft details

m Specifications are subject to change without notice. Specifications in this catalog are for reference. The formal specification sheets will be submitted upon request. [ gy
2004
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=1
m OUTLINE DIMENSIONS Unless otherwise specified, tolerance: + 0.3 (Unit: mm)
e RJ-13S o—J] o
Side adjustment @ ®
—CW rotation
o
07Wx5Lx1D Resistance code @

270° Nom. ) Adjustment
| NP

I
\
[
. 25
8.8%

e

2.5 2.5
3-¢0.7+0.05
e RJ-13SR
Side adjustment with knob
94.9+0.2
07Wx38Lx11D Resistance code Straight knurl
w0
[
M~
LN~
N 59
©
(=)

ZAEN

12.541

3-¢0.7+0.05

m PACKAGING SPECIFICATIONS

<Vinyl bag packaging specifications>
e Unit of bulk in vinyl bag packaging is 25 pcs. per pack, only that RJ-13P is 50 pcs. per pack.
e Boxing of bulk in vinyl bags is performed with 50 pcs. per box, only that RJ-13P is 100 pcs. per box.

m Specifications are subject to change without notice. Specifications in this catalog are for reference. The formal specification sheets will be submitted upon request. Oct,
2004
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