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DESCRIPTION

Data Sheet

MPQ2906
MPQ2907

PNP SILICON QUAD TRANSISTOR

JEDEC TO-116 CASE

The CENTRAL SEMICONDUCTOR MPQ2906, MPQ2907 types are comprised of four independent Silicon

Transistors mounted in a 14 PIN DIP, designed for general purpose

applications.

MAX IMUM RATINGS(Tp=25°C unless otherwise noted)

amplifier and switching

- SYMBOL UNIT
Collector Base Voltage Vceo 60 v
Collector Emitter Voltage VcEo Lo v
Emitter Base Voltage VEBO 5.0 v
Collector Current Ic 600 mA
Power Dissipation Pp (EACH TRANSISTOR) 650 mwW
Power Dissipation Pp (TOTAL PACKAGE) 2000 mW
Operating and Storage
Junction Temperature TJ>TsTG -65 TO +150 G
ELECTRICAL CHARACTERISTICS(Tp=25°C unless otherwise noted)
SYMBOL TEST CONDITIONS . MIN MAX UNIT
IcBo Veg=30V 50 nA
lEBO Vgg=3.0V 50 nA
BVeRo lc=10pA 60 V
BVcgp I ¢=10mA , 40 v
BVEBU |E=]011A 5-0 ')
VCE (SAT) Ic=150mA, 1g=15mA 0.4 v
VCE(SAT) I¢=300mA, 1g=30mA 1.6 v
VBE(SAT) - Ic=150mA, 1g=15mA 1.3 v
VBE(SAT) |c=300mA, IB_=30ITIH 2.6 v
hFg VCE=10V, 1,=10mA (MPQ2906) 35 -
hFE V{:E=]0V, I{;=10mA (MPQZSO?) 75 7
hFE Veg=10V, 1c=150mA (MPQ2906) Lo =
heg Veg=10V, I¢=150mA (MPQ2907) 100 -
heg Veg=10V, 1¢=300mA (MPQ2906) 30 -
hep VCE=10V, 1¢=300mA (MPQ2907) 50 -
fr Veg=20V, 1¢=50mA, f=100MHz 200 MHz
Cob Vcg=10V, 1g=0, f=100kHz 8.0 pF
Cib Vgg=2.0V, I¢=0, f=100kHz 30 pF
ton Vee=30V, 1c=150mA, l1g1=15mA 30TYP ns
toff Vge=6.0V, Ic=150mA, Igi=Ig2=15mA 150TYP ns
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Package Details - TO-116

Mechanical Drawing
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DIMENSIONS

INCHES MILLIMETERS

SYMBOL| MIN | MAX | MIN | MAX
A 03100390 7.9 99

B 0.008 | 0.014 | 0.2 0.4
c 0.310 7.9

D 0.240 | 0.260 | 6.1 6.6
E 0.740 | 0.760 | 18.8 | 19.3
F - 0.300 - 7.6
G 0014 ) 0.022 | 0.4 0.6
H 0.050 1.3

J 0.100 2.5

K 0.125] 0.150 | 3.2 3.8
L 0.015 - 0.4

TO-116 (REV: R3)
Packing options:

Bulk - Packing Code: C

C = Antistatic coated plastic sleeves (surface resistivity of >10° and <10"
ohms per square).

Bulk Packing Quantity: 25
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