Microsemi. APT40GT60BR

POWER PRODUCTS GROUP 600V, 80A, Vegony = 2.1V Typical

Thunderbolt IGBT®

The Thunderbolt IGBT® is a new generation of high voltage power IGBTs. Using
Non-Punch-Through Technology, the Thunderbolt IGBT® offers superior rugged-
ness and ultrafast switching speed.

Features

* Low Forward Voltage Drop * RBSOA and SCSOA Rated

e Low Tail Current e High Frequency Switching to 150KHz
e RoHS Compliant & e Ultra Low Leakage Current
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Maximum Ratings All Ratings: T_ =25°C unless otherwise specified.
Symbol | Parameter Ratings Unit
Vies Collector-Emitter Voltage 600
Volts
Ve Gate-Emitter Voltage +20
loq Continuous Collector Current @ T, = 25°C 80
s Continuous Collector Current @ T = 105°C 40 Amps
lom Pulsed Collector Current® 160
SSOA | Switching Safe Operating Area @ T,= 150°C 160A @ 600V
Py Total Power Dissipation 345 Watts
T, Tgre | Operating and Storage Junction Temperature Range -55 to 150 °C
Static Electrical Characteristics
Symbol | Characteristic / Test Conditions Min Typ Max | Unit
V(BR)CES Collector-Emitter Breakdown Voltage (V. = 0V, | = 5mA) 600 - -
VGE(TH) Gate Threshold Voltage (Vg = Vg, | = 500pA, Tj =25°C) 3 4 5 SN
Collector Emitter On Voltage (V. = 15V, I = 40A, T, = 25°C) 1.6 2.15 25
Veeon Collector Emitter On Voltage (V. = 15V, I, = 40A, T, = 125°C) . - 2.8
| Collector Cut-off Current (V.= 600V, V. = 0V, TJ. =25°C)®@ - - 80 A
| Collector Cut-off Current (V. = 600V, Vg, = OV, T = 125°C)@ : - | 2000 | "
les Gate-Emitter Leakage Current (V. = +20V) - - 100 nA

fﬁ‘fm CAUTION: These Devices are Sensitive to Electrostatic Discharge. Proper Handling Procedures Should Be Followed.
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Dynamic Characteristic APT40GT60BR

ymbo aracteristic est Conditions in yp ax nit
Symbol | Ch isti Test Conditi Mi T M Uni
Cis Input Capacitance - 2190 -
V.. =0V,V__=25V
C,es | Output Capacitance GE CE - 220 - pF
f=1MHz
Coe Reverse Transfer Capacitance - 130 -
Vier Gate-to-Emitter Plateau Voltage Gate Charge - 8.0 - Vv
Q, Total Gate Charge® Vg = 15V - 200 -
Q,. | Gate-Emitter Charge V= 300V s 12 - nC
Q,. | Gate-Collector Charge g = 40A - 86 _
T,=150°C,R.=5Q,V_._=15V, L
SSOA | switching Safe Operating Area J G GE 160 A
= 100pH, V.= 600V
tyony | Turn-On Delay Time - 12 -
t Current Rise Time Inductive Switching (25°C) - 36 Z
- ns
tiom | Turn-Off Delay Time Ve =400V - 124 -
, Vg = 15V
t; Current Fall Time - 55 -
|, = 40A
E,y | Turn-On Switching Energy® R, = 50 - - -
Eonz Turn-On Switching Energy© T,= +25°C - 945 - [N]
Eyi | Tum-Off Switching Energy® - 828 -
tiony | Turn-On Delay Time - 12 -
fr- ' | Current Rise Time Inductive Switching (125°C) - 33 ) .
td(oﬁ) Turn-Off Delay Time Vg = 400V - 165 -
t, Current Fall Time Ve =18V - 58 L
Eont Turn-On Switching Energy@ lc = 40A - - -
E Turn-On Switching Energy® Rs =50 1342 J
on2 urn-On Switching Energy T = +125°C - - v
Eyr | Turn-Off Switching Energy® - 1150 -
Thermal and Mechanical Characteristics
Symbol | Characteristic / Test Conditions Min Typ Max | Unit
Resc Junction to Case (IGBT) - - 0.36
°C/W
Rosc Junction to Case (DIODE) - - N/A
W Package Weight 3 6.1 - g
- - 10 in-Ibf
Torque | Terminals and Mounting Screws
- - 1.1 N-m
Isolation RMS Voltage (50-60Hz Sinusoidal Waveform from Terminals to Mounting Base for 1 Min.) 2500 - - Volts

(@ Repetitive Rating: Pulse width limited by maximum junction temperature.
@ For Combi devices, | es includes both IGBT and FRED leakages.

® See MIL-STD-750 Method 3471.

@ E, .1 is the clamped inductive turn-on energy of the IGBT only, without the effect of a commutating diode reverse recovery current adding to
z a the IGBT turn-on loss. Tested in inductive switching test circuit shown in figure 21, but with a Silicon Carbide diode.

® E, ., is the clamped inductive turn-on energy that includes a commutating diode reverse recovery current in the IGBT turn-on switching
loss. (See Figures 21, 22.)

® E_; is the clamped inductive turn-off energy measured in accordance with JEDEC standard JESD24-1. (See Figures 21, 23.)
@) Rg is external gate resistance not including gate driver impedance.
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Typical Performance Curves
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Typical Performance Curves
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FIGURE 9, Turn-On Delay Time vs Collector Current
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FIGURE 10, Turn-Off Delay Time vs Collector Current
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Typical Performance Curves
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FIGURE 17, Capacitance vs Collector-To-Emitter Voltage
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Figure 19a, Maximum Effective Transient Thermal Impedance, Junction-To-Case vs Pulse Duration
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the case to junction.

FIGURE 19b, TRANSIENT THERMAL IMPEDANCE MODEL

B 4% 5 M # 886-3-5753170

Jik 4% 77 B (%) 86-21-34970699

P45 7 WL (R Y1) 86-755-83298787
Http://www. 100y. com. tw

%

80
~ 70 \
T
=
> 60
(@]
&
50 "
=) —
(La Fmax—mln(fmax,fmaxz)
& 40 ¢ _ 0.05
max1~
© \ taom b+ taor T
£ 30 N
&( \ £ _ Pdiss 3 Pcond
T,= 125°C 2=
i 20 e \ . max Eonat Eorr
o D=50% N, 7%C T-T
%10 v, = 400v p. =—J C
< RCE—1 diss R
= =100 0JC
W ‘
25 35 45 55 65 75

I COLLECTOR CURRENT (A)

Figure 20, Operating Frequency vs Collector Current
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Figure 22, Turn-on Switching Waveforms and Definitions

Iﬁ’I T : | ] ||
‘(90%0 T —1o5ec [(@ -toems 0204 & 5
R . LI @h A B 4% 51 # H 886-3-5753170
V\',~ JPk 5 ) LT (1) 86-21-34970699
t wmwﬁia‘e.v°'tage J 5 77 HL T (R HI) 86-755-83298787

Http://www. 100y. com. tw

Collector Current CollectorVoltage

Switching Energy

8 ooV

1.150mws

14:31:20

Figure 23, Turn-off Switching Waveforms and Definitions
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