LENESAS
HZ Series

Silicon Planar Zener Diode for Stabilized Power Supply

REJ03G0180-0600
Rev.6.00
Oct 29, 2007

Features

o Low leakage, low zener impedance and maximum power dissipation of 500 mW are ideally suited for stabilized
power supply, etc.

e Wide spectrum from 1.6 V through 38 V of zener voltage provide flexible application.

Ordering Information

Part No. Cathode band Package Name Package Code

HZ Series Navy blue DO-35 GRZZ0002ZB-A

Pin Arrangement

Part No.
Cathode band
1. Cathode
2. Anode
B 4% B # # 886-3-5753170
W 7 HL (1) 86-21-34970699
4% ) B () 86-755-83298787
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HZ Series

Absolute Maximum Ratings

(Ta=25°C)
Item Symbol Value Unit
Power dissipation Pd 500 mw
Junction temperature Tj 175 °C
Storage temperature Tstg -55to +175 °C
Electrical Characteristics
(Ta=25°C)
Zener Voltage Reverse Current Dynamic Resistance
Test Test Test
Vz (V)*1 Condition Ir (LA) Condition rq (Q) Condition
Type Grade Min Max Iz (mA) Max Vr (V) Max Iz (MA)
HZ2 Al 1.6 1.8 5 25 0.5 100 5
A2 1.7 1.9
A3 1.8 2.0
B1 1.9 2.1 5 5 0.5 100 5
B2 2.0 2.2
B3 2.1 2.3
C1 2.2 2.4
c2 2.3 25
C3 2.4 2.6
HZ3 Al 25 2.7 5 5 0.5 100 5
A2 2.6 2.8
A3 2.7 2.9
B1 2.8 3.0
B2 2.9 3.1
B3 3.0 3.2
C1 3.1 3.3
c2 3.2 3.4
C3 3.3 35
Hz4 Al 3.4 3.6 5 5 1.0 100 5
A2 35 3.7
A3 3.6 3.8
B1 3.7 3.9
B2 3.8 4.0
B3 3.9 4.1
C1 4.0 4.2
Cc2 4.1 4.3
C3 4.2 4.4
HZ5 Al 4.3 4.5 5 5 15 100 5
A2 4.4 4.6
A3 4.5 4.7
B1 4.6 4.8
B2 4.7 4.9
B3 4.8 5.0
Note: 1. Tested with DC.
REJ03G0180-0600 Rev.6.00 Oct 29, 2007 RENESAS

Page 2 of 6




HZ Series

(Ta=25°C)
Zener Voltage Reverse Current Dynamic Resistance
Test Test Test
Vz (V)*1 Condition Ir (LA) Condition rq (Q) Condition
Type Grade Min Max Iz (MA) Max Vr (V) Max Iz (MA)
HZ5 C1 4.9 5.1 5 5 15 100 5
Cc2 5.0 5.2
C3 5.1 5.3
HZ6 Al 5.2 5.5 5 5 2.0 40 5
A2 5.3 5.6
A3 5.4 5.7
B1 5.5 5.8
B2 5.6 5.9
B3 5.7 6.0
C1 5.8 6.1
Cc2 6.0 6.3
C3 6.1 6.4
HZ7 Al 6.3 6.6 5 1 3.5 15 5
A2 6.4 6.7
A3 6.6 6.9
B1 6.7 7.0
B2 6.9 7.2
B3 7.0 7.3
C1 7.2 7.6
c2 7.3 7.7
C3 7.5 7.9
HZ9 Al 7.7 8.1 5 1 5.0 20 5
A2 7.9 8.3
A3 8.1 8.5
B1 8.3 8.7
B2 8.5 8.9
B3 8.7 9.1
C1 8.9 9.3
c2 9.1 9.5
C3 9.3 9.7
Hz11 Al 9.5 9.9 5 1 7.5 25 5
A2 9.7 10.1
A3 9.9 10.3
B1 10.2 10.6
B2 10.4 10.8
B3 10.7 111
C1 10.9 11.3
Cc2 11.1 11.6
C3 11.4 11.9
Note: 1. Tested with DC.
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HZ Series

(Ta=25°C)
Zener Voltage Reverse Current Dynamic Resistance
Test Test Test
Vz (V)*1 Condition Ir (LA) Condition rq (Q) Condition
Type Grade Min Max Iz (MA) Max Vr (V) Max Iz (MA)
HZ12 Al 11.6 12.1 5 1 9.5 35 5
A2 11.9 12.4
A3 12.2 12.7
B1 12.4 12.9
B2 12.6 13.1
B3 12.9 134
C1 13.2 13.7
c2 13.5 14.0
C3 13.8 14.3
Hz15 -1 14.1 14.7 5 1 11.0 40 5
-2 14.5 15.1
-3 14.9 155
HZ16 -1 15.3 15.9 5 1 12.0 45 5
-2 15.7 16.5
-3 16.3 17.1
HZ18 -1 16.9 17.7 5 1 13.0 55 5
-2 17.5 18.3
-3 18.1 19.0
HZ20 -1 18.8 19.7 2 1 15.0 60 2
-2 19.5 20.4
-3 20.2 211
HZz22 -1 20.9 21.9 2 1 17.0 65 2
-2 21.6 22.6
-3 22.3 23.3
HZ24 -1 22.9 24.0 2 1 19.0 70 2
-2 23.6 24.7
-3 24.3 255
HZz27 -1 25.2 26.6 2 1 21.0 80 2
-2 26.2 27.6
-3 27.2 28.6
HZ30 -1 28.2 29.6 2 1 23.0 100 2
-2 29.2 30.6
-3 30.2 31.6
HZz33 -1 31.2 32.6 2 1 25.0 120 2
-2 32.2 33.6
-3 33.2 34.6
HZ36 -1 34.2 35.7 2 1 27.0 140 2
-2 35.3 36.8
-3 36.4 38.0

Notes: 1. Tested with DC.
2. Type No. is as follows; HZ2B1, HZ2B2, HZ36-3.
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HZ Series

Main Characteristic
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Fig.1 Zener current vs. Zener voltage

g2
el
g EL
O -
S0 -
2o
i g
= O
S8 v
8 xg
Eg&
o=
[
o o o o o o
o o o o o
o < o™ N —
(Mmw) pd uonedissiq Jlemod
(Do/AW)  Zh jusioie0) aineladwsa] abeljop lsuaz
o o o o o
o o o o o — N ™ <t o
m ¥ ® & < o | _ _ _ |
_,
\ [®)
e
\ >
\ IS
7 \
3 N\
>
o ® © <t N o N < ©o (e} o
<+ Qo 9 9o Q9 e 9 9o 9o
S S °©° s 973 99

(D0/%) ZA 1uBI0120D aineladwal abe)joA Jauaz

100 150 200

50

5 10 15 20 25 30 35 40

0

Ambient Temperature Ta (°C)

Zener Voltage Vz (V)

Fig.3 Power Dissipation vs. Ambient Temperature

Fig.2 Temperature Coefficient vs. Zener voltage
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HZ Series

Package Dimensions

Package Name| JEITA Package Code | RENESAS Code | Previous Code | MASS[Typ] |
DO-35 | SC-40 | GRZz00027B-A | DO-35/DO-35V |  0.13g |
L E L ‘
¢b
oD

Reference| Dimension in Millimeters

Symbol [ 'Min | Nom | Max
b - 0.5 -
oD - 2.0 -

E - - 4.2
L 26.0 - -

B 4% A # # 886-3-5753170

JHE 5 77 BB (195) 86-21-34970699

45 h (I 86-755-83298787
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