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OUTLINE DIMENSIONS
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RATINGS
@ Absolute Maximum Ratings (If not specified Tc=25°C)
Item Symbol Conditions Ratings Unit
Storage Temperature Tstg -40~150 °C
Operating Junction Temperature Tj 150 °C
Maximum Reverse Voltage VrMm 400 \Y4
Average Rectified Forward Current Io 50Hz sine wave, R-load, Rating for each diode lo/2, Tc=125°C 5 A
Peak Surge Forward Current IrsM  |50Hz sine wave, Non—repetitive 1 cycle peak value, Tj=25°C 50 A
Dielectric Strength Vdis |Terminals to case, AC 1 minute 1.5 kV
Mounting Torque TOR  |(Recommended torque: 0.3N:m) 0.5 N-m
@Electrical Characteristics (If not specified Tc=25°C)
Item Symbol Conditions Ratings Unit
Forward Voltage Vi IF=2.5A, Pulse measurement, Rating of per diode Max 1.3 V
Reverse Current Ir VR=VRM, Pulse measurement, Rating of per diode Max 10 uA
Reverse Recovery Time trr Ir=0.5A, Ir=1A, Rating of per diode Max 50 ns
Thermal Resistance 0 jc  |junction to case Max 3.3 °C/W
0 jf |junction to heatsink  (reference value) Max 4.8
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D5LC40 Forward Voltage

Forward Current Ig [A]
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Pulse measurement per diode
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Forward Power Dissipation Pg [W]
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D5LC40 Forward Power Dissipation
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D5LC40 Derating Curve
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Peak Surge Forward Current lgsm [A]
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D5LC40 Peak Surge Forward Capability
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Junction Capacitance

D5LC40

100

W 4 41 # # 886-3-5753170
JUE 45 77 HL (1 3) 86-21-34970699
JUE 4% J) HL (35 91) 86-755-83298787
Http://www. 100y. com. tw
1] ‘w
NS 3
T —
=%a s
ierg
/
//
/
/
//
o
i

[4d] [D ooueyoede) uonoune

100

10

Reverse Voltage VR [V]
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