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Available Specs:

_ Paté P (Am) Liea

» DHCT-G0050 50 +0 ~ 150 4V
= DHCT-G0100 100 +0 ~ 300 4V
= DHCT-G0200 200 +0 ~ 600 4V
» DHCT-G0300 300 +0 ~ 900 4V
= DHCT-G0400 400 +0 ~ 900 4V
= DHCT-B0050 50 +0 ~ 150 4V
= DHCT-B0100 100 +0 ~ 300 4V
= DHCT-B0200 200 +0 ~ 600 4V
- DHCT-B0300 300 +0 ~ 900 4V
= DHCT-B0400 400 +0 ~ 900 4V
= DHCT-B0500 500 +0 ~ 900 4V
= DHCH-B0600 600 +0 ~ 900 4V
= DHCT-MO0100 100 0 ~+200 4V
= DHCT-M0200 200 0 ~ +400 4V
= DHCT-M0400 400 0 ~ +600 4V
= DHCT-M0600 600 0 ~ 900 4V
= DHCT-M0800 800 0~ +1200 4V
= DHCT-M1000 1000 0 ~ +1500 4V
= DHCT-M1200 1200 0 ~+1800 4V
= DHCT-M1400 1400 0~ %2100 4V
= DHCT-M1600 1600 0 ~ +2400 4V
= DHCT-M1800 1800 0~ 2700 4V
= DHCT-M2000 2000 0 ~ 3000 4V

Dimension / Weight:

® DHCT-G:38(L)x28(W)x18(H)mm/469g approx. -Aperture Size:20mm(L)x10mm(W)

® DHCT-B:40(L)x30(W)x20(H)mm/49g approx.-Aperture Size:20.4mm(L)x10mm (W)

® DHCT-M:170(L)x102(W)x20(H)mm/500g approx. -Aperture Size:85mm(L)x27mm(W)
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Specifications:

DHCT-Gx

DHCT-BXx

DHCT-Mx

Offset (Residual)
Voltage

+0.03V(max.)

+0.03V(max.)

+0.05V(max.)

Linearity +1%(max.of Vh) +1%(max.of Vh) +1%(max.of Vh)
Power Supply +15VDC +15VDC +15VDC
Consumption Current 18mA (max.) 18mA (max.) 20mA (max.)

Response Time

10 ¢ sec.(max.)

10 ¢ sec.(max.)

25 p sec.(max.)

Thermal Drift of
Output

TYP+0.08%/°C,
Max.+0.1%/°C

TYP+0.08%/°C,
Max.+0.1%/°C

TYP.£0.08%/°C,
Max.+0.1%/°C

Thermal Drift of Zero

+2mV/°C [ £1.2mV/°C /

+2mV/°C [/ £1.2mV/°C

+1mV/°C
Current Offset +1mV/°C [ £1mV/°C m
Hysteresis Error +0.035V(max.) +0.035V(max.) +0.035V(max.)
over 500m (2 over 500m () over 500mQ)
. _ (500V DC) (500V DC) (500V DC)
Insulation Resistance
between aperture and | between aperture and| between aperture
terminals terminals and terminals

Applied Voltage Test

2000V, 50/60Hz
between aperture and

2000V, 50/60Hz
between aperture and

2000V, 50/60Hz
between aperture

terminals terminals and terminals
Operation Temp. -10°C~+80°C -10°C~+80°C -10°C~+50°C;
Storage Temp. -15°C~+85°C -15°C~+85°C -15°C~+60°C
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