SL-20-ESD

Adjustable Temperature Controlled Soldering Station
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SPECIFICATIONS

Rots | [Alkd (€ (4165 @ CB
Voltage 110/120V AC or 220/240 V AC
Power consumption 48W

_ 150°C~420°C
Temp.setting range
300°F~790°F
Heater Operating Voltage 24V AC
_ Handpiece 203mm
Size
Station L170:W116:H96 (mm)
Weight 1900g

Station-Handpiece cordlenght 115 cm

AC Power cord 2pin or 3pin plug 180cm

Packing Measure 8 pcs CUFT 1.77'
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DESCRIPTION
ADJUSTABLE TEMPERATURE CONTROLLED SOLDERING STATION

There are 12 LED displays on the panel of the SL-20 temperature-control soldering iron station thus
making the temperature adjustment ranging from 150C to 420C, such an adjustment range is very
suitable for the engineers to perform maintenance work, factory soldering and welding work and is

also good for doing household works.
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EUROPE STANDARD AMERICA STANDARD
SL-20-ESD Accessories
Soldering Iron SL-20-NI (T-622) SL-20-1 (T-822)
Heating SL-20-NIH SL-20-1H
Iron Tip T-627/T-626/T-625/T-624 T-827/T-826/T-825/T-824
T-623/T-622/T-621 T-823/T-822/T-821

B 4 A # 3 886-3-5753170

JVE 4% ) WL F- (i) 86-21-34970699

JVE 4% ) WL T (3 91) 86-755-83298787
Http://www. 100y. com. tw



User
勝特力新章


