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THESE DRAWINGS AND SPECIFICATIONS ARE
THE PROPERTY OF TAIWAY ELECTRONICS
COMPONENTS LTD. AND SHALL NOT BE
1.MOVABLE CONTACT: Silver alloy COMPONENTS LTD. USED APPD.
> TERMINALS. Copper allo UNLESS OTHERWISE SPECIFIED i MR 4t Amy 2013/11/29
3.RATING: 25A 155DC, 20}; 125VAC, 12A 250VAC RL%%NEQNEO&EJQEM&HI%HERS FINISH CH;D. Amy 2013/11/29
4.CONTACT RESISTANCE: 20m—ohms max. initial oonglgNSI?gimm T:'BE;:NCE it i3] Y
5.INSULATION RESISTANCE: 100M—ohms min. @ 500VDC 10,01 0 20.00mm|—£0.25mm ] SCALE UNIT: DR.
6.DIELECTRIC STRENGTH: 1,500V RMS @ sea level ool o i/ |wpin(mm) gy John 2013/1129
7.ELECTRICAL LIFE: 30,000 make and break cycles at full load 3001 £0.40mm__{ y7 ¢
8.0PERATING TEMPERATURE: —30°C to +85°C MATERIAL i SCALED ROCKER SWITCH B‘@ :
8.IP67 Front Panel Protection Class
9.SOLDERING TEMPERATURE: 350°C for 3sec. Max. 2 "OMR-2P9-S04-2-000-G-12V-M3 |5 A4
(No pressure to be applied on terminals) FILE NAVE REV.
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