Series 500A

Sub-Miniature Slide Switches

SPECIFICATIONS:

CONTACT RATING: Refer to "Contact Material Options" for more info.
CONTACT RESISTANCE: 20m Q) max. initial @ 2-4VDC

100mA for both silver and gold plated contacts.

ELECTRICAL LIFE: 30,000 actuations at full load.

INSULATION RESISTANCE: 1,000M Q min.

DIELECTRIC STRENGTHS: 1,500V RMS @ sea level.

OPERATION TEMPERATURE:-30°C to + 85°C.

MATERIALS:

CASE: Diallyl phthalate(DAP)(UL 94V-0).
HOUSING: Brass, tin plated.

SLIDE HANDLE: Nylon 6/6, black standard.
TERMINAL SEAL: Epoxy.

If your preferred product configuration is not shown, please contact our sales representative

for custom design.

HOW TO ORDER SYSTEM
500A
I I I I
Switch Function Actuator Actuator Color Contact Material
FSP-1 On-None-On S1.3.00 (.118") high 2 STD. Black Q Silver
FSP-3 On-Off-On P Silver (tin plated term.)
R Gold
K Gold (tin plated term.)
A0 G Silver
Termination ———— (gold over silver term.)

M2 PC thru-hole

M6 Right angle, PC thru-hole

M7 Vertical, right angle PC thru-hole

S7 Snap-in, Vertical right angle PC thru-hole

Seal
E Epoxy
0 Non-Epoxy

B 4% &1 # #} 886-3-5753170
WEHE 77 WL~ ( ki) 86-21-34970699
4% 1) HL - (1) 86-755-83298787

Http://www. 100y. com. tw

Specifications and Dimensions subject to change
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Series 500A Sub-Miniature Slide Switches

M2 P.C.MOUNTING
Model Switching Position 197 118 .400 020 201
No. | o | &5 | & 500 300 1005 g5 5.10
FSP-1 | ON |NONE| ON Y -\=L—L | 100
FSP3 | ON | OFF | ON ope g]sagé 098} Dl 00 o H 043 DIA 254
ot ' HS 2.50+ — 12,54 ' #109
| 211 | OPEN | 2-3 - J 130 030 H
Comm. 1 / . !
102 EPOXY SEAL 3.30 0.76
Schematic 02Comm. 2.60 )
?
16 3e
SPDT
M6 P.C.MOUNTING
402
10.20
221 118 319

5.60 3.00 EPOXY SEAL 8.10 200
| | |

97T T ] 102 098] 201 .08
5004 =260 2,50 5.10 200 100
‘201 034 . : 254
oo | 200 5.10 _H_ﬂ 50 100 >.08

. 0.50
025 5.08 ——H | 254 043 DIA /

.200 #1.09
5.08
SPDT
M7 P.C.MOUNTING
S7 SNAP-IN TERMINATION 197 18 307 201
5.00 300  7.80 510
| |
L el
221 402 —] 319
5.SOI g 10.20 ,3"961‘_ [D'tf' 020 8.10[ 1
: Ls 0.50 2:#100
254
102
2.60 401 043 DIA
030 ﬂ jms #1059 /
076 i l—
417 100
SPDT 10.60 254
. Contact Terminal / Agency
Coding Material Plating Rating Approvals
Q i 1
crpl\ Silver plated | 3555 @ 125VAC or 28VDC
tver , 5 |1.5Amps @ 250VAC
P Tin plated 7
R Gold plated *
Gold 2 O PIAeY 10 4VA max @ 20V max
5
K Tin plated & |(AC 0rDC)
i ! .3 |3Amps @ 125VAC or 28VDC
G Silver p
Gold over silver 1.5Amps @ 250VAC
1. Movable Contact / Terminals: Copper alloy, silver plated. N ;
2. Movable Contact: Copper alloy with gold plated over nickel plated. Wy 4 /1 # #t 886-3-5753170
3. Terminals: Silver plated with outer layer in gold plating. T g B (i) 86-21-34970699
4. Terminals: Copper alloy, with gold plated over nickel plated. Jk 4% 1 WL T () 86-755-83298787
5. Outer Terminals: Copper alloy with pure tin plated. Htto: . 10 )
6. Terminal Contact: Gold plated over nickel plated. il W, ¥ OB ¥
7. Terminal Contact: Palladium nickel alloy (or Silver) plated.
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