PANEL MOUNT PUSHBUTTON — DOUBLE POLE

E7/75-E79 Series

>y

Features

e Choice of Momentary, Push-Pull (reset) and Cheat Interlock
e Long life coil spring, snap action mechanism

e Agency approved extended life versions available

Tharmoplaslic

I Thermaplastic case
actuating butlon

Stainless

sleel spring Copper alloy hlades

Silver allay, Common berminal

silver-cadmium

oxide or gold

crosspoint contacts
Commaon terminal Brass terminals

HC terminal MO terminal MO terminal  NE terminal

e  Snap in mounting
e VDE available on select models
e ROHS Compliant

Electrical Ratings and Operating Life
According to EN61058-1 According to UL1054
g\évr'itgsh Nominal Load Operation cycles Nominal Load Operation cycles
E75 N/A N/A 16A, 125/250VAC; 1/3HP; 125/250VAC 6,000 *
N/A
E77 NiA { .
F77 0.1(0.05)A, 125VAC; 0,000 0.1A 125vac; 10A 1/3HP, 125/250vac 6,000
10(4)A, 250VAC ’
E78 N/A N/A *
F78 0.1(0.05)A, 125VAC 50,000 O L25VAC 6000
E79 N/A N/A
10A, 125/250VAC; 1/3HP, 125/250VAC 6,000 *
F79 10(4)A, 250VAC 50,000

* Extended life UL versions available. Contact factory for more information. Special part number required.

Technical Specifications Material Specifications

Case: Thermoplastic Polyester
-40°C to 85°C Actuator button: Thermoplastic Acetal
UL94V-0 Terminals: Brass (Common Ag plated)
Up to 10A: 0.187” x 0.020”

Temperature Rating:
Flammability Rating

Terminals 16A: 0.250" x 0.032" Moving Blade: Beryllium Copper
VDE versions: 0.0187" x 0.032" | Spring: Stainless Steel
. . . Silver-CdO: E75, E/F79
UL File Number: E23301 Contacts: Gold Crosspoint: E/F78
Specifications subject to change Optional

B 4 51 # # 886-3-5753170
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PANELMOUNT PUSHBUTTON — DOUBLE POLE

E7/5-E79 Series

Dimensions - inches

{ 24
e - G PO BN - R~ Rl |— hl 510
U il ] .
G " SEE A T S — - i
.
./;
R.060 TYP—
= 0 A
= ! e pandsd =550+ —R.050 MAX.

. e

|

L

N

o
.
n fa
wn
el
oo
oD
—o
[
<

_ i ¥
PANEL CUTOUT DETAIL
Commonly Stocked Distributor Items / Preferred Part Numbers
Max.
Maximum Mini IV t Maxi Maximum Full
Rest Position | Pretravelinches| Operating Point Overtravel Differential | Operating Force| Overtravel
Item Number EN Rating UL Rating Button Style inches (mm) {mm) inches (mm) inches (mm) | inches (mm) (grams) inches (mm)
0.845-0.805 0.720- 0.820 0.400
OETB00A0 NIA 0.1A, 125VAC Momentary | " se” )3 gg) [ 0.125(3.18) (18.29.- 20.83) 0.375(8.53) | 0.075(1.81) 680 (10.16)
Momentary | 2730-0790 [ 455318 0610-0.710 | 5 100(254) | 0.075 (1.91) 757 0520
(18.54 - 20.07) 15.49 - 16.03) (13.21)
0E7830A0 NIA 0.1A, 125VAC
Cheat 0730-0.780 | o 155 (3 04) D800£0:000 0.030(0.76) | 0.090 (2.29) 800 3B
(18.54 - 20.07) g 4 (20.32- 22.86) . : : s (24.89)
0.420- 0,480 0.300 - 0,400 0125
T N/A 0.1A, 125VAC Momentary | 1067 1019y | 0125@18) @62-10.46) 0175 (4.45) | 0.075(1.91) 880 518
10A, 125/250VAC; 1/3HP 0.845- 0,905 0.720-0.820 0.400
OE7800A0 NIA 125/250VAG Momentary | (51 45.2200) | 0125(.18) (1829-2083 | 0375(953) | 0075(1.91) 680 (10.18)
0.730-0.790 0610-0.710 0520
. il 108, 125250vAC, 1aHp | Mementary | ot o0 ony | 01253.18) 15.49- 16.03) 0.100(2.54) | 0.075 (1.91) 757 (13.21)
125/250VAC 0.730-0.780 0.800 - 0.900 0.980
Cheat (1854 2007y | 0-155(384) (203223 86) 0.030(0.76) | 0.090 (2.29) 800 (24.86)
10A, 125/250VAC; 1/3HP 0.420- 0,460 0.300 - 0.400 0.125
R NIA e Momentary | 06" 10 gy | 0125318) 7.62-10.16) 0.175(4.45) | 0.075 (1.81) 680 3.1
0730-0.780 0610-0.710 0520
0F793080 | 10, 250vac | 10A 125/250VAC: 173HP Momentary | 118542007y | 01%°G19 15.40-16.03) | 9100254 | 00750181 {3 (13.21)
: 125/250VAC sy 0730-0.780 | o 1oe nay 0.800 - 0.800 0020078 | 0.080 2.2 e 0.980
(18.54 - 20.07) : . (20.32 - 22.86) - ) . =< (24.89)




PANELMOUNT PUSHBUTTON — DOUBLE POLE

E7/75-E79 Series

Button Details
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Basic Momentary Push-Pull (Reset) Momentary Cheat Interlock

“A” dimension is full overtravel dimension — see above

Ordering Information

Select the desired contact rating Combine with the button style

E79 40A

For single throw versions:

Select the desired contact rating Combine with the button style

E79 40A
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Short Button Momentary

Full part number

E79-40A

SPST - NO

E79-41A
(Add 1 to suffix)

Contact

el
i
.

- B0A

Momentary - For Auxiliary Push Button

SPST - NC

E79-42A

(Add 2 to suffix)

Call, fax or visit our

Website for more information.

ZF Electronics Corporation

11200 88th Avenue
Pleasant Prairie, W1 53158

Phone: 262.942.6500

Web: www.cherrycorp.com
Email: cep_sales@zf.com
Fax: 262.942.6566

The manufacturer accepts no
liability for errors or non-availability,
and reserves the right to change
specifications without prior notice.

Technical data relates to product
specifications only. Features may
differ from those described. Only
drawings combined with product
specifications shall be deemed
binding.

© 2007 ZF Electronics Corporation

Last Updated: 070711
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