ST-303 ... 4 Channels Datalogger

=Sensors:External
*Type:Voltage/Current/Thermistor
=Channel(s) : 4

*Range :0~10V

*Accuracy: +/- (1% of reading+0.1V)
*Range : 4~20mA

*Accuracy:+/- (1% of reading+0.1mA)
*Range-80 to 150°C

=Accuracy: +/- 0.5°C at 20°C
*Resolution : 12bits

*Memory:256K

=Interface:USB

=Datalogger Storage: 60,000(20.000*4)
*Dimensions :61*47*15

Model ST-301
Type Temperature
Channels 1
Range -20°C to 70°C
Accurac +/- 0.7°C at 21°C
y +/- 1.27°F at 70°F
Range NA
Accuracy NA
Range NA
Accuracy NA
Resolution 12 Bits
Memory 64K
Interface Serial/RS232
Datalogger 30,000
Storage
Sensor Internal

W% 4 A # # 886-3-5753170

JH: 4 LT (1) 86-21-54151736

JHE 4% 1 LT (9 91) 86-755-83298787
Http://www. 100y. com. tw

ST-302
Temp/Humidity

2
-40°C to 85°C

+/- 0.7°C@25°C

0-100% RH
2.5% RH(10-90%Rh)
NA

NA

12 Bits
128K
Serial/RS232

Total:60,000
(30,000*2)

Internal

ST-303

Voltage/
Current/Thermis

4
0~10V

+/-10mV +/- 1¢

4~20mA
+/- 0.1TmA +/-1¢
Thermistor

+/-0.7°C at 21°
+/-1.27°F at 70

12 Bits
256K
Serial/RS232

Total:60,000
(15,000*5)

External
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