
4000 counts Large scale 
LCD Display 
AC/DC 400 Amps capability with 0.01A resolution 
AC/DC 600 V capability  
40 KOhms Resistance capability 
True RMS reading on AC mode 
Auto ranging 
Continuity beeper 
Smart Data Hold 
One touched DCA Zeroing 
Battery door easy to replace battery 
Up to 27mm diameter conductor size 
4 feet drop Proof 
Hand Guard and Stream Line Designed 
Cat III 600V safety standard 
Carrying case included 
Volt sens 
Audible continuity and diode test  
Automatic power shutt off 
Standard full sleeve safety test leads 

 
Specifications : 
 
AC Voltage :  Ranges :     400V – 600 V  
  Resolution :     100mV 
  Accuracy :     +/-(0.9%+5d) at 50Hz-500Hz 
  Input Impedance :    1Mohms//<100pF 
  Overload protection :     600V rms 
  Conversion type :    TRUE RMS 
 
DC Voltage :  Ranges :     400V – 600 V   
  Resolution :      100mV 
  Accuracy :      +/-(0.7%+5d)  
  Input Impedance :    >= 1MOhms 
  Overload protection :     600V rms 
 
AC current :  Ranges :     40A – 400A  
  Resolution :     0.01A 
  Basic accuracy from 50Hz to 60 Hz :   +/-(1.5%+5d) at 50Hz-60Hz 
  Conversion type :     TRUE RMS 
 
DC current :  Ranges :     40A – 400A 
  Resolution :      0.01A 
  Basic accuracy :      +/-(1.5%+5d) 
 
Resistance : Ranges :     400 Ohms – 40K Ohms   
  Resolution :     0.1 Ohm 
  Accuracy :     +/-(0.9%+2d) 
  Overload protection :     600V rms 
 
Frequency : Ranges :     40 Hz – 400 KHz   
  Resolution :     0.01 Hz 
  Accuracy :      +/-(0.3%+5d) 
 
Sensitivity : Value :      >4 lp   
  Max sensitivity :     600A 
  Sens source :      ACA 
  Overload protection :     600V rms 
 
General :  Sampling rate :      3 times / sec 
  Overload indication :     « OL » or « - OL » 
  Low battery indication :    Battery sign 
  Auto power off :      20 minutes 
  Operating temperature :     0°C ~ 50°C <= 80% RH 
  Storage temperature :    -20°C ~ 60°C 
  Safety standard :     IEC 60010 – Cat III 600V 
  Maximum conductor size :   27 mm dia 
  Maximum Jaw opening :    31 mm 
  Power requirement :    2 x AAA batteries (supplied) 
  Battery life :     200 hours 
  Size (WxLxH) :     56 x 188 x 28mm 
  Weight :      225 gr 
  Included with instrument :   Test leads, batteries, manual and carrying case 
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新建图章


