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BM817a /| BM815a /| BMS812a /| BM811a /
BM817CFa BMB15CFa BMB812CFa BMB11CFa
L] ® ® * 3-4/5 Digits 5,000 Counts For DC/AC Voltage/Current & OHM
L Type-K Temperature -50°C To 1000°C
AC True RMS 20kHz High Bandwidth Voltage Functions
® Optically Isolated PC-COMM Interface Capability
® BRUA-85Xa Interface Kit For Win 95/98/ME/NT4/2K/XP/Vista (Optional Purchase)
L Audible & Visible BeepJack™ Input Warning Against Improper Plug In
RECORD Max, Min, Max-Min Readings, Auto-Ranging
CREST (Peak Hold) Max, Min, Max-Min Readings
Back-Lighted Large Easy To Read LCD Display
High Speed Analog Bar-Graph Updates 60/Sec
Intelligent Auto Power Off (APO)
Fast Data Measurement 5/Sec
High General Input Protection 600V for a-version (1kV for CFa-version)
0.08% High Basic DCV Accuracies
Fire Retarded Case

Relative Zero Mode B 4% 4 # 4 886-3-5753170
Data Hold JHE 4% 1 WL (i) 86-21-84970699
4% 1 LT (5 ) 86-755-83298787
Diode Test Hittp:
DC/AC Current 0.1uA To 15A

DC/AC Voltage 0.01mV To 1000V

Ohms 0.010 To 50M()

Capacitance 10pF To 9999uF

Fast Audible Continuity < 100uS

Line Level FREQUENCY With 4 Trigger Levels
High Energy HBC Fuses Protected 600V for a-version (1kV for CFa-version)
Replaceable And Washable Protective Rubber Holster

Transient Protection Up To 8kV 1.2/50uS Lightning Surge

LVD Meets EN61010-1 CAT Ill 1000V & CAT IV 600V

EMC EN61326-1:2006 (EN55022, EN61000-3-2/-3 & EN61000-4-2/-3/-4/-5/-6/-8/-11)

Functions & Features
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Swift 60/Sec Bargraph, 20/Sec Data (Record Mode) & PC-Comm capability

TRUE RMS PC INTERFACE CAPABILITY
FULLY AUTORANGING MEASURES TRUE VALUE OPTIONAL PURCHASE RS232C+USB CABLES 0.08% HIGH BASIC ACCURACY
SHORTENS THE TIME TO TEST REGARDLESS OF WAVEFORMS WITH DATARECORDING PC SOFTWARE 74 | ARGE EASY TO READ DISPLAY
AND INCREASES THE EASE OF USE-_ % FOR "“WW” ISTA /
P ' " / AUTO POWER OFF (APO)
CREST (PEAK HOLD) L _ TOEXTEND BATTERY LIFE
CAPTURES INSTANTANEOUS PEAK < i
READINGS AS SHORT AS 5ms IN DURATION " —
__ DATAUPDATES 5 TIMES / SEC
MAX-MIN RECORD L -
RECORD MAX, MIN, MAX-MIN-_ :
READINGS, AUTORANGING . RELATIVE ZERG MODE
DATA. UPOATES 208EC ~ FOR CONVENIENT READINGS
__— COMPARISON & OFFSET
BACKLIGHTED LCD DISPLAY I
FOR EASY VIEWING IN THE DARK ——_ B v
. ~__— 5TIMES THE RESOLUTIONTO
DETECT SMALL SIGNAL TRENDS,
FUNCTION SELECTION UPDATES 60 TIMES PER SECOND
CONVENIENTLY TOGGLE BETWEEN————
PRIMARY & SECONDARY FUNCTIONS - Hz FUNCTION
FREQUENCY MEASUREMENT
RANGE - e
AUTORANGING WITH MANUAL- — T DATAHOLD
RANGING OVERRIDE 4 FREEZES THE DISPLAYING
o g READING FOR LATER VIEW
AUDIBLE CONTINUITY — ; -
FOR QUICK OPEN-SHORT TESTS # _, e "3
ON SWITCHES, FUSES, ANDWIRES PLUS 500 LOW OHM RANGE
s L UPTO 0.04mQ RESOLUTION,

-
"

-~

. AUTOTEST LEADS CALIBRATION

MDE TEST __/"" Fy ."'\-\._H
FOR CHECKING DIODES AND RECTIFIERS g 8
"~ K-TYPE TEMPERATURE
¥ k™ SELECTABLE C OR °F
PLUS 50mV LOW VOLTAGE RANGE / o MEASUREMENTS
UPTO 0.0mV RESOLUTION P \ S
& 4 N\ g CAPACITANCE
1KV AC VOLTAGE MEASUREMENT / (e oa [ Maxggy o N AUTORANGING UP TO 9999,F WITH
MPROVED MEASURING CAPABILITIES sepC Fusep | N \
| ¢ Fusgp 8¢ i 600V PROTECTION (1kV FOR CF-VERSION)
// Eé—:“-::___—-— - 1 x\
S .H'F.q : “,
HBC FUSE PROTECTED / S h Y -
CERAMC FUSE PROTECTED \ mtm;;g?mﬂfm 81
s LY i .
(1kV FOR CF-VERSION) F ! \
' _,/ | \"‘-, \\_ PROTEC
BEEP-JACK™ AUDIBLE & VISIBLE WARNING } \ T o
GUARDS AGAINST IMPROPER A-TERMINAL / \ \_UPTOOKV 12505 LIGHTNING SURGE
/ | \ MORE CONFIDENCE FOR SERIOUS USERS
PLUG IN. DECREASES RISKS OF DAMAGE | \
! | \
/ ’ \ LW
FIRE RETARDED CASE - MEETS ENG1010-1 "

_ FOR REINFORCED SAFETY ] :
2 R - ¥ 4 # # 886-3-5753170
A 7 WL (1) 86-21-34970699

| vE4E ) BT () 86-755-83298787
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BM811a, BM812a, BM815a, BM817a GENERAL SPECIFICATION

Display: 3-4/5 digits 5000 counts LCD display V, mV, 2, & Others : 1050Vms / 1450Vpeak NEDA1604, JISO06P or IECBF22
Rate: : Double insulation per IEC61010-1 2nd Ed., Pmﬂomunpﬂm 4.3 mA typical
Digital Data 5 per second nominal; ENG1010-1 2nd Ed., ULB1010-1 2nd Ed. & CAN/CSA Low Battery: Below approx. TV

52 Segments Bar-graph 80 per second nominal
AC Sensing: True RMS for EM812a & BMB17a, and
average sensing for BM811a & BM815a

£22.2 No. 61010.1-0.92 to Category IIl 1000V AC &
DC and Category IV 600V AC & DC
BM810a Terminals (fo COM) Measurement

APQ Timing: |dle for 17 minutes

APQ Consumption: S0uA typical
Dimension: L186mm X W87mm X H35.5mm;

MTW 0°Clo45°C Calegory: L198mm X W97mm X H55mm with holster
: Maximum relative humidity 80% V' Calegory Il 1000V AC & DC and Category IV Weight: 340 gm; 430 gm with holster
hwWNM‘CMMM 600VAC&DC Accessories: Test leads (pair); Holster; Battery
50% relative humidity at 45°C A/ mApA : Category Il and Category IV 600 Vac (installed); User's manual; Bkp60 banana plug K type
Storage Temperature: -20°C 1o 60°C, 80% R.H. and 300 Vde. thermocouple (BMB15a & BMB17a only)
(with battery removed) BM810CFa Terminals (to COM) Measurement Optional Accessories: BRUA-85Xa PC interface kit
Temperature Coefficient: nominal 0.15 x (specified Category: (BC-85Xa RS232 opfical adapter cable + Bs8151X
accuracy)/ °C @(0°C ~ 18°C or 28°C ~ 45°C), or VAl mApA : Category lll 1000V AC & DC and software CD + BUA-2303 USB-to-Serial adaplor);
otherwise specified Category IV 600V AC & DC Bkb32 banana plugs to K-type socket plug adapter
Pollution degree: 2 EM.C.: Meets ENG1326-1:2006 (ENS5022, (BM815a & BM&17a only)
Allitude: Operating below 2000m ENG1000-3-2, EN61000-3-3, EN61000-4-2, Special Features:
Overload Protections: ENG1000-4-3, ENG1000-4-4, , EN61000-4-5, All modeds:
Standard-version BM810a series: ENG1000-4-6, EN61000-4-8, EN61000-4-11) Data-Hold; Range-Hold; Backlighted Display;
A & mA : 1A/B00V, IR 10kA or better, F fuse; In an RF field of 3Vim: Optional PC-interface
A1 10A/800V, IR 100kA or better, F fuse Capacitance function is not specified BM815a & BMB17a only:
V: 1050Vrms, 1450V peak Other function ranges: Total Accuracy = Specified 50ms Record MAX-MIN readings at fast 2/second
mV, £1, & Others : 00VDCVAC rms Accuracy + 100 digits measurement mode; 0.8ms Crest
CF-version BMB10CFa serles: Performance above 3Vim is not specified Peak-Hold) MAX-MIN readings; Relative-Zero offset
pA & mA : 0.44A/1000V, IR 10kA or better, F fuse Transient protection: 8kV (1.2/50us surge) mode; Zoom 5x analog pointer at 60/s
A 11TA1000V, IR 20kA or better, F fuse Power Supply: Single standard 9V battery
ELECTRICAL SPECIFICATIONS
Accuracy Is +-(% reading digils + number of least digits) or otherwise at 23°C +- 5°C & less than 75% RH.

True RMS models BM812a & BM817a ACV & ACA accuracies are specified from 5 % to 100 % of range or otherwise specified. Maximum Crest Factor <3:1 at full scale &
<f:1 at half scale, and with frequency spectrums, besides fundamentals, fall within the meter specified AC bandwidth for non-sinusoidal waveforms.

DC Volta DC Current Ohms
RANGE Burden RANGE
o e e R e i
= 0.06%+2d | [B0000A T 0mvipgA | [500002 0.1% +3d
.émw 0.08% + 2d FO.00mA | atkaid —33mvimA___ | | 5.000k2, 50.00kE2, 500.0k02 u.}:»fﬂ_
NWRR - 56008 @ 5060z 500.0mA —3amvimA | [5000MQ 0.4% +3d
CMRR : >120dB @ DC, 50/60Hz, Rs=1kQ2 EO000A PETVIA 50.00MQ 2.0%+5d |
Input Impedance : 10MC2, 16pF nominal (44pF 10.00A" BEviA "‘Open Circult Vollage : < 1.3VDC
nominal for 50mV & 500mV ranges) “10A continuous, >10A 1o 15A (o 20A for CFversion) (< 3VDC for 5002 & 50002 ranges)
for 30 second with 5 minutes cool down interval
AC Voltage T e Frequency
50Hz - 60Hz AC Current Function (Sine RMS) —
50.00mV, 500.0mV, 5.000V, 50.00V, RANGE Accuracy | Burden Voltage mv 300mV 10z - 125kHz
0.5% +3d
S0a81, dow el | I B LT
- 500, 0.16mVi, 50V 20V 0Hz - 20kHz |
50.00mV, 500.0mV 0.8% + 3d 'ﬁ—' 0.6%+3d _ 1 500V 80V 10Hz - TkHz
5.000V, 50.00V, 500.0V 1.0% +4d BO00mA ] T3mVImA 1000V 300V T0Hz - 1kHz
1000V 12% +44 500.0mA 1.0%+3d 33mVimA 2, Cx, diode 300mV 10Hz - 125kHz
Up to 20kHz 5. 000A e A5mVIA A, mA, A 10% F.5. 10Hz - 125kHz
50.00mV, 500.0mV 0.5d8° 10.00A" ‘ 45mVIA Accuracy. 0.01% + 2d
5,000V, 50.00V, 500.0V 3dB° 40Hz —1kHz
1000V Unspecd (500.0pA 0.5%+4d 0.15mVIpA ¥ Diode Tester
“Spediied from 30% 10 100% of range 5000uA 08%+4d 015mVIA Range | Accuracy | 165 current [Open Circulf
CMRR : >60dB @ DC to 60Hz, Rs=1kQ 50.00mA 0.5%+4d 3.3ImVimA (Typical) Voltage
MW:LM?F rmﬁrl{ﬂpF 500.0mA Lgﬂd 3.3ImVImA _ 1%+1d 0.4mA <35VDC |
nominal for 50m ranges 5.000A 0.8%+4d 45mVIA
10.00A" 0.6%+4d 45mVIA
Crest mode for V & A functions
*10A continuous, >10A 10 15A (lo 20A for CF-version)
(BM815a & BM817a only) oo e s v
Accuracy: Specified accuracy +150 digits for secand max with 5 minuies nierval
changes > 0.8 ms in duration
2 Coiacliings Tampcrttun{mwaaﬂlm?lmly] B 3 5 M 3 886-3-5753170
[RANGE Accuracy” JHE 4% (i) 86-21-34970699
[ 50.00nF 0.5% + 3d JPE 4% ) WL T () 86-755-83298787
mmﬁa E‘ ﬁai ‘MM Http://www. 100y. com. tw
A B+
50.00pF 2.5% +3d
[500.0uF 3.5% +50 «1) Audible Continuity Tester
[9539,,F ) 5.0% +5d Audible threshold : between 2002 and 20002, Fast
*Accuracies with film capacilor or better respanse time < 100us
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