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Features:
" Up to +/- 7000V (DC+Peak AC) Differential
" Bandwidth up to 70MHz
" Safety Certified
" Overrange I ndicator

Applications:
" High Voltage Floating M easurement
" Voltage Surge M easurement
" Electronic Ballast Design
" Power Electronics System Design

] Specifications |

Bandwidt h DC to 70MHz (-{3dB
Attenuation Rafio 1:100/0000
Accuracy +/ - 2%
Rise Ti me <5ns
Il nput | mpedancg¢ 10Mohm/ / 10pF |eac
Il nput Voltage
_Differential Range+/- 700v(DC+Peak AC) or 500V
+/-7000V(DC+Peak AC) or 2500V
-Common Mode |Range +/ -7000V(/DIQHOPOe a k AC
-Absolute Max. V¥o0l1mgoev(DC+Peak AC) or 2500Vrms @1/
(Di fferential ¢r/ €60minbW( DMo®#eprk AC) or 5000 Vimomse @A/TLC
Out put Voltage
- Swing +/ -7V (into 50kohm
-Of fset (typijcal) <+/ -5mV
- Noise (typidal) 0. 9mVr ms
-Source I mpedance (typical) em o s5c0i lolhons c(of poer)
CMRR (typical) -80dB @50Hz, |-60
Ambi ent Operating Temperature -10 to
Ambi ent Storage¢ Temperature -30 to 7
Ambi ent Operating Humidity 25| to
Ambi ent Storag¢ Humidity 25 to 8
Power Requirementsf*
-Standard 4xAA cell s
_Options Power |l eads, Mains adapto|r* (
regulated 9VDC/120mA), U|SB »p
Length of BNC Cabl e 90cm
l ength of I nput Leads 60¢m
Wei ght 5009g ms
Di mensi on(LxWxIH) 202mm x 83 mm X

a. The supplied voltage 4dmuds\,
b. Polarity is “+” inside
c. When
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