MASTECH_MS8902A ExEEZE
Non Contact AC voltage Detector

EmfEE Features

o BHET s Sound and light instruction

» ERERE s AC Vaoltage sensitivity adjustment
« BIERE : 0°C~50°C e Auta pawer aff

o BIFRE : -20°C~60°C s Memary sensitivity function

* RE : <B5%RH o Altitude <2000m

« BIEE : <2000m



Specifications

B1E MS8902A
FIEEA SRR P /

12~1000V
ZnEREE
S 50Hz~500Hz

Electrical Testers ; M=8902
Specifications hWSEQ02A MSEA02E hSEA02H

Mon-Contact AC Voltage Detector f 12-1000%  20~1000Y  100~1000Y
AC Votage Range

Frequency H0Hz-500Hz S0Hz-500Hz S0Hz~500Hz
Features

Features MSE902A MSBO02E MS8e02H
Sound and Light Instruction L] . .
Double Molded Case . . .
Metal Detecting Distance X <20rmm X

AC Voltage Sensitivity adjustment . .

Memory Sensitivity functicn L] .

Auto Power Off . .

Low Battery Indication .

Operating Temperature -10°C~50"C

Storage Temperature -20°C~60°C

Storage Humidity =85%RH

Altitude =2000m



General

R 0 157mmx24mmx20mm;/6.18"x0.94"x0.78"
BEE : 425%/0.00%8
IR0 2x71.5V AAA E

Sn

]
i I
Sn

o7& 8 : CE/ETL/RaoHS
o ZE AL 0 CAT 11000V /7 CAT 11 600V

General MS8902A MS8902B Ms8e02H
Power Supply 2x1.5V AAA 112V A235 2x1.5V AAA
FProduct Size 157mmx24mmx20 mmiG. 18" x0. 94" x0_ 78"
Product Weight 42q/0.091
Certificate CE / ETL { RoHS
Safety Rating CAT Il 1000V F CAT Il 600V
Accessories

Included

o EANFIHF T

o Battery and User's manual



