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<4 ECONOMICAL & SMALL ROTARY ENCODER»>

Detection System

Incremental 1Z&#Y

Output Wave 81352 Square Wave J5i%%
Standard Number of Pulse Per Revolution #47 40, 50, 60, 100, 150, 200, 250, 300, 360, 400, 500, 1000
Output Phase #1548 AB phase

Electronics E84514F

Voltage EEAY, Open Collector EjiHEY

Power Supply (RFEEIR

DC 5~12V or DC 10~26V for Voltage; DC 5~26V for Open Collector

Current Consumption SE#E ;)

=50 mA

Output Capacity i EE =

Sync. Current: 20 mA, Residual Voltage: 0.5V or less

Max. Response SR A FESEER

10K Hz ~ 100K Hz

Phase Different 181712

A, B phase different 90°+45° (T/4+T/8)

Wave Form Rise / Fall 72 £ T 0FRS 2 us or less
MECHANICAL SPEC.
Shaft Diameter % 6 mm

Shaft Loading Eif5 &

Axial B§[@): 0.5 Kg, Radial ¥[@: 1 Kg

Starting Torque (at 25°) TEENEB5E

20 gf-cm or less

Max. Speed SR AHHEBFHRE

6,000 rpm

Vibration Z &) 10g (10+1,500 Hz)

Polarity 1RI%{R5& Against Reverse Protection

Shock &g 20g per 11 ms B 4% &1 # #} 886-3-5753170
Cable ETiF @4.5, 50 mm long JUk 4% WL 7 (1 38) 86-21-34970699
Weight 22 < 95g JUE 4% 17 HL (Y1) 86-755-83298787

ENVIRONMENTAL SPEC.

Http://www. 100y. com. tw

Operating Temp. / Humidity 2/EBRE/;ZE

-10°C ~ 60°C, RH 35% ~ 90% (No Condensation)

Storage Temp. FEERE

-20°C ~ 80°C

Protection {REFR

IP50: Dust Proof

ORDERING INFORMATION

HTR-M2 —

Pulse per Revolution B Output Phase | Electronics | Supply Voltage
BRAT 18 BEITIE HEEIR
40, 50, 60, 100, 150, 200, 250, 300, 360, 400, 500, 1000 P/R 2: AB phase LV:Voltage | Blank: 5~12Vdc
HV: Voltage Blank: 10~26Vdc

C: Open-Collector Blank: 5~26Vvdc
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