BR1005 THRU BR1010

SINGLE PHASE SILICON BRIDGE RECTIFIERS

BR-10
B 45 51 M # 886-3-5753170 NG .ggg(g.g)
FEATURES: W4 17 ML T (1) 86-21-54151736 T : :
JoE 45 1 WL - (5 Y1) 86-755-83298787 | |
e Low forward voltage drop fE0: /inW) 108y, oo, bw
e Low leakage current
.750(19.1)
MIN
047(1.2)TYP
_-770(19.6) _
MECHANICAL DATA HOLEFOR | 730189
Case : Molded plastic body NO-6 SCREW 4 Aé i

Polarity : marked on body 520(13.2) .770(19.6)
Mounting position : Any .480(12.2) .730(18.5)

Mounting : Hole thru for # 6 screw +AC +4*

Dimensions in inches and (millimeters)

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Rating at 25°C ambient temp. unless otherwise specified.

Single phase, half sine wave, 60 Hz, resistive or inductive load.
For capacitive load, derate current by 20 %.

BR | BR BR | BR | BR | BR BR

Characteristic Symbol | 1505 | 101 | 102 | 104 | 106 | 108 1010 | YUMitS

Maximum recurrent peak reverse voltage VRRM 50 100 200 400 600 800 1000 Volts
Maximum RMS voltage VRMS 35 70 | 140 | 280 | 420 | 560 700 | Volts
Maximum DC blocking voltage VbDC 50 100 200 400 600 800 | 1000 | Volts
Maximum average forward rectified current lo 10

" e Amps
.375"(9.5mm) lead length at Tc=50C
Peak forward surge current ,8.3ms single half sine-wave |[FSM 150 Amps
superimposed on rated load(JEDEC Method)
Maximum instantaneous forward voltage drop per bridge
elementat 5.0 ADC VF 1.1 Volts
Maximum DC reverse current Ta=25C IR 10 A
at rated DC blocking voltage Ta=100TC 1000 K
Typical junction capacitance Cj 55 pF
Typical thermal resistance Rth-JA 9.4 Tw
Operating temperature range Tj -65 to +150 C
Storage temperature range Tstg -65 to +150 T

-1- DACO

SEMICONDUCTOR



Http://www.100y.com.tw
User
新建印章


RATINGS AND CHARACTERISTIC CURVES BR1005 THRU BR1010

AVERAGE FORWARD CURRENT.(A)

INSTANTANEOUS FORWARD CURRENT.(A)

FIG.1-TYPICAL FORWARD CURRENT DERATING CURVE

FIG.2-MAXIMUM NON-REPETITIVE FORWARD SURGE CURRENT
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