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Sockets Headers(Female) 126211263 Series

Features

® A good quality Socket Header designed for connectable parallel
or angled PCB to PCB applications.

® Protected fork contacts(stamped).

® Maximum number of contacts are 40 contacts for single row and
80 contacts for double row.

® Any number of contacts can be delivered upon your request.

Electrical

® Current rating: 1 A

® Contact resistance: = 20 mQ

@ Insulation resistance: = 5000 MQ

@ Dielectric strength: = 500 V.r.m.s.
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nx2.54
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® OO0O-550 O +1250

@ Insertion force : = 3N/Pin (with steel pin 0.64X0.64)
® Extraction force: = 1.6N/Pin (with steel pin 0.64X0.64)
@ Operating temperatures: -550 [ +1250

P.C.B1.4[]20 25

'.1‘| Lss |

126X-XX0-XX-X

T— OO0 OdO(Insulator material and color)
1000(Black) PBT+30%GF UL94V-0
0O PLATINGO N n/2x2.54
00 (code) 0 OO0 (contact plating) TD:
1 3m Sn Pb § {% <
2 Gold flash
3 0.25am Au 06 0-9)(2:411 o
0o (Number of I’OWS) n=Number of contacts »
0 0 (code) 00 (Definition)
1 107 Single row Double row-angled
2 [JO double row
00 0 O (Number of contacts)
00 (code) [0 (Definition) g
1-40 OO Single row n2x2.54 gr_
480 00 Double row g
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0 OO0 (Pin style)
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2 [ [ straight
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3 0 O angled
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