
強大的數據記錄功能 

Fluke 54 Ⅱ系列可以記錄 500 點的測量數據 

z 用戶可調記錄間隔 

z 實時時鐘，精確定位事件時 

z 回叫功能可方便地在顯示屏上回顧記錄數據 

z 為更進一步分析和繪圖，可用測溫表的紅外通訊接口把數據傳到可選的

Fluke View 軟件中（需一臺計算機） 

 

選購指南 

特點 54Ⅱ系列 53Ⅱ系列 52Ⅱ系列 51Ⅱ系列 50D 50S 

熱電偶 K,J,T,E,N,

R,S 

K,J,T,E,N,

R,S 

K,J,T,E K,J,T,B K,J K,J 

輸入通道 雙 單 雙 單 雙 單 

時間標志 每日時間 每日時間 相對時間 相對時間   

帶護套的堅固設計 ˙ ˙ ˙ ˙ ˙ ˙ 

防濺射/防塵 ˙ ˙ ˙ ˙   

背影光雙顯示 ˙ ˙ ˙ ˙   

帶時間標志的最小/最大/平均值記錄 ˙ ˙ ˙ ˙   

Toolpak TM 選件 ˙ ˙ ˙ ˙   

溫度差（T1-T2）讀數 ˙  ˙  ˙  

500 點數據記錄 ˙ ˙     

與計算機相連的紅外數據接口 ˙ ˙     

附機附件 護套，K型熱

偶 2 支，含

其它語言操

作手冊的

CDROM 

護套，K型熱

偶 1 支，含

其它語言操

作手冊的

CDROM 

同 54Ⅱ 同 53Ⅱ C70Y 護套 K

型熱偶 

C70Y 護套 K

型熱偶 1 支

 

指標 Fluke 50Ⅱ系列Ⅱ（51,52,53,54） 50S & 50D 

溫度測量準確度（對於溫度高於-100℃） J,K,T,E,N 型：±[0.05%+0.3℃] 

R&S 型：±[0.05%+0.4℃] 

K 型：±[0.1%+0.7℃] 

J 型：±[0.1%+0.8℃] 

測量範圍（取決於熱電偶類型） -250℃至 1767℃ -200℃至 1370℃ 

顯示分辨率 0.1℃<1000° 1℃≧1000∘ 0.1℃（0.2℉）超過滿量程 

電池壽命（典型） 1000 小時 800 小時 

重量 400g 280g 
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The Fluke 50 Series II contact thermometers offer fast response and laboratory accuracy (0·05% + 

0·3°C) in a rugged hand held test tool. 

Fluke 51 and 52 Series II features; 

• Model 51-II single input: model 52-II dual input 

• Large backlit dual display shows any combination of T1, T2 (52 and 54 only), T1-T2 (52 and 54 

only), plus MIN, MAX or AVG 

• Relative time clock on MIN, MAX and AVG provides a time reference for major events 

• Electronic offset function allows compensation of thermocouple errors to maximise overall 

accuracy 

• Measures J, K, T and E type thermocouples 

• Readout in °C, °F or Kelvin (K) 

• User friendly front panel is easy to set up and operate 

• Sleep mode increases battery life 

 

Fluke 53 & 54 Series II additional features; 

• Model 53-II single input: model 54-II dual input 

• Data logging up to 500 points of data with user adjustable recording interval 

• Additional thermocouple types R, S, and N 

• Real time clock captures the exact time of day when events occur 

• Recall function allows logged data to be easily reviewed on the meter display 

• IR communication port allows data to be exported to optional FlukeView™ Temperature PC 

software for further analysis and graphing 

 

SC54 FlukeView™ software 

• PC compatible communication software 

• Data logging analysis and graphing functions 

• Windows™ 95/98 compatible 

 

Supplied with: Instruction leaflet, holster, battery (fitted) 

1 off type K thermocouple (Model 51-II & model 53-II) 

2 off type K thermocouple (Model 52-II & Model 54-II) 

Supplied on CD-ROM with IR interface cable 

 

 

 

Http://www.100y.com.tw
Administrator
胜特力



technical specification 

  

Measurement Range     

J Type  -210°C - 1200°C (-346°F - 2192°F)  

K Type  -200°C - 1372°C (-328°F - 2501°F)  

T Type  -250°C - 400°C (-418°F - 752°F)  

E Type  -150°C - 1000°C (-238°F - 1832°F)  

N Type*  -200°C - 1300°C (-328°F - 2372°F)  

R and S Type*  0°C - 1767°C (-32°F - 3212°F)  

Measurement Accuracy    

Above -100°C (-148°F)    

J, K, T, E and N type  ±(0·05% + 0·3°C (0·5°F))  

R and S type  ±(0·05% + 0·4°C (0·7°F))  

Below -100°C (-148°F)    

J, K, E and N type  ±(0·20% + 0·3°C (0·5°F))  

T type  ±(0·50% + 0·3°C (0·5°F))  

Display Resolution  0·1°C/°F/K <1000°  

   1°C/°F/K >1000°  

Operating Temperature -10°C - +50°C (14°F - 122°F)  

Humidity  0% to 90%, 0°C to 35°C (32°F - 95°F)  

   0% to 70%, 0°C to 50°C (32°F - 122°F)  

Batteries  3 AA batteries, life 1000hr (typ)  
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