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Rated current Manufactured date code

Normal blow < | 7
N
™ - Cat. No. | Rated Current | Breaking Capacity | Typ. Resistance**
*HMO03, 05 and 10 are
without this cooling panel HMO03 0.3A 0.79Q
10788 62
HMO05 0.5A 0.42Q
! ! ar
: : A HM10 1A 0.17Q
I | < i [
' ' =] ! ‘l
i | T Ll
3 R S HM16 1.6A £10C 220K 88mQ
3
} } S ! ! HM20 2A 67mQ
T I
i [jjm.z el
& HM32 3.2A 36mQ
0.7+0.1 0.4+0.1
520.2 HM50 5A 21mQ
e Physical Size - Net Weight 5 20
10 x 6 x 10mm 0.7g
e Color ! ! Mounting hole dimensions
| i for P.C.B. (Tolerance : £0.1mm)
Transparent body type o J
e Package *1 : at 10% max. of rated current
50Pcs/Stick
e Applicable Fuseholders Carrying Capacity Clearing Time
HM1H 150% within 10 minutes P =
E + 886-3-5753170
HM2H 100% (except HM50) % I'AH'_ }J _;}# #"- .
200% within 5 seconds WEHE T (i) 86-21-54151736
4% ) ML (5 9) 86-755-83298787
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Current in ampere Clearing time in second
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