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Surge Arrester 2-Electrode

JNZ2R-ASL SERIES
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UNIT : mm
D Impulse Impulse Impulse AL Hald Instlation Capacitance
Spark-over Spark-over Discharge Discharge Discharge Owver-Voltage Resistance
Voltage Voltage Cument Cumrent Current
100V /5] [THENVUS) (10/100us ) (G/200Us) (S0HzZ 15)
[300tmes) [10times) [Stimes)
W W A A A W L) pF
5x25%
= 700 20
90+£20% o 2 4 4
150+20% 80
230+30%
300+20% = 800 -~ 10" < 1
St % 100 10 10
420+20% 135
470x20% =900
600+20% | =1200
800+20% | =1400
IConstructiond Material Pb Cd Hg Cro+ PBB PBDE lcp-Report No.
Ceramic Al,O4 NJA N/A N/A N/A N/A N/A
ENE smegeee | ONJA [ N/A | N/A | N/A | N/A | N/A | SHB127878 / CHEM
o[58 saaEse | N/JA | NZA | N/A | N/A | N/A | N/A

Soldering Profile Temperature : 850 C

Operating temperature range : - 40C ~+ 85C

Storage temperature range : Relative Humidity 85% at 40C

Material data : F’Iating Ni = 0.7um

The place of origin : China

Weight : 1.5¢g

UL NO. : E225893
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