
 

 (1) P/N

FLM 4R7K K T

 
 

 

       TypeL (uH) Q RDC SRF A B C D

 Spec.10 MHz10 MHz(OHM) MHz (m/m) (m/m) (m/m) (m/m)

Your

Suggest.4.7±10% 40-0 1.0+0 35-0 2.0±0.2 1.2±0.2 0.9±0.2 0.5±0.3
1 4.57067.00.41841.02.04 1.330.96 0.46

2 4.69065.00.45442.02.02 1.300.98 0.46

3 4.86065.00.51242.02.02 1.280.98 0.48

4 4.43067.00.467 45.02.00 1.300.98 0.42

5 4.70062.00.43144.02.02 1.301.02 0.40

6 4.62065.00.45545.02.00 1.321.02 0.38

7 4.62064.00.46244.02.01 1.321.04 0.42

8 4.78065.00.46244.02.02 1.301.06 0.46

9 4.52062.00.46244.02.01 1.281.08 0.46

10 4.72063.00.47245.02.00 1.320.88 0.48

X 4.65164.50.46043.62.01 1.31 1.00 0.44

R 0.4305.00.0944.0 0.04 0.05 0.20 0.10

         ....... Temp.    :   250C
        ...... Humidity :  55%   ...RDC          :     millohmmeter  4338B

….Rated Current MAX:30mA

ER029

  Drawn by:   Checked by:   Approved by:

SPECIFICATION

Customer         :                                                                                                                                   
Customer's P/N:                                                                                  

K.C.Dwg.No.  :                 

K.C.P/N.         : PJ2024OT

 ⋯Inductance:  HP  4291B  RF  impedance/material analyzer

(5) Condition In Testing: (6) Test  Instruments:

2  0  1  2  0  9

(2)Mechanical Dim. (3) Electrical Characteristics (4) Dimension

Symbol of  Product                               Packaging Style:   B: Bulk  ,  T:  Tape and Reel
Reel

Dimensions                      Inductance  Tolerance:   J:± 5% , K:± 10% , M:± 20%

Packaging
Inductance  Tolerance

Inductance
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