KE E SEMICONDUCTOR KTC9013

KOREA ELECTRONICS CO.LTD. TECHNICAL DATA EPITAXIAL PLANAR NPN TRANSISTOR

GENERAL PURPOSE APPLICATION.

SWITCHING APPLICATION.
B 4% 5 # # 886-3-5753170
FEATURES JUE 4% 7 WL F (1) 86-21-54151736 y !
+ Excellent hrg Linearity. A H T (3 N i x
0T ) L (iEHI) 86-755-83298787
+ Complementary to KTC9012 REAT 7 - () o
Http://www. 100y. com. tw P
[ * DIM MILLIMETERS
MAXIMUM RATINGS (Ta=257C) R e e e
G‘Af B 4.80 MAX
CHARACTERISTIC SYMBOL | RATING | UNIT D ¢ 3.70 MAX
- D 0.45
Collector-Base Voltage Veso 40 Vv : W
G 0.85
Collector-Emitter Voltage Vcro 30 Vv e JH 14&150.50
K 0.55 MAX
Emitter-Base Voltage Vepo 5 vV ! \ L 2.30
M 0.45 MAX
Collector Current Ie 500 mA q] PEE © = —
= 1. EMITTER
Emitter Current Is -500 mA 2. BASE
3. COLLECTOR
Collector Power Dissipation Pc 625 mW
Junction Temperature T 150 T TO-9%
Storage Temperature Range Tsig -55~150 (0
ELECTRICAL CHARACTERISTICS (Ta=257C)

CHARACTERISTIC SYMBOL TEST CONDITION MIN. | TYP.| MAX. | UNIT
Collector Cut-off Current Icro Vep=35V, Iz=0 - - 0.1 UA
Emitter Cut-off Current Irro Vep=5V, Ic=0 - - 0.1 UA
DC Current Gain hre(Note) | Vee=1V, Ic=50mA 64 - 246
(:o]lecto.r*Emltter Ve Ic=100mA, Tz=10mA - 0.1 0.25 A%
Saturation Voltage
Base-Emitter Voltage Vae Ic=100mA, V=1V - 0.8 1.0 \%
Transition Frequency fr V=6V, 1c=20mA, f{=100MHz 140 - - MHz
Collector Output Capacitance Cob Vep=6V, Ip=0, f=1MHz - 7.0 - pF

Note : hpg Classification D:64~91, E78~112, F96~135,
G:118~166, H:144~202, 1:176 ~246
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KE E SEMICONDUCTOR TO-92

PACKAGE DIMENSION

B 4 5 # # 886-3-5753170

B0 LT (i) 86-21-54151736

JUk 45 ) L (5 H) 86-755-83298787

Http://www. 100y. com. tw
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KEE SEMICONDUCTOR TO-92 TYPE

TAPING SPECIFICATION

B 4% 5 # # 886-3-5753170
W3R B~ (i) 86-21-54151736
JHE 45 1) WL (59 86-755-83298787

Http://www. 100y. com. tw

1. List of Packing Forms

Taping . . . ! . .
Item Device Dimension outline Outline Quantity
spec.
TAPE PULL DIRECTION
- O
@ LIRRRAR
(wwwwwww (
AMMO £ 2,000pcs
TAPE PULL DIRECTION /
- O
ATR sl 1% Mol
?wwwwwww Z

2. Taping specifications

Package . g 1
lassificati Taping classification
Taping clasqication Package quantity
spec. AMMO (pcs)
. Taping in forward direction|Taping in reverse direction
packing
AT O O 2,000
ATR O O 2,000

*Spec. example : AT, R @D : Taping of AMMO PACK type @ : Reverse direction type
O @
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TO-92

3. Taping dimensions

B 4% 51 # #} 886-3-5753170

JHE 4% 1 W (i) 86-21-54151736

JHE 4% 17 HL - (591 86-755-83298787
Http://www. 100y. com. tw

Item Symbol Value & tolerance Remarks
Body width Ay 5.1 (max.)
Body height A 4.7 (max.)
Body thickness 4.1 (max.)
Lead wire diameter d 0.45+0.05/-0.04
Lead retention L 2.5 (min.)
Component center pitch Ps 12.7£1.0
Sprocket hole pitch P 12.7£0.2 =+ Imm/20pitch
Center lead location P2 6.35+0.4
Center leg spacing Sy, S 2.5+0.3/-0.1
Component alignment(1) Zh 0+1.0
Component alignment(2) AP 005
Carrier tape width W 18.0+1.0/-0.5
Retention tape width Wi 6.0£0.3
Sprocket hole location H 9.0£0.3
Adhesive tape bonder Wo 0+0/-0.5
Height of component from tape center H- 19.0£0.5
Length from seating plane H 16.0£0.5
Sprocket hole diameter 4.0£0.2
Overall type thickness t 0.7£0.2 Board(0.4%=0.1lmm)
Length of snipped lead Lo 11.0 (max.)
Center lead retention Ls 2.7(typ)
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TO-92

B 4% &1 # #} 886-3-5753170
W3R B~ (i) 86-21-54151736
J: 4% J7 L - (5 81) 86-755-83298787

Http://www. 100y. com. tw

4. Taping direction

(1) Taping in forward direction (AT Taping)
Ax
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B H@” HC\'_' Bottom view
(2) Taping in reverse direction (ATR Taping)
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TO-92

B 4% &1 # #} 886-3-5753170
W4 ) L (i) 86-21-54151736
Jik 4% J7 L (35 1) 86-755-83298787

Http://www. 100y. com. tw

5. Package method

(1) AMMO pack (AT, ATR)
e AMMO pack method
Romove more than 4 elements

\\\\ \%

N

\

\

N\

\\\

\\\\ \\\ \
RN \ N\
\\ N

One row consists %
N\
\ [ ] \\

of 25 elements

Remove more than 4 elements

e Fold the taping in zigzag for every 25 elements in the tape dimensions.
¢ Remove more than 4 elements at the beginning and ending of the taping

e Dimensions of package

unit : mm

* | Indicates the first-out electrode of lead.
Emitter first-out
BC Base,Collector first-out

Example

6. Other standard

(1) How to splice tape ; a tape is cut and splicing tape as illustrated below.
(when a tape is completed or cut)

s | e |

Splicing tape Cut point (Front side) Splicing tape Cut point (Back side)
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TO-92

B 4% 5 # # 886-3-5753170

JE4S 7 L1~ (Eifs) 86-21-54151736
(2) Accuracy of spliced k4% 11 HLT-(RH1) 86-755-83298787
Dimension of "a” must be less than 1mm/20 pitches. Http:

www. 100y. com. tw

20 pitches

C~n~ ) ( Oi-.r\ f\-—f/ﬁ-—//%-}'é’i

PO OGS oW N

(3) Missing element
Missing element must be less than 3 continuous elements.
(4) Taping element adherent strength test.
Item Test method Performance

Lateral direction

Il
100g i \bﬁ
< ( ﬂ 2OmHm Specifications for inserting parts must
HHHH\_‘[U‘U‘H p gp u
J satisfied.
Fixed
Apply a load of 100g in the direction
Lead wire of arrow for 3*+1 sec.
strength Longitudinal direction
70g
Y
20mm Specifications for inserting parts must
%A be satisfied.
Fixed

Apply a load of 70g in the direction of
arrow for 31 sec.
Strength test A

Lead wires should not shift or come

/ 0O off.
Adhesiveness LH—%
LAY "]
Fixed
Apply a load of 500g in the direction of
arrow.
Life test Performance in lead wire strength
Leave the taping in normal temp. and | test (lateral direction) must be
humidity for 6 months. satisfied.
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TO-92

B 4% H # A 886-3-5753170
WEHE 77 W+ ( i) 86-21-54151736
7. Demensions of carton box JPE 4% 11 HL T (5 HI) 86-755-83298787

Http://www. 100y. com. tw

[unit : mml]

]
o
B850
Inner CaseX10 = 2,000pcs X 10 = 20,000pcs
[unit : mm]
3
&

355

Inner CaseX20 = 2,000pcs X200 = 40,000pcs
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