5mm8X8D1 2.3 INCH 8 X8 DOT MATRIX SINGLE COLOR OUT DOOR
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PIN" FUNGRION *FIGA FIG.C *FIG.B FiG.D | lENGTH | (uy | () | INTENSITY
Emitting COLOR | model no.| model no.| model no.|model no.| (m) |VvR=5v |IF=20mA | IF=20mA
GaAlAs RED [*N2388RS | N2387RS |*M2388RS | M2387RS | 645 | 100 18 | 6.0mcd
GaP GREEN | N2388G | N2387G | M2388G | M2387G | 570 | 100 2.2 | 4.0mcd
GaP/GaAsP ORANGE RED| N23880 | N23870 | M23880 | M23870 | 628 | 100 2.0 | 3.5mcd
SIC BLUE | N2388FS | N2387FS | M2388FS | M2387FS | 430 | 100 3.6 | 2.5mcd
GaAlAs YELLOW | N2388Y N2387Y | M2388Y | M2387Y 590 | 100 2.2 | 4.5mcd
GaAlinP  BRIGHT YELLOW | N2388SY | N2387SY | M2388SY | M2387SY | 590 | 100 2.2 | 6.0mcd
SIC BLUE | N2388SF | N2387SF | M2388SF | M2387SF |465+5| 100 3.6 | 4.0mcd
GaP/GaAsP HI-EFF RED| N2388E N2387E M2388E M2387E | 635 100 2.0 | 5.0mcd
SIC PURE GREEN | N2388PG | N2387PG | M2388PG | M2387PG |525+5| 100 3.6 | 2.5mcd
GaAllnp ORANGE |N23880CW | N23870CW | M23880CW| M23870CW| 625 | 100 2.0 | 130mcd
Remark :

1.Typical forward current 10 ~20 mA » MAXimum forward current 25 mA

2.Solder Temperature 1.6 mm Below Seating plane less 5 seconds at 260°C +5°C -30°C
3.Peak Foward current Per Dice » Duty cycle 1/10 » 10KHZ > MAXimum 120 mA

4 Operating Temperature From -25°C to 85°C
5.Blue color » pure green color and white color chip are static sensitive devices
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FACE INK & LENS CODE

GRAY FACE WHITE LENS

BLACK FACE WHITE LENS

GRAY FACE CLEAR LENS

BC

BLACK FACE CLEAR LENS

FOR EXAMPLE :
N2388RS-GW
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