iz i R R I mssnats 886-3-5753170
Jit 5 ) B - (E9%) 86-21-54151736
Jik 4% 7 HL - GRYN) 86-755-83298787
Http://www. 100y. com. tw

Ordering Information J

MS 3100 MS 3106 A 20-1 P W
itk A7k 4l e T T W T WY
Wall Mount Receptacle Prefix SR WIE VA
S B RS Alternate Polarization
MS Military Standard Blank (Normal) W.X.Y.Z
R Shell Style Contact Type
A -Ref. Table 1. igEP=Pin/Male
HIHS=Socket/ Female
MS 3101 BlifiScrvice Class
U iz vt Jé “Ref. Table 2. Fn B %

Cable Connecting Plug
Insert Arrangement

HbS8E . AT B %
Shell Size

& -TABLE L. SHELL STYLE

Shell Style MS No. Description Available Class

00 MS3100 | Wall mounting receptacle AE/F.R

MS 3 I-:)-Z‘ 01 MS3101 Cable connecting plug AE/F.R

ik -4l

Box Mounting Receptacle 02 MS3102  Box mounting receptacle A.B.E/F.R

06 MS3106 Straight plug A.B.E/F.R
08 MS3108 907 angle plug A.B.E/F.R
- MS25183 Plug with potting cup -

MS 3106
WA Pl & TTABLE II. SERVICE CLASS

Straight Plug
Class Description

A Solid shell. Solder contacts & none pressured. Wi k2 (B AL

B3 Split shell, Solder contact & none pressured. 7 El Abs3k. i) §32 14

E/F Environmental use J|J % B B il
MS 3108 R Solder contacts with grommet scal and without clamp

FE P
90" angle Plug

RV SR &
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BPeuisE R A& Electrical Specification

$EBEE R Voltage Ratings

2 A e A AE MR Voltage Ratings

Class | Operating | Operating | Test rms Contact| Operating |Test Current | Voltage
Volt AC Volt DC Size Current. Amps. Drop mV
Inst. 200 250 1,000 16 13 20 L2
A 500 700 2,000 12 23 35 ; 20
D _ 900 1,250 2,800 8 l 46 | 60 ' 12
E 1,250 1,750 " 3,500 4 l 80 110 10
B | 1,750 2,450 | 4,500 0o | 150 200 10
[NNSRO09 4200 7,000 WEFE SRR 886-3-5753170

W Standard Material a

JEHE T (L) 86-21-54151736
Tk 4 7 L - (i) 86-755-83298787

nd Finishes Http://www. 100y. com. tw

S\ #Shell
(MIL-STD)

48 15 f¥ Insulator
BEHE

Grommet and seal
132 B5 Contacts
AR

Temperature Range

Environmental

7S &M Aluminum alloy, conductive olive drab chromate over

cadmium (Consult Factory for Commercial options.)

A IL# B Synthetic Rubber (B-Type = Epoxy resin)

A LI Synthetic Rubber

§R # 8F & £ Copper alloy with silver plate

-55°C to 125°C

Protection per MIL-C-5015 (MIL-STD 202)

|- 255 PE Characteristics
#8 #&3K FuInsulating Resistance

#@7 B Temperature Range

i A M Durability

5,000MQ Minimum (at 25°C)

-55°C to 125°C

500 Cycle Connector/ Disconnection
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Part No. ‘

MS3057-4A

MS3057-6A

MS3057-8A
MS3057-10A
MS3057-12A
MS3057-16A
MS3057-20A
MS3057-24A

SHELL
SIZE

10SL-12-128 |

14-14S
16-16S |

18 '
20-22
24-28

32

36

Used with
Sleeve
MS3420-4
MS3402-6
MS3420-8
MS3420-10
MS3420-12
MS3420-16
MS3420-20
MS3420-24

811
874
945
945
945
1.024
1.984
1.157

T s MS3057A4 Cable Strain Relief Clamp

JH: A 0 4 R

886-3-5753170

Ji 4 g WL () 86-21-54151736

B4 1 WL P (1) 86-755-83298787
Http://www. 100y. com. tw

413
413
413
413
413
413
429
531

315
433
.559
622
.748
937
1.252
1.378

.866
1.063
1.142
1.299
1.457
1.693
2.031
2.283

F Thread
Class 2B
5/8-24 UNEF
3/4-20 UNEF
17/20-20 UNEF
1-20 UNEF
13/16-18 UNEF
17/16-18 UNEF
13/4-18UNS
2-18UNS

DIMENSIONS IN MILLMETERS #7# 4 Bl #%

SHELL
SIZE

Used with

Sleeve

D

max

F Thread
Class 2B

MS3057-4A

MS3057-6A

MS3057-8A
MS3057-10A
MS3057-12A
MS3057-16A
MS3057-20A
MS3057-24A

10SL-12-128

14-148
16-168
18
20-22
24-28
32

36

MS3420-4

MS3402-6

MS3420-8
MS3420-10
MS3420-12
MS3420-16
MS3420-20
MS3420-24

20.6
222
24.0
24.0
24.0
26.0
27.8

294

10.5
10.5
10.5
10.5
10.5
10.5
12.5
13.5

8.0
11.0
14.2
15.8
19.0
23.8
31.8
35.0

5/8-24 UNEF
3/4-20 UNEF
17/20-20 UNEF
1-20 UNEF
13/16-18 UNEF
17/16-18 UNEF
134-18UNS
2-18UNS
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