
OFM-0200 series

Specification
Input voltage..................................... 85~264VAC; 120~370VDC
Input frequency................................. 47-440Hz
Inrush current ................................... Cold start, 25A/ 115V, 45A/ 230V
Output voltage.................................. Refer to below table ( 10% ADJ.)
Overload protection .......................... Above  150% output pulsing mode
Over voltage protection..................... 115%~135%
Setup, rise, hold up time.................... 300ms, 160ms, 17ms/ 115VAC

300ms, 160ms, 50ms/ 230VAC
Withstand voltage............................. I/P-O/P:3.0KVAC
Working temperature......................... -10°~50°@100%, +60° @60%
Safety standard ................................ UL1950,TUV, EN60950 approved
EMC standard................................... EN50081-1, EN50082-1
Connection....................................... 4P/ 3.96mm pith, molex 41791

Universal AC input/ full range
High reliability
High efficiency, low working temp.
Built in EMI filter, low ripple noise
Compact size, light weight
100% full load burn-in test
Short circuit/ over load / over voltage protected

Open Framed Modular Switching Power Supply

89x51x21 mm

Part No Output Tol. R&N Eff.
OFM-0201 5V,  4.40A 2% 50mV 70%
OFM-0202 12V,  1.80A 2%  150mV 76%
OFM-0203 15V,  1.40A 2% 150mV 76%
OFM-0205 24V,  0.92A 2% 240mV 78%
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